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1
COMMUNICATION DEVICE

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. Ser. No. 13/868,
126 filed 2013 Apr. 23, now U.S. Pat. No. 8,755,838, which is
a continuation of U.S. Ser. No. 13/354,349 filed 2012 Jan. 20,
now U.S. Pat. No. 8,472,935, which is a continuation of U.S.
Ser. No. 11/926,184 filed 2007 Oct. 29 which is hereby incor-
porated herein by reference in its entirety.

BACKGROUND OF INVENTION

The invention relates to communication device and more
particularly to the communication device which is capable to
communicate with another communication device in a wire-
less fashion.

U.S. Patent Publication No. 20020049630 is introduced as
prior art of the present invention of which the summary is the
following: “An object of the present invention is to provide a
charging system which carries out position confirmation of a
moving body at a place where there is a radio wave blocked
facility, and which carries out automatic detection of GPS
antenna blockage for avoiding charging. In a charging system
including a GPS positioning device 921 for recognizing a
vehicle position, a vehicle speed pulse measuring device 920
for dead reckoning navigating, a monitor device 920, 927,
928 which generates information expressing a current posi-
tion by using these, and a charging processing 902 which
judges whether or not a recognized current position is within
acharge area and which carries out data processing for charg-
ing, the monitor 920 includes a simple map database 928
which includes positions of facilities or geographical features
at which GPS positioning is impossible, and when GPS posi-
tioning is impossible, the facility or geographical feature
corresponding to the current position is detected, and that
position is made to be a current position”. However, this prior
art does not disclose the communication device comprising a
voice communication implementer, a stereo audio data output
implementer, and a location dependent program executing
implementer.

For the avoidance of doubt, the number of the prior arts
introduced herein (and/or in IDS) may be of a large one,
however, applicant has no intent to hide the more relevant
prior art(s) in the less relevant ones.

SUMMARY OF INVENTION

It is an object of the present invention to provide a device
capable to implement a plurality of functions.

It is another object of the present invention to provide
merchandise to merchants attractive to the customers in the
U.Ss.

It is another object of the present invention to provide
mobility to the users of communication device.

It is another object of the present invention to provide more
convenience to the customers in the U.S.

It is another object of the present invention to provide more
convenience to the users of communication device or any
tangible thing in which the communication device is fixedly
or detachably (i.e., removably) installed.

It is another object of the present invention to overcome the
shortcomings associated with the foregoing prior arts.

It is another object of the present invention to provide a
device capable to implement a plurality of functions.
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The present invention introduces the communication
device comprising a voice communication implementer, a
stereo audio data output implementer, and a location depen-
dent program executing implementer.

BRIEF DESCRIPTION OF DRAWINGS

The above and other aspects, features, and advantages of
the invention will be better understood by reading the follow-
ing more particular description of the invention, presented in
conjunction with the following drawing, wherein:

FIG. 1 is a block diagram illustrating an exemplary
embodiment of the present invention.

DETAILED DESCRIPTION

The following description is of the best presently contem-
plated mode of carrying out the present invention. This
description is not to be taken in a limiting sense but is made
merely for the purpose of describing the general principles of
the invention. For example, each description of random
access memory in this specification illustrate(s) only one
function or mode in order to avoid complexity in its explana-
tion, however, such description does not mean that only one
function or mode can be implemented at a time. In other
words, more than one function or mode can be implemented
simultaneously by way of utilizing the same random access
memory. In addition, the FIGURE number is cited after the
elements in parenthesis in a manner for example ‘RAM 206
(FIG. 1). It is done so merely to assist the readers to have a
better understanding of this specification, and must not be
used to limit the scope of the claims in any manner since the
FIGURE numbers cited are not exclusive. There are only few
data stored in each storage area described in this specification.
This is done so merely to simplify the explanation and,
thereby, to enable the reader of this specification to under-
stand the content of each function with less confusion. There-
fore, more than few data (hundreds and thousands of data, if
necessary) of the same kind, not to mention, are preferred to
be stored in each storage area to fully implement each func-
tion described herein. The scope of the invention should be
determined by referencing the appended claims.

FIG.1is a simplified block diagram of the Communication
Device 200 utilized in the present invention. Referring to FIG.
1, Communication Device 200 includes CPU 211 which con-
trols and administers the overall function and operation of
Communication Device 200. CPU 211 uses RAM 206 to
temporarily store data and/or to perform calculation to per-
form its function, and to implement the present invention,
modes, functions, and systems explained hereinafter. Video
Processor 202 generates analog and/or digital video signals
which are displayed on LCD 201. ROM 207 stores the data
and programs which are essential to operate Communication
Device 200. Wireless signals are received by Antenna 218 and
processed by Signal Processor 208. Input signals are input by
Input Device 210, such as a dial pad, a joystick, and/or a
keypad, and the signals are transferred via Input Interface 209
and Data Bus 203 to CPU 211. Indicator 212 is an LED lamp
which is designed to output different colors (e.g., red, blue,
green, etc). Analog audio data is input to Microphone 215.
A/D 213 converts the analog audio data into a digital format.
Speaker 216 outputs analog audio data which is converted
into an analog format from digital format by D/A 204. Sound
Processor 205 produces digital audio signals that are trans-
ferred to D/A 204 and also processes the digital audio signals
transferred from A/D 213. CCD Unit 214 captures video
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image which is stored in RAM 206 in a digital format. Vibra-
tor 217 vibrates the entire device by the command from CPU
211.

As another embodiment, LCD 201 or LCD 201/Video Pro-
cessor 202 may be separated from the other elements
described in FIG. 1, and be connected in a wireless fashion to
be wearable and/or head-mountable.

When Communication Device 200 is in the voice commu-
nication mode, the analog audio data input to Microphone
215 is converted to a digital format by A/D 213 and transmit-
ted to another device via Antenna 218 in a wireless fashion
after being processed by Signal Processor 208, and the wire-
less signal representing audio data which is received via
Antenna 218 is output from Speaker 216 after being pro-
cessed by Signal Processor 208 and converted to analog sig-
nal by D/A 204. For the avoidance of doubt, the definition of
Communication Device 200 in this specification includes
so-called ‘PDA’. The definition of Communication Device
200 also includes in this specification any device which is
mobile and/or portable and which is capable to send and/or
receive audio data, text data, image data, video data, and/or
other types of data in a wireless fashion via Antenna 218. The
definition of Communication Device 200 further includes any
micro device embedded or installed into devices and equip-
ments (e.g., VCR, TV, tape recorder, heater, air conditioner,
fan, clock, micro wave oven, dish washer, refrigerator, oven,
washing machine, dryer, door, window, automobile, motor-
cycle, and modem) to remotely control these devices and
equipments. The size of Communication Device 200 is irrel-
evant. Communication Device 200 may be installed in
houses, buildings, bridges, boats, ships, submarines, air-
planes, and spaceships, and firmly fixed therein.

This paragraph illustrate(s) the elements of Communica-
tion Device 200. The elements of Communication Device 200
described in this paragraph is identical to the ones described
in FIG. 1, except Communication Device 200 has new ele-
ment, i.e., LED 219. Here, LED 219 receives infra red signals
from other wireless devices, which are transferred to CPU
211 via Data Bus 203. LED 219 also sends infra red signals in
a wireless fashion which are composed by CPU 211 and
transferred via Data Bus 203. As the second embodiment,
LED 219 may be connected to Signal Processor 208. Here,
LED 219 transfers the received infra red signals to Signal
Processor 208, and Signal Processor 208 processes and con-
verts the signals to a CPU readable format which are trans-
ferred to CPU 211 via Data Bus 203. The data produced by
CPU 211 are processed by Signal Processor 208 and trans-
ferred to another device via LED 219 in a wireless fashion.
The task of LED 219 is as same as that of Antenna 218
described in FIG. 1 except that LED 219 utilizes infra red
signals for implementing wireless communication in the sec-
ond embodiment. For the avoidance of doubt, the reference to
FIG. 1 (e.g., referring to FIG. 1 in parenthesis) automatically
refers to this paragraph in this specification.

This paragraph illustrate(s) the data stored in Host H. In the
present embodiment, Host H includes Host Information Stor-
age Area H00a which stores various types of data to assist
and/or co-operate with Communication Device 200 to imple-
ment all modes, functions, and systems described in this
specification. As another embodiment, Host H may be com-
posed of a plurality of computers, i.e., one master computer
and a plurality of slave computers, wherein the master com-
puter is connected to the plurality of slave computers. As
another embodiment, Host H may also be composed of a
plurality of master computers by way of utilizing peer-to-peer
connection.
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<<Voice Recognition System>>

Communication Device 200 (FIG. 1) has the function to
operate the device by the user’s voice or convert the user’s
voice into a text format (i.e., the voice recognition). The voice
recognition function can be performed in terms of software by
using Area 261, the voice recognition working area, of RAM
206 (FIG. 1) which is specifically allocated to perform such
function, or can also be performed in terms of hardware
circuit where such space is specifically allocated in Area 282
of Sound Processor 205 (FIG. 1) for the voice recognition
system.

This paragraph illustrates how the voice recognition func-
tion is activated. CPU 211 (FIG. 1) periodically checks the
input status of Input Device 210 (FIG. 1) (S1). If CPU 211
detects a specific signal input from Input Device 210 (S2) the
voice recognition system is activated. As another embodi-
ment, the voice recognition system can also be activated by
entering predetermined phrase, such as ‘start voice recogni-
tion system’ via Microphone 215 (FIG. 1).

<<Voice Recognition—Dialing/Auto-off During Call
Function>>

This paragraph illustrates the operation of the voice recog-
nition in the present invention. Once the voice recognition
system is activated (S1) the analog audio data is input from
Microphone 215 (FIG. 1) (S2). The analog audio data is
converted into digital data by A/D 213 (FIG. 1) (S3). The
digital audio data is processed by Sound Processor 205 (FIG.
1) to retrieve the text and numeric information therefrom
(S4). Then the numeric information is retrieved (S5) and
displayed on LCD 201 (FIG. 1) (S6). If the retrieved numeric
information is not correct (S7), the user can input the correct
numeric information manually by using Input Device 210
(FIG. 1) (S8). Once the sequence of inputting the numeric
information is completed and after the confirmation process
is over (89), the entire numeric information is displayed on
LCD 201 and the sound is output from Speaker 216 under
control of CPU 211 (S10). If the numeric information is
correct (S11), Communication Device 200 (FIG. 1) initiates
the dialing process by utilizing the numeric information
(S12). The dialing process continues until Communication
Device 200 is connected to another device (S13). Once CPU
211 detects that the line is connected it automatically deacti-
vates the voice recognition system (S14).

CPU 211 (FIG. 1) checks the status of Communication
Device 200 periodically (S1) and remains the voice recogni-
tion system offline during call (S2). If the connection is sev-
ered, i.e., user hangs up, then CPU 211 reactivates the voice
recognition system (S3).

<<Voice Recognition Tag Function>>

The following paragraphs describe the method of inputting
the numeric information in a convenient manner

In this embodiment, RAM 206 includes Table #1 and Table
#2. Audio information #1 corresponds to tag ‘Scott.” Namely
audio information, such as wave data, which represents the
sound of ‘Scott’ (sounds like ‘S-ko-t’) is registered in Table
#1, which corresponds to tag ‘Scott’. In the same manner
audio information #2 corresponds to tag ‘Carol’; audio infor-
mation #3 corresponds to tag ‘Peter’; audio information #4
corresponds to tag ‘Amy’; and audio information #5 corre-
sponds to tag ‘Brian.” Tag ‘Scott’ corresponds to numeric
information ‘(916) 411-2526’; tag ‘Carol’ corresponds to
numeric information ‘(418) 675-6566’; tag ‘Peter’ corre-
sponds to numeric information ‘(220) 890-1567’; tag ‘Amy’
corresponds to numeric information ‘(615) 125-3411°; and
tag ‘Brian’ corresponds to numeric information ‘(042) 645-
2097. Once the audio data is processed as described in S4
hereinbefore, CPU 211 scans Table #1 (S1). If the retrieved
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audio data matches with one of the audio information regis-
tered in Table #1 (S2), CPU 211 scans Table #2 (S3) and
retrieves the corresponding numeric information from Table
#2 (S4).

This paragraph illustrates another embodiment of the
present invention. Here, RAM 206 includes Table #A instead
of Table #1 and Table #2 described above. In this embodi-
ment, audio info #1 (i.e., wave data which represents the
sound of “‘Scot”) directly corresponds to numeric information
‘(916) 411-2526. In the same manner audio info #2 corre-
sponds to numeric information ‘(410) 675-6566’; audio info
#3 corresponds to numeric information (220) 890-1567;
audio info #4 corresponds to numeric information ‘(615)
125-3411’; and audio info #5 corresponds to numeric infor-
mation ‘(042) 645-2097.” Once the audio data is processed as
described in S4 hereinbefore, CPU 211 scans Table #A (S1).
If the retrieved audio data matches with one of the audio
information registered in Table #A (S2), it retrieves the cor-
responding numeric information therefrom (S3).

As another embodiment, RAM 206 may contain only Table
#2 and tag can be retrieved from the voice recognition system
explained hereinbefore. Namely, once the audio data is pro-
cessed by CPU 211 (FIG. 1) as described in S4 hereinbefore
and retrieves the text data therefrom and detects one of the
tags registered in Table #2 (e.g., ‘Scot’), CPU 211 retrieves
the corresponding numeric information (e.g., ‘(916) 411-
2526”) from the same table.

<<Voice Recognition Noise Filtering Function>>

The following paragraphs describe the method of minimiz-
ing the undesired effect of the background noise when utiliz-
ing the voice recognition system.

In this embodiment, RAM 206 (FIG. 1) includes Area 255
and Area 256. Sound audio data which represents background
noise is stored in Area 255, and sound audio data which
represents the beep, ringing sound and other sounds which are
emitted from the Communication Device 200 are stored in
Area 256.

This paragraph describes the method to utilize the data
stored in Area 255 and Area 256 described hereinbefore.
When the voice recognition system is activated as described
hereinbefore, the analog audio data is input from Microphone
215 (FIG. 1) (S1). The analog audio data is converted into
digital data by A/D 213 (FIG. 1) (S2). The digital audio data
is processed by Sound Processor 205 (FIG. 1) (S3) and com-
pared to the data stored in Area 255 and Area 256 (S4). Such
comparison can be done by either Sound Processor 205 or
CPU 211 (FIG. 1). If the digital audio data matches to the data
stored in Area 255 and/or Area 256, the filtering process is
initiated and the matched portion of the digital audio data is
deleted as background noise. Such sequence of process is
done before retrieving text and numeric information from the
digital audio data.

This paragraph describes the method of updating Area 255.
When the voice recognition system is activated as described
hereinbefore, the analog audio data is input from Microphone
215 (FIG. 1) (S1). The analog audio data is converted into
digital data by A/D 213 (FIG. 1) (S2). The digital audio data
is processed by Sound Processor 205 (FIG. 1) or CPU 211
(FIG. 1) (S3) and the background noise is captured (S4). CPU
211 (FIG. 1) scans Area 255 and if the captured background
noise is not registered in Area 255, it updates the sound audio
data stored therein (S5).

This paragraph describes another embodiment of the
present invention. CPU 211 (FIG. 1) routinely checks
whether the voice recognition system is activated (S1). If the
system is activated (S2), the beep, ringing sound, and other
sounds which are emitted from Communication Device 200
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are automatically turned off in order to minimize the miss
recognition process of the voice recognition system (S3).
<<Voice Recognition Auto-off Function>>

The voice recognition system can be automatically turned
off to avoid glitch. When the voice recognition system is
activated (S1), CPU 211 (FIG. 1) automatically sets a timer
(S2). The value of timer (i.e., the length of time until the
system is deactivated) can be set manually by the user. The
timer is incremented periodically (S3), and if the incremented
time equals to the predetermined value of time as set in S2
(S4), the voice recognition system is automatically deacti-
vated (S5).

<<Voice Recognition Email Function (1)>>

This paragraph illustrates the first embodiment of the func-
tion of typing and sending e-mails by utilizing the voice
recognition system. Once the voice recognition system is
activated (S1), the analog audio data is input from Micro-
phone 215 (FIG. 1) (S2). The analog audio data is converted
into digital data by A/D 213 (FIG. 1) (S3). The digital audio
data is processed by Sound Processor 205 (FIG. 1) or CPU
211 (FIG. 1) to retrieve the text and numeric information
therefrom (S4). The text and numeric information are
retrieved (S5) and are displayed on LCD 201 (FIG. 1) (S6). If
the retrieved information is not correct (S7), the user can input
the correct text and/or numeric information manually by
using the Input Device 210 (FIG. 1) (S8). If inputting the text
and numeric information is completed (S9) and CPU 211
detects input signal from Input Device 210 to send the e-mail
(S10), the dialing process is initiated (S11). The dialing pro-
cess is repeated until Communication Device 200 is con-
nected to Host H (S12), and the e-mail is sent to the desig-
nated address (S13).

<<Voice Recognition—Speech-to-text Function>>

The next paragraph illustrates the speech-to-text function
of Communication Device 200 (FIG. 1).

Once Communication Device 200 receives a transmitted
data from another device via Antenna 218 (FIG. 1) (S1),
Signal Processor 208 (FIG. 1) processes the data (e.g., wire-
less signal error check and decompression) (S2), and the
transmitted data is converted into digital audio data (S3).
Such conversion can be rendered by either CPU 211 (FIG. 1)
or Signal Processor 208. The digital audio data is transferred
to Sound Processor 205 (FIG. 1) via Data Bus 203 and text
and numeric information are retrieved therefrom (S4). CPU
211 designates the predetermined font and color to the text
and numeric information (S5) and also designates a tag to
such information (S6). After these tasks are completed the tag
and the text and numeric information are stored in RAM 206
and displayed on LCD 201 (S7).

This paragraph illustrates how the text and numeric infor-
mation as well as the tag are displayed. On LCD 201 the text
and numeric information 702 (‘XXXXXXXXX’) are dis-
played with the predetermined font and color as well as with
the tag 701 (“John”).

<<Audio/Video Data Capturing System>>

The following paragraphs illustrate the audio/video cap-
turing system of Communication Device 200 (FIG. 1).

Assuming that Device A, a Communication Device 200,
captures audio/video data and transfers such data to Device B,
another Communication Device 200, via a host (not shown).
Primarily video data is input from CCD Unit 214 (FIG. 1) and
audio data is input from Microphone 215 of (FIG. 1) of
Device A.

In this embodiment, RAM 206 (FIG. 1) includes Area 267
which stores video data, Area 268 which stores audio data,
and Area 265 which is a work area utilized for the process
explained hereinafter.



US 9,094,775 B1

7

In this embodiment, the video data input from CCD Unit
214 (FIG. 1) (Sla) is converted from analog data to digital
data (S2a) and is processed by Video Processor 202 (FIG. 1)
(S3a). Area 265 is used as work area for such process. The
processed video data is stored in Area 267 of RAM 206 (S4a)
and is displayed on LCD 201 (FIG. 1) (S5a). The audio data
input from Microphone 215 (FIG. 1) (S16) is converted from
analog data to digital data by A/D 213 (FIG. 1) (S2b) and is
processed by Sound Processor 205 (FIG. 1) (S3b). Area 265
is used as work area for such process. The processed audio
data is stored in Area 268 of RAM 206 (S45) and is trans-
ferred to Sound Processor 205 and is output from Speaker 216
(FIG. 1) via D/A 204 (FIG. 1) (S5b). The sequences of Sla
through S5a and S15 through S554 are continued until a spe-
cific signal indicating to stop such sequence is input from
Input Device 210 (FIG. 1) or by the voice recognition system
(S6).

This paragraph illustrates the sequence to transfer the
video data and the audio data via Antenna 218 (FIG. 1) in a
wireless fashion. CPU 211 (FIG. 1) of Device A initiates a
dialing process (S1) until the line is connected to a host (not
shown) (S2). As soon as the line is connected, CPU 211 reads
the video data and the audio data stored in Area 267 and Area
268 (S3) and transfer them to Signal Processor 208 (FIG. 1)
where the data are converted into a transferring data (S4). The
transferring data is transferred from Antenna 218 (FIG. 1) in
a wireless fashion (S5). The sequence of S1 through S5 is
continued until a specific signal indicating to stop such
sequence is input from Input Device 210 (FIG. 1) or via the
voice recognition system (S6). The line is disconnected there-
after (87).

This paragraph illustrates the basic structure of the trans-
ferred data which is transferred from Device A as described in
S4 and S5 hereinbefore. Transferred data 610 is primarily
composed of Header 611, video data 612, audio data 613,
relevant data 614, and Footer 615. Video data 612 corre-
sponds to the video data stored in Area 267 of RAM 206, and
audio data 613 corresponds to the audio data stored in Area
268 of RAM 206. Relevant Data 614 includes various types of
data, such as the identification numbers of Device A (i.e.,
transferor device) and Device B (i.e., the transferee device), a
location data which represents the location of Device A, email
data transferred from Device A to Device B, etc. Header 611
and Footer 615 represent the beginning and the end of Trans-
ferred Data 610 respectively.

This paragraph illustrates the data contained in RAM 206
(FIG. 1) of Device B. RAM 206 includes Area 269 which
stores video data, Area 270 which stores audio data, and Area
266 which is a work area utilized for the process explained
hereinafter.

Inthis embodiment, CPU 211 (FIG. 1) of Device B initiates
a dialing process (S1) until Device B is connected to a host
(not shown) (S2). Transferred Data 610 is received by
Antenna 218 (FIG. 1) of Device B (S3) and is converted by
Signal Processor 208 (FIG. 1) into data readable by CPU 211
(S4).Video data and audio data are retrieved from Transferred
Data 610 and stored into Area 269 and Area 270 of RAM 206
respectively (S5). The video data stored in Area 269 is pro-
cessed by Video Processor 202 (FI1G. 1) (S6a). The processed
video data is converted into an analog data (S7a) and dis-
played on LCD 201 (FIG. 1) (S8a). S7a may not be necessary
depending on the type of LCD 201 used. The audio data
stored in Area 270 is processed by Sound Processor 205 (FIG.
1) (S654). The processed audio data is converted into analog
data by D/A 204 (FIG. 1) (87b) and output from Speaker 216
(FIG. 1) (S8b). The sequences of S6a through S8a and S65
through S856 are continued until a specific signal indicating to
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stop such sequence is input from Input Device 210 (FIG. 1) or
via the voice recognition system (S9).

<<Caller ID System>>

The following paragraphs illustrate the caller ID system of
Communication Device 200 (FIG. 1).

In this embodiment, RAM 206 includes Table C. Each
phone number corresponds to a specific color and sound. For
example Phone #1 corresponds to Color A and Sound E;
Phone #2 corresponds to Color B and Sound F; Phone #3
corresponds to Color C and Sound G; and Phone #4 corre-
sponds to color D and Sound H.

In this embodiment, the user of Communication Device
200 selects or inputs a phone number (S1) and selects a
specific color (S2) and a specific sound (S3) designated for
that phone number by utilizing Input Device 210 (FIG. 1).
Such sequence can be repeated until there is a specific input
signal from Input Device 210 ordering to do otherwise (S4).

In this embodiment, CPU 211 (FIG. 1) periodically checks
whether it has received a call from other communication
devices (S1). If it receives a call (S2), CPU 211 scans Table C
to see whether the phone number of the caller device is
registered in the table (S3). If there is a match (S4), the
designated color is output from Indicator 212 (FIG. 1) and the
designated sound is output from Speaker 216 (FIG. 1) (S5).
For example if the incoming call is from Phone #1, Color A is
output from Indicator 212 and Sound E is output from
Speaker 216.

<<Navigation System>>

The following paragraphs illustrate the navigation system
of Communication Device 200 (FIG. 1).

In this embodiment, RAM 206 (FIG. 1) includes Area 275,
Area 276, Area 277, and Area 295. Area 275 stores a plurality
of map data, two-dimensional (2D) image data, which are
designed to be displayed on LCD 201 (FIG. 1). Area 276
stores a plurality of object data, three-dimensional (3D)
image data, which are also designed to be displayed on LCD
201. The object data are primarily displayed by a method
so-called ‘texture mapping’ which is explained in details
hereinafter. Here, the object data include the three-dimen-
sional data of various types of objects that are displayed on
LCD 201, such as bridges, houses, hotels, motels, inns, gas
stations, restaurants, streets, traffic lights, street signs, trees,
etc. Area 277 stores a plurality of location data, i.e., data
representing the locations of the objects stored in Area 276.
Area 277 also stores a plurality of data representing the street
address of each object stored in Area 276. In addition, Area
277 stores the current position data of Communication
Device 200 and the Destination Data which are explained in
details hereafter. The map data stored in Area 275 and the
location data stored in Area 277 are linked each other. Area
295 stores a plurality of attribution data attributing to the map
data stored in Area 275 and location data stored in Area 277,
such as road blocks, traffic accidents, and road constructions,
and traffic jams. The attribution data stored in Area 295 is
updated periodically by receiving an updated data from a host
(not shown).

In this embodiment, Video Processor 202 (FIG. 1) includes
texture mapping processor 290. Texture mapping processor
290 produces polygons in a three-dimensional space and
‘pastes’textures to each polygon. The concept of such method
is described in the following patents and the references cited
thereof: U.S. Pat. No. 5,870,101, U.S. Pat. No. 6,157,384,
U.S. Pat. No. 5,774,125, U.S. Pat. No. 5,375,206, and/or U.S.
Pat. No. 5,925,127.

In this embodiment, the voice recognition system is acti-
vated when CPU 211 (FIG. 1) detects a specific signal input
from Input Device 210 (FIG. 1) (S1). After the voice recog-
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nition system is activated, the input current position mode
starts and the current position of Communication Device 200
is input by voice recognition system (S2). The current posi-
tion can also be input from Input Device 210. As another
embodiment of the present invention, the current position can
automatically be detected by the method so-called ‘global
positioning system’ or ‘GPS’ and input the current data there-
from. After the process of inputting the current data is com-
pleted, the input destination mode starts and the destination is
input by the voice recognition system explained above or by
the Input Device 210 (S3), and the voice recognition system
is deactivated after the process of inputting the Destination
Data is completed by utilizing such system (S4).

This paragraph illustrates the sequence of the input current
position mode described in S2 described hereinbefore. When
analog audio data is input from Microphone 215 (FIG. 1)
(S1), such data is converted into digital audio data by A/D 213
(FIG. 1) (S2). The digital audio data is processed by Sound
Processor 205 (FIG. 1) to retrieve text and numeric data
therefrom (S3). The retrieved data is displayed on LCD 201
(FIG. 1) (S4). The data can be corrected by repeating the
sequence of S1 through S4 until the correct data is displayed
(S5). If the correct data is displayed, such data is registered as
current position data (S6). As stated above, the current posi-
tion data can be input manually by Input Device 210 (FIG. 1)
and/or can be automatically input by utilizing the method
so-called ‘global positioning system’ or ‘GPS’ as described
hereinbefore.

This paragraph illustrates the sequence of the input desti-
nation mode described in S3 described hereinbefore. When
analog audio data is input from Microphone 215 (FIG. 1)
(S1), such data is converted into digital audio data by A/D 213
(FIG. 1) (S2). The digital audio data is processed by Sound
Processor 205 (FIG. 1) to retrieve text and numeric data
therefrom (S3). The retrieved data is displayed on LCD 201
(FIG. 1) (S4). The data can be corrected by repeating the
sequence of S1 through S4 until the correct data is displayed
on LCD 201 (S5). If the correct data is displayed, such data is
registered as Destination Data (S6).

This paragraph illustrates the sequence of displaying the
shortest route from the current position to the destination.
CPU 211 (FIG. 1) retrieves both the current position data and
the Destination Data which are input by the method described
hereinbefore from Area 277 of RAM 206 (FIG. 1). By utiliz-
ing the location data of streets, bridges, traffic lights and other
relevant data, CPU 211 calculates the shortest route to the
destination (S1). CPU 211 then retrieves the relevant two-
dimensional map data which should be displayed on LCD
201 from Area 275 of RAM 206 (S2).

As another embodiment of the present invention, by way of
utilizing the location data stored in Area 277, CPU 211 may
produce a three-dimensional map by composing the three
dimensional objects (by method so-called ‘texture mapping’
as described above) which are stored in Area 276 of RAM
206. The two-dimensional map and/or the three dimensional
map is displayed on LCD 201 (FIG. 1) (S3).

As another embodiment of the present invention, the attri-
bution data stored in Area 295 of RAM 206 may be utilized.
Namely if any road block, traffic accident, road construction,
and/or traffic jam is included in the shortest route calculated
by the method mentioned above, CPU 211 (FIG. 1) calculates
the second shortest route to the destination. If the second
shortest route still includes road block, traffic accident, road
construction, and/or traffic jam, CPU 211 calculates the third
shortest route to the destination. CPU 211 calculates repeat-
edly until the calculated route does not include any road
block, traffic accident, road construction, and/or traffic jam.
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The shortest route to the destination is highlighted by a sig-
nificant color (such as red) to enable the user of Communi-
cation Device 200 to easily recognize such route on LCD 201
(FIG.1).

As another embodiment of the present invention, an image
which is similar to the one which is observed by the user in the
real world may be displayed on LCD 201 (FIG. 1) by utilizing
the three-dimensional object data. In order to produce such
image, CPU 211 (FIG. 1) identifies the present location and
retrieves the corresponding location data from Area 277 of
RAM 206. Then CPU 211 retrieves a plurality of object data
which correspond to such location data from Area 276 of
RAM 206 and displays a plurality of objects on LCD 201
based on such object data in a manner the user of Communi-
cation Device 200 may observe from the current location.

This paragraph illustrates the sequence of updating the
shortest route to the destination while Communication
Device 200 is moving. By way of periodically and automati-
cally inputting the current position by the method so-called
‘global positioning system’ or ‘GPS’ as described hereinbe-
fore, the current position is continuously updated (S1). By
utilizing the location data of streets and traffic lights and other
relevant data, CPU 211 (FIG. 1) recalculates the shortest
route to the destination (S2). CPU 211 then retrieves the
relevant two-dimensional map data which should be dis-
played on LCD 201 from Area 275 of RAM 206 (S3). Instead,
by way of utilizing the location data stored in Area 277, CPU
211 may produce a three-dimensional map by composing the
three dimensional objects by method so-called ‘texture map-
ping’ which are stored in Area 276 of RAM 206. The two-
dimensional map and/or the three-dimensional map is dis-
played on LCD 201 (FIG. 1) (S4). The shortest route to the
destination is re-highlighted by a significant color (such as
red) to enable the user of Communication Device 200 to
easily recognize the updated route on LCD 201.

This paragraph illustrates the method of finding the short-
est location of the desired facility, such as restaurant, hotel,
gas station, etc. The voice recognition system is activated in
the manner described hereinbefore (S1). By way of utilizing
the voice recognition system, a certain type of facility is
selected from the options displayed on LCD 201 (FIG. 1). The
prepared options can be a) restaurant, b) lodge, and c) gas
station (S2). Once one of the options is selected, CPU 211
(FIG. 1) calculates and inputs the current position by the
method described hereinbefore (S3). From the data selected
in S2, CPU 211 scans Area 277 of RAM 206 and searches the
location of the facilities of the selected category (such as
restaurant) which is the closest to the current position (S4).
CPU 211 then retrieves the relevant two-dimensional map
data which should be displayed on LCD 201 from Area 275 of
RAM 206 (S5). Instead, by way of utilizing the location data
stored in 277, CPU 211 may produce a three-dimensional
map by composing the three dimensional objects by method
so-called ‘texture mapping’ which are stored in Area 276 of
RAM 206. The two-dimensional map and/or the three dimen-
sional map is displayed on LCD 201 (FIG. 1) (S6). The
shortest route to the destination is re-highlighted by a signifi-
cant color (such as red) to enable the user of Communication
Device 200 to easily recognize the updated route on LCD 201.
The voice recognition system is deactivated thereafter (S7).

This paragraph illustrates the method of displaying the
time and distance to the destination. CPU 211 (FIG. 1) cal-
culates the current position wherein the source data can be
input from the method described hereinbefore (S1). The dis-
tance is calculated from the method described hereinbefore
(S2). The speed is calculated from the distance which Com-
munication Device 200 has proceeded within specific period
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of'time (S3). The distance to the destination and the time left
are displayed on LCD 201 (FIG. 1) (S4 and S5).

This paragraph illustrates the method of warning and giv-
ing instructions when the user of Communication Device 200
deviates from the correct route. By way of periodically and
automatically inputting the current position by the method
so-called ‘global positioning system’ or ‘GPS’ as described
hereinbefore, the current position is continuously updated
(S1). If the current position deviates from the correct route
(82), a warning is given from Speaker 216 (FIG. 1) and/or on
LCD 201 (FIG. 1) (S83). The method is repeated for a certain
period of time. If the deviation still exists after such period of
time has passed, CPU 211 (FIG. 1) initiates the sequence
described hereinbefore and calculates the shortest route to the
destination and display it on LCD 201. The details of such
sequence is as same as the one explained hereinbefore.

This paragraph illustrates the overall operation of Commu-
nication Device 200 regarding the navigation system and the
communication system. When Communication Device 200
receives data from Antenna 218 (FIG. 1) (S1), CPU 211 (FIG.
1) determines whether the data is navigation data, i.e., data
necessary to operate the navigation system (S2). If the data
received is a navigation data, the navigation system described
hereinbefore is performed (S3). On the other hand, if the data
received is a communication data (S4), the communication
system, i.e., the system necessary for wireless communica-
tion which is mainly described in FIG. 1 is performed (S5).

<<Auto Time Adjust Function>>

The following paragraphs illustrate the automatic time
adjust function, i.e., a function which automatically adjusts
the clock of Communication Device 200.

This paragraph illustrates the data stored in RAM 206
(FIG. 1). In this embodiment, RAM 206 includes Auto Time
Adjust Software Storage Area 2069a, Current Time Data
Storage Area 20695, and Auto Time Data Storage Area
2069¢. Auto Time Adjust Software Storage Area 2069a stores
software program to implement the present function which is
explained in details hereinafter, Current Time Data Storage
Area 20695 stores the data which represents the current time,
and Auto Time Data Storage Area 2069c¢ is a working area
assigned for implementing the present function.

This paragraph illustrates a software program stored in
Auto Time Adjust Software Storage Area 2069q. First of all,
Communication Device 200 is connected to Network NT
(e.g., the Internet) via Antenna 218 (FIG. 1) (S1). CPU 211
(FIG. 1) then retrieves an atomic clock data from Network NT
(S2) and the current time data from Current Time Data Stor-
age Area 20695, and compares both data. If the difference
between both data is not within the predetermined value X
(83), CPU 211 adjusts the current time data (S4). The method
to adjust the current data can be either simply overwrite the
data stored in Current Time Data Storage Area 20695 with the
atomic clock data retrieved from Network NT or calculate the
difference of the two data and add or subtract the difference to
or from the current time data stored in Current Time Data
Storage Area 20695 by utilizing Auto Time Data Storage Area
2069¢ as a working area.

This paragraph illustrates another software program stored
in Auto Time Adjust Software Storage Area 2069a. When the
power of Communication Device 200 is turned on (S1), CPU
211 (FIG. 1) stores a predetermined timer value in Auto Time
Data Storage Area 2069¢ (S2). The timer value is decre-
mented periodically (S3). When the timer value equals to zero
(S4), the automatic timer adjust function is activated (S5) and
CPU 211 performs the sequence described hereinbefore, and
the sequence of S2 through S4 is repeated thereafter.
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<<Calculator Function>>

The following paragraphs illustrate the calculator function
of Communication Device 200. Communication Device 200
can be utilized as a calculator to perform mathematical cal-
culation by implementing the present function.

This paragraph illustrates the software program installed in
each Communication Device 200 to initiate the present func-
tion. First of all, alist of modes is displayed on LCD 201 (FIG.
1) (S1). When an input signal is input by utilizing Input
Device 210 (FIG. 1) or via voice recognition system to select
a specific mode (S2), the selected mode is activated. In the
present example, the communication mode is activated (S3a)
when the communication mode is selected in the previous
step, the game download mode and the game play mode are
activated (S3b) when the game download mode and the game
play mode are selected in the previous step, and the calculator
function is activated (S3c¢) when the calculator function is
selected in the previous step. The modes displayed on LCD
201 in S1 which are selectable in S2 and S3 may include all
functions and modes explained in this specification. Once the
selected mode is activated, another mode can be activated
while the first activated mode is still implemented by going
through the steps of S1 through S3 for another mode, thereby
enabling a plurality of functions and modes being performed
simultaneously (S4).

This paragraph illustrates the data stored in RAM 206
(FIG. 1). In this embodiment, the data to activate (as
described in S3a of the previous paragraph) and to perform
the communication mode is stored in Communication Data
Storage Area 20614, the data to activate (as described in S3b
of'the previous paragraph) and to perform the game download
mode and the game play mode are stored in Game DL/Play
Data Storage Area 20615/2061¢, and the data to activate (as
described in S3c¢ of the previous paragraph) and to perform
the calculator function is stored in Calculator Information
Storage Area 20615a.

This paragraph illustrates the data stored in Calculator
Information Storage Area 20615a. In this embodiment, Cal-
culator Information Storage Area 20615« includes Calculator
Software Storage Area 206155 and Calculator Data Storages
Area 20615¢. Calculator Software Storage Area 206155
stores the software programs to implement the present func-
tion, such as the one explained hereinafter, and Calculator
Data Storage Area 20615¢ stores a plurality of data necessary
to execute the software programs stored in Calculator Soft-
ware Storage Area 206155 and to implement the present
function.

This paragraph illustrates the software program stored in
Calculator Storage Area 206155. In this embodiment, one or
more of numeric data are input by utilizing Input Device 210
(FIG. 1) or via voice recognition system as well as the arith-
metic operators (e.g., ‘+’, ‘=’, and ‘x”), which are temporarily
stored in Calculator Data Storage Area 20615¢ (S1). By uti-
lizing the data stored in Calculator Data Storage Area 20615¢,
CPU 211 (FIG. 1) performs the calculation by executing the
software program stored in Calculator Software Storage Area
206155 (S2). The result of the calculation is displayed on
LCD 201 (FIG. 1) thereafter (S3).

<<Word Processing Function>>

The following paragraphs illustrate the word processing
function of Communication Device 200. By way of imple-
menting such function, Communication Device 200 can be
utilized as a word processor which has the similar functions to
Microsoft Words. The word processing function primarily
includes the following functions: the bold formatting func-
tion, the italic formatting function, the image pasting func-
tion, the font formatting function, the spell check function,
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the underlining function, the page numbering function, and
the bullets and numbering function. Here, the bold formatting
function makes the selected alphanumeric data bold. The
italic formatting function makes the selected alphanumeric
data italic. The image pasting function pastes the selected
image to a document to the selected location. The font for-
matting function changes the selected alphanumeric data to
the selected font. The spell check function fixes spelling and
grammatical errors of the alphanumeric data in the document.
The underlining function adds underlines to the selected
alphanumeric data. The page numbering function adds page
numbers to each page of a document at the selected location.
The bullets and numbering function adds the selected type of
bullets and numbers to the selected paragraphs.

This paragraph illustrates the software program installed in
each Communication Device 200 to initiate the present func-
tion. Firstof all, alist of modes is displayed on LCD 201 (FIG.
1) (S1). When an input signal is input by utilizing Input
Device 210 (FIG. 1) or via voice recognition system to select
a specific mode (S2), the selected mode is activated. In the
present example, the communication mode is activated (S3a)
when the communication mode is selected in the previous
step, the game download mode and the game play mode are
activated (S3b) when the game download mode and the game
play mode are selected in the previous step of which the
details are described hereinafter, and the word processing
function is activated (S3¢) when the word processing function
is selected in the previous step. The modes displayed on LCD
201 in S1 which are selectable in S2 and S3 may include all
functions and modes explained in this specification. Once the
selected mode is activated, another mode can be activated
while the first activated mode is still implemented by going
through the steps of S1 through S3 for another mode, thereby
enabling a plurality of functions and modes being performed
simultaneously (S4).

This paragraph illustrates the data stored in RAM 206
(FIG. 1). In this embodiment, the data to activate (as
described in S3a of the previous paragraph) and to perform
the communication mode is stored in Communication Data
Storage Area 2061a, the data to activate (as described in S35
of'the previous paragraph) and to perform the game download
mode and the game play mode are stored in Game DL/Play
Data Storage Area 20615/2061¢ of which the details are
described hereinafter, and the data to activate (as described in
S3c of the previous paragraph) and to perform the word
processing function is stored in Word Processing Information
Storage Area 20617a.

This paragraph illustrates the data stored in Word Process-
ing Information Storage Area 20617a. Word Processing
Information Storage Area 20617a includes Word Processing
Software Storage Area 206175 and Word Processing Data
Storage Area 20617¢. Word processing Software Storage
Area 206175 stores the software programs described herein-
after, and Word Processing Data Storage Area 20617¢ stores
a plurality of data described hereinafter.

This paragraph illustrates the software programs stored in
Word Processing Software Storage Area 206175. Word Pro-
cessing Software Storage Area 206175 stores Alphanumeric
Data Input Software 2061751, Bold Formatting Software
2061752, Italic Formatting Software 2061753, Image Pasting
Software 2061754, Font Formatting Software 2061755, Spell
Check Software 2061756, Underlining Software 2061757,
Page Numbering Software 2061758, and Bullets And Num-
bering Software 2061759. Alphanumeric Data Input Soft-
ware 2061751 inputs to a document a series of alphanumeric
data in accordance to the input signals produced by utilizing
Input Device 210 (FIG. 1) or via voice recognition system.
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Bold Formatting Software 2061752 implements the bold for-
matting function which makes the selected alphanumeric data
bold of which the sequence is described hereinafter. Italic
Formatting Software 2061753 implements the italic format-
ting function which makes the selected alphanumeric data
italic of which the sequence is described hereinafter. Image
Pasting Software 2061754 implements the image pasting
function which pastes the selected image to a document to the
selected location of which the sequence is described herein-
after. Font Formatting Software 2061755 implements the font
formatting function which changes the selected alphanumeric
data to the selected font of which the sequence is described
hereinafter. Spell Check Software 2061756 implements the
spell check function which fixes spelling and grammatical
errors of the alphanumeric data in a document of which the
sequence is described hereinafter. Underlining Software
2061757 implements the underlining function which adds the
selected underlines to the selected alphanumeric data of
which the sequence is described hereinafter. Page Numbering
Software 2061758 implements the page numbering function
which adds page numbers at the selected location to each page
of'a document of which the sequence is described hereinafter.
Bullets And Numbering Software 2061759 implements the
bullets and numbering function which adds the selected type
of’bullets and numbers to the selected paragraphs of which the
sequence is described hereinafter.

This paragraph illustrates the data stored in Word Process-
ing Data Storage Area 20617¢. Word Processing Data Storage
Area 20617¢ includes Alphanumeric Data Storage Area
20617¢1, Bold Formatting Data Storage Area 20617¢2, Italic
Formatting Data Storage Area 20617¢3, Image Data Storage
Area 20617 ¢4, Font Formatting Data Storage Area 20617¢5,
Spell Check Data Storage Area 20617¢6, Underlining Data
Storage Area 20617¢7, Page Numbering Data Storage Area
20617¢8, and Bullets And Numbering Data Storage Area
20617¢9. Alphanumeric Data Storage Area 20617¢1 stores
the basic text and numeric data which are not decorated by
bold and/or italic (the default font may be courier new). Bold
Formatting Data Storage Area 20617¢2 stores the text and
numeric data which are decorated by bold. Italic Formatting
Data Storage Area 206173 stores the text and numeric data
which are decorated by italic. Image Data Storage Area
20617¢4 stores the data representing the location of the image
data pasted in a document and the image data itself. Font
Formatting Data Storage Area 20617¢5 stores a plurality of
types of fonts, such as arial, century, courier new, tahoma, and
times new roman, of all text and numeric data stored in
Alphanumeric Data Storage Area 20617c1. Spell check Data
Storage Area 20617¢6 stores a plurality of spell check data,
i.e., aplurality of correct text and numeric data for purposes of
being compared with the alphanumeric data input in a docu-
ment and a plurality of pattern data for purposes of checking
the grammatical errors therein. Underlining Data Storage
Area 206177 stores a plurality of data representing under-
lines of different types. Page Numbering Data Storage Area
20617¢8 stores the data representing the location of page
numbers to be displayed in a document and the page number
of each page of a document. Bullets And Numbering Data
Storage Area 20617¢9 stores a plurality of data representing
different types of bullets and numbering and the location
which they are added.

This paragraph illustrates the sequence of the software
program stored in Alphanumeric Data Input Software
20617h1. A plurality of alphanumeric data is input by utiliz-
ing Input Device 210 (FIG. 1) or via voice recognition system
(S1). The corresponding alphanumeric data is retrieved from
Alphanumeric Data Storage Area 20617¢1 (S2), and the
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document including the alphanumeric data retrieved in S2 is
displayed on LCD 201 (FIG. 1) (S3).

This paragraph illustrates the sequence of the software
program stored in Bold Formatting Software 2061752. One
or more of alphanumeric data are selected by utilizing Input
Device 210 (FIG. 1) or via voice recognition system (S1).
Next, a bold formatting signal is input by utilizing Input
Device 210 (e.g., selecting a specific icon displayed on LCD
201 (FIG. 1) or selecting a specific item from a pulldown
menu) or via voice recognition system (S2). CPU 211 (FIG.
1) then retrieves the bold formatting data from Bold Format-
ting Data Storage Area 20617¢2 (S3), and replaces the alpha-
numeric data selected in S1 with the bold formatting data
retrieved in S3 (S4). The document with the replaced bold
formatting data is displayed on LCD 201 thereafter (S5).

This paragraph illustrates the sequence of the software
program stored in Italic Formatting Software 2061753. One
or more of alphanumeric data are selected by utilizing Input
Device 210 (FIG. 1) or via voice recognition system (S1).
Next, an italic formatting signal is input by utilizing Input
Device 210 (e.g., selecting a specific icon displayed on LCD
201 (FIG. 1) or selecting a specific item from a pulldown
menu) or via voice recognition system (S2). CPU 211 (FIG.
1) then retrieves the italic formatting data from Italic Format-
ting Data Storage Area 20617¢3 (S3), and replaces the alpha-
numeric data selected in S1 with the italic formatting data
retrieved in S3 (S4). The document with the replaced italic
formatting data is displayed on LCD 201 thereafter (S5).

This paragraph illustrates the sequence of the software
program stored in Image Pasting Software 2061754. The
image to be pasted is selected by utilizing Input Device 210
(FIG. 1) or viavoice recognition system (S1). Here, the image
may be of any type, such as JPEG, GIF, and TIFF. Next the
location in a document where the image is to be pasted is
selected by utilizing Input Device 210 or via voice recogni-
tion system (S2). The data representing the location is stored
in Image Pasting Data Storage Area 20617c4. The image is
pasted at the location selected in S2 and the image is stored in
Image Pasting Data Storage Area 20617¢4 (S3). The docu-
ment with the pasted image is displayed on LCD 201 (FIG.1)
thereafter (S4).

This paragraph illustrates the sequence of the software
program stored in Font Formatting Software 2061755. One or
more of alphanumeric data are selected by utilizing Input
Device 210 (FIG. 1) or via voice recognition system (S1).
Next, a font formatting signal is input by utilizing Input
Device 210 (e.g., selecting a specific icon displayed on LCD
201 (FIG. 1) or selecting a specific item from a pulldown
menu) or via voice recognition system (S2). CPU 211 (FIG.
1) then retrieves the font formatting data from Italic Format-
ting Data Storage Area 20617¢5 (S3), and replaces the alpha-
numeric data selected in S1 with the font formatting data
retrieved in S3 (S4). The document with the replaced font
formatting data is displayed on LCD 201 thereafter (S5).

This paragraph illustrates the sequence of the software
program stored in Spell Check Software 2061766. CPU 211
(FIG. 1) scans all alphanumeric data in a document (S1). CPU
211 then compares the alphanumeric data with the spell check
data stored in Spell Check Data Storage Area 20617¢6, i.e., a
plurality of correct text and numeric data for purposes of
being compared with the alphanumeric data input in a docu-
ment and a plurality of pattern data for purposes of checking
the grammatical errors therein (S2). CPU 211 corrects the
alphanumeric data and/or corrects the grammatical errors
(83), and the document with the corrected alphanumeric data
is displayed on LCD 201 (FIG. 1) (S4).

10

15

20

25

30

35

40

45

50

55

60

65

16

This paragraph illustrates the sequence of the software
program stored in Underlining Software 2061757. One or
more of alphanumeric data are selected by utilizing Input
Device 210 (FIG. 1) or via voice recognition system (S1).
Next, an underlining signal is input by utilizing Input Device
210 (e.g., selecting a specific icon displayed on LCD 201
(FIG. 1) or selecting a specific item from a pulldown menu) or
via voice recognition system to select the type of the under-
line to be added (S2). CPU 211 (FIG. 1) then retrieves the
underlining data from Underlining Data Storage Area
20617¢7 (S3), and adds to the alphanumeric data selected in
S1 (S4). The document with underlines added to the selected
alphanumeric data is displayed on LCD 201 thereafter (S5).

This paragraph illustrates the sequence of the software
program stored in Page Numbering Software 20617568. A
page numbering signal is input by utilizing Input Device 210
(FIG. 1) or via voice recognition system (S1). Next, the loca-
tion to display the page number is selected by utilizing Input
Device 210 or via voice recognition system (S2). CPU 211
(FIG. 1) then stores the location of the page number to be
displayed in Page Numbering Storage Area 20617¢8, and
adds the page number to each page of a document at the
selected location (S3). The document with page numbers is
displayed on LCD 201 thereafter (S4).

This paragraph illustrates the sequence of the software
program stored in Bullets And Numbering Software
2061759. A paragraph is selected by utilizing input device
210 (FIG. 1) or via voice recognition system (S1). Next, the
type of the bullets and/or numbering is selected by utilizing
Input Device 210 or via voice recognition system (S2). CPU
211 (FIG. 1) then stores the identification data of the para-
graph selected in S1 and the type of the bullets and/or num-
bering in Bullets And Numbering Data Storage Area
20617¢9, and adds the bullets and/or numbering to the
selected paragraph of a document (S3). The document with
the bullets and/or numbering is displayed on LCD 201 there-
after (S4).

<<Stereo Audio Data Output Function>>

The following paragraphs illustrate the stereo audio data
output function which enables Communication Device 200 to
output audio data from Speakers 2161 and 216R in a stereo
fashion.

This paragraph illustrates the storage area included in Host
Data Storage Area H00c of Host H. In this embodiment, Host
Data Storage Area H00c includes Stereo Audio Information
Storage Area H22a. Stereo Audio Information Storage Area
H22a stores the software programs and data necessary to
implement the present function as described in details here-
inafter.

This paragraph illustrates the storage areas included in
Stereo Audio Information Storage Area H22a. In this embodi-
ment, Stereo Audio Information Storage Area H22a includes
Stereo Audio Software Storage Area H225 and Stereo Audio
Data Storage Area H22¢. Stereo Audio Software Storage Area
H22b stores the software programs necessary to implement
the present function, such as the one described hereinafter.
Stereo Audio Data Storage Area H22¢ stores the data neces-
sary to implement the present function, such as the ones
described hereinafter.

This paragraph illustrates the stereo audio data stored in
Stereo Audio Data Storage Area H22¢. A plurality of stereo
audio data are stored in Stereo Audio Data Storage Area
H22c¢. In this embodiment, three stereo audio data, i.e., Stereo
Audio Data H22c1, Stereo Audio Data H22¢2, and Stereo
Audio Data H22¢3 are stored therein.

This paragraph illustrates the components of the stereo
audio data stored in Stereo Audio Data Storage Area H22c¢.
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This paragraph describes the components of Stereo Audio
Data H22c¢1 as an example. In this embodiment, Stereo Audio
Data H22¢1 includes Left Speaker Audio Data H22¢1L,
Right Speaker Audio Data H22¢1R, and Stereo Audio Data
Output Timing Data H22¢1T. Left Speaker Audio Data
H22¢1L is an audio data which is designed to be output from
Speaker 216L.. Right Speaker Audio Data H22¢1R is an audio
data which is designed to be output from Speaker 216R.
Stereo Audio Data Output Timing Data H22¢1T is a timing
data which is utilized to synchronize the output of both Left
Speaker Audio Data H22¢1L and Right Speaker Audio Data
H22¢1R from Speaker 216R and Speaker 216L respectively.

This paragraph illustrates the sequence of the software
program stored in Stereo Audio Software Storage Area H225b.
In this embodiment, the software program stored in Stereo
Audio Software Storage Area H22b extracts one of the stereo
audio data stored in Stereo Audio Data Storage Area H22¢
and creates Transferred Stereo Audio Data TSAD for pur-
poses of transferring the extracted stereo audio data to Com-
munication Device 200 (S1).

This paragraph illustrates the components of Transferred
Stereo Audio Data TSAD created by the software program
stored in Stereo Audio Software Storage Area H22b. In this
embodiment, Transferred Stereo Audio Data TSAD is com-
posed of Header TSAD1, Com Device ID TSAD2, Host ID
TSAD3, Transferred Stereo Audio Data TSAD4, and Footer
TSADS. Com Device ID TSAD?2 indicates the identification
of Communication Device 200, Host ID TSAD3 indicates the
identification of Host H, and Transferred Stereo Audio Data
TSAD4 is the stereo audio data extracted in the manner
described hereinbefore. Header TSAD1 and Footer TSADS
indicate the beginning and the end of Transferred Stereo
Audio Data TSAD.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1) of Communication Device 200. In this
embodiment, RAM 206 includes Stereo Audio Information
Storage Area 20622a. Stereo Audio Information Storage Area
206224 stores the software programs and data necessary to
implement the present function as described in details here-
inafter.

This paragraph illustrates the storage areas included in
Stereo Audio Information Storage Area 20622a. In this
embodiment, Stereo Audio Information Storage Area 20622a
includes Stereo Audio Software Storage Area 206225 and
Stereo Audio Data Storage Area 20622¢. Stereo Audio Soft-
ware Storage Area 206225 stores the software programs nec-
essary to implement the present function, such as the ones
described hereinafter. Stereo Audio Data Storage Area
20622c¢ stores the data necessary to implement the present
function, such as the ones described hereinafter.

This paragraph illustrates the stereo audio data stored in
Stereo Audio Data Storage Area 20622c¢. A plurality of stereo
audio data are stored in Stereo Audio Data Storage Area
20622¢. In this embodiment, three stereo audio data, i.e.,
Stereo Audio Data 206221, Stereo Audio Data 20622¢2, and
Stereo Audio Data 20622¢3 are stored therein.

This paragraph illustrates the components of the stereo
audio data stored in Stereo Audio Data Storage Area 20622c¢.
This paragraph describes the components of Stereo Audio
Data 20622¢1 as an example. In this embodiment, Stereo
Audio Data 20622¢1 includes Left Speaker Audio Data
20622¢1L, Right Speaker Audio Data 20622¢1R, and Stereo
Audio Data Output Timing Data 20622¢1T. Left Speaker
Audio Data 20622¢1L is an audio data which is designed to be
output from Speaker 216L. Right Speaker Audio Data
20622¢1R is an audio data which is designed to be output
from Speaker 216R. Stereo Audio Data Output Timing Data
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20622¢1T is atiming data which is utilized to synchronize the
output of both Left Speaker Audio Data 20622¢11, and Right
Speaker Audio Data 20622¢1R from Speaker 216R and
Speaker 216L. respectively.

The downloaded stereo audio data are stored in specific
area(s) of Stereo Audio Data Storage Area 20622c.

This paragraph illustrates the sequence of selecting and
preparing to output the stereo audio data from Speakers 2161
and 216R in a stereo fashion. In this embodiment, a list of
stereo audio data is displayed on LCD 201 (FIG. 1) (S1). The
user of Communication Device 200 selects one stereo audio
data by utilizing Input Device 210 (FIG. 1) or via voice
recognition system (S2). Assuming Stereo Audio Data
206221 is selected in S2, CPU 211 (FIG. 1) retrieves Left
Speaker Audio Data 20622¢1L (S3), Right Speaker Audio
Data 20622¢1R (S4), and Stereo Audio Data Output Timing
Data 20622¢1T from Stereo Audio Data Storage Area 20622¢
(S5).

This paragraph illustrates the sequence of outputting the
stereo audio data from Speakers 2161 and 216R in a stereo
fashion. In this embodiment, the user of Communication
Device 200 inputs a specific signal to output the stereo audio
data by utilizing Input Device 210 (FIG. 1) or via voice
recognition system (S1). Assuming Audio Data 206221 is
selected in S2 described hereinbefore, CPU 211 outputs Left
Speaker Audio Data 20622¢1L and Right Speaker Audio
Data 20622¢1R from Speakers 2161 and 216R respectively
in a stereo fashion in accordance with Stereo Audio Data
Output Timing Data 2062217 (S2).

<<SOS Calling Function>>

The following paragraphs illustrate the SOS calling func-
tion which enables Communication Device 200 to notify the
police department the current location of Communication
Device 200 and the personal information of the user of Com-
munication 200 when a 911 call is dialed from Communica-
tion Device 200.

This paragraph illustrates the storage area included in Host
Information Storage Area H00a. Host Information Storage
Area H00qa includes SOS Calling Information Storage Area
H29a of which the data stored therein are described herein-
after.

This paragraph illustrates the storage areas included in
SOS Calling Information Storage Area H294. SOS Calling
Information Storage Area H29a includes SOS Calling Data
Storage Area H295 and SOS Calling Software Storage Area
H29¢. SOS Calling Data Storage Area H295 stores the data
necessary to implement the present function, such as the ones
described hereinafter. SOS Calling Software Storage Area
H29c¢ stores the software programs necessary to implement
the present function, such as the ones described hereinafter.

This paragraph illustrates the storage area included in SOS
Calling Data Storage Area H2956. SOS Calling Data Storage
Area H295 includes Police Department Location Data Stor-
age Area H2951 of which the data stored therein are described
hereinafter.

This paragraph illustrates the data stored in Police Depart-
ment Location Data Storage Area H2951. Police Department
Location Data Storage Area H2951 includes three columns,
i.e., Police Dept ID, Location Data, and Phone #. Police Dept
ID represents the identification of a police department (e.g.,
NYPD). Location Data represents the geographical location
data (in X, y, z format) of the police department of the corre-
sponding Police Dept ID. Phone # represents the phone num-
ber ofthe police department of the corresponding Police Dept
ID. In the present example, H29PD #1 is an identification of
the police department of which the geographical location is
H29LD #1 and of which the phone number is H29PN #1;
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H29PD #2 is an identification of the police department of
which the geographical location is H29L.D #2 and of which
the phone number is H29PN #2; H29PD #3 is an identifica-
tion of the police department of which the geographical loca-
tion is H29LD #3 and of which the phone number is H29PN
#3; and H29PD #4 is an identification of the police depart-
ment of which the geographical location is H29L.D #4 and of
which the phone number is H29PN #4.

The data and/or the software programs necessary to imple-
ment the present function on the side of Communication
Device 200 as described hereinafter may be downloaded from
Host H.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1) of Communication Device 200. RAM 206
includes SOS Calling Information Storage Area 20629a of
which the details are described hereinafter.

This paragraph illustrates the storage areas included in
SOS Calling Information Storage Area 20629a. SOS Calling
Information Storage Area 20629 includes SOS Calling Data
Storage Area 206295 and SOS Calling Software Storage Area
20629c¢. SOS Calling Data Storage Area 206295 includes data
necessary to implement the present function, such as the ones
described hereinafter. SOS Calling Software Storage Area
20629¢ stores the software programs necessary to implement
the present function, such as the one described hereinafter.

This paragraph illustrates storage areas included in SOS
Calling Data Storage Area 206295. SOS Calling Data Storage
Area 206295 includes GPS Data Storage Area 2062951 and
User Data Storage Area 2062952. GPS Data Storage Area
2062951 stores the data regarding the current geographical
location produced by the method so-called GPS as described
hereinbefore. User Data Storage Area 2062952 stores the data
regarding the personal information of the user of Communi-
cation Device 200 as described hereinafter.

This paragraph illustrates the data stored in User Data
Storage Area 2062952. User Data Storage Area 2062952
includes User Data 20629UD which includes data regarding
the personal information of the user of Communication
Device 200. In the present example, User Data 20629UD
comprises Name, Age, Sex, Race, Blood Type, Home
Address, and SSN. Name represents the name of the user of
Communication Device 200; Age represents the age of the
user of Communication Device 200; Sex represents the sex of
the user of Communication Device 200; Race represents the
race of the user of Communication Device 200; Blood Type
represents the blood type of the user of Communication
Device 200; Home Address represents the home address of
the user of Communication Device 200; and SSN represents
the social security number of the user of Communication
Device 200.

This paragraph illustrates the software program stored in
SOS Calling Software Storage Area 20629¢. When the user of
Communication Device 200 inputs 911 by utilizing Input
Device 210 (FIG. 1) or via voice recognition system (S1),
CPU 211 (FIG. 1) calculates the GPS data, i.e., the current
geographical location data by utilizing the method so-called
GPS as described hereinbefore (S2), and stores the GPS data
in GPS Data Storage Area 2062951 (S3). CPU 211 then
retrieves User Data 20629UD from User Data Storage Area
2062952 and the GPS data from GPS Data Storage Area
2062951 (S4), and composes SOS Data 20629SOS therefrom
(S5), which is sent thereafter to Host H (S6).

This paragraph illustrates the elements of SOS Data
20629S0S. SOS Data 20629SOS comprises Connection
Request 20629CR, GPS Data 20629GD, and User Data
20629UD. Connection Request 20629CR represents a
request to Host H to forward the 911 call to a police depart-
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ment. GPS Data 20629GD is a data retrieved from GPS Data
Storage Area 2062951 as described in S4 described herein-
before. User Data 20629UD is a data retrieved from User
Data Storage Area 2062952 as described in S4 described
hereinbefore.

This paragraph illustrates the software program stored in
SOS Calling Software Storage Area H29¢ of Host H. Host H
periodically checks the incoming call (S1). If the incoming
call is SOS Data 20629SOS (S2), Host H initiates the SOS
calling process as described hereinafter (S3).

This paragraph illustrates the software program stored in
SOS Calling Software Storage Area H29¢ of Host H. Host H
retrieves GPS Data 20629GD from SOS Data 20629S0S
(S1), and selects the closest police department by comparing
GPS Data 20629GD and the data stored in column Location
Data of Police Department Location Data Storage Area
H2951 of Host H (S2). Host H then retrieves the correspond-
ing phone number stored in column Phone # and connects the
line between the corresponding police department and Com-
munication Device 200 in order to initiate a voice communi-
cation therebetween (S3). Host H forwards to the police
department thereafter GPS Data 20629GD and User Data
20629UD retrieved in S1 (S4).

As another embodiment, User Data 20629UD stored in
User Data Storage Area 2062952 may be stored in SOS Call-
ing Data Storage Area H295 of Host H. In this embodiment,
SOS Data 20629SOS primarily comprises Connection
Request 20629CR and GPS Data 20629GD, and User Data
20629UD is retrieved from SOS Calling Data Storage Area
H295 of Host H, which is sent to the police department in S4
described hereinbefore.

<<Audiovisual Playback Function>>

The following paragraphs illustrate the audiovisual play-
back function which enables Communication Device 200 to
playback audiovisual data, such as movies, soap operas, situ-
ation comedies, news, and any type of TV programs.

This paragraph illustrates the information stored in RAM
206 (FIG.1). RAM 206 includes Audiovisual Playback Infor-
mation Storage Area 20632a of which the information stored
therein are described hereinafter.

The data and/or the software programs necessary to imple-
ment the present function may be downloaded to Communi-
cation Device 200 from Host H.

This paragraph illustrates the data and software programs
stored in Audiovisual Playback Information Storage Area
20632a. Audiovisual Playback Information Storage Area
20632a includes Audiovisual Playback Data Storage Area
206325 and Audiovisual Playback Software Storage Area
20632¢. Audiovisual Playback Data Storage Area 206325
stores the data necessary to implement the present function,
such as the ones described hereinafter. Audiovisual Playback
Software Storage Area 20632¢ stores the software programs
necessary to implement the present function, such as the ones
described hereinafter.

This paragraph illustrates the data stored in Audiovisual
Playback Data Storage Area 206325. Audiovisual Playback
Data Storage Area 206325 includes Audiovisual Data Storage
Area 20632561 and Message Data Storage Area 2063252.
Audiovisual Data Storage Area 2063251 stores a plurality of
audiovisual data described hereinafter. Message Data Storage
Area 2063252 stores a plurality of message data described
hereinafter.

This paragraph illustrates the audiovisual data stored in
Audiovisual Data Storage Area 20632b1. Audiovisual Data
Storage Area 2063251 stores a plurality of audiovisual data
wherein the audiovisual data stored therein in the present
example are: Audiovisual Data 20632561 a, Audiovisual Data
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20632515, Audiovisual Data 20632b1c¢, and Audiovisual
Data 20632514, all of which are primarily composed of video
data and audio data. Audiovisual Data 20632514 is a movie,
Audiovisual Data 20632515 is a soap opera, Audiovisual
Data 20632b1c¢ is a situation comedy, Audiovisual Data
20632b1d is TV news in the present embodiment. As another
embodiment, Audiovisual Data 2063251d may be an audio-
visual data taken via CCD Unit 214 (FIG. 1) and Microphone
215 (FIG. 1).

This paragraph illustrates the data stored in Message Data
Storage Area 2063252. Message Data Storage Area 2063252
includes Start Message Text Data 20632524, Stop Message
Text Data 20632525, Pause Message Text Data 2063252c¢,
Resume Message Text Data 2063252¢1, Slow Replay Mes-
sage Text Data 20632b2d, Forward Message Text Data
20632b2¢, Rewind Message Text Data 2063252/, Next Mes-
sage Text Data 2063252¢g, and Previous Message Text Data
20632524. Start Message Text Data 20632524 is a text data
which is displayed on LCD 201 (FIG. 1) and which indicates
that the playback of an audiovisual data is initiated. Stop
Message Text Data 20632525 is a text data which is displayed
on LLCD 201 and which indicates that the playback process of
an audiovisual data is stopped. Pause Message Text Data
20632b2c¢ is a text data which is displayed on LCD 201 and
which indicates that the playback process of an audiovisual
data is paused. Resume Message Text Data 20632521 is a
text data which is displayed on LCD 201 and which indicates
that the playback process of an audiovisual data is resumed
from the point it is paused. Slow Replay Message Text Data
20632524 is a text data which is displayed on LCD 201 and
which indicates that the playback process of an audiovisual
data is implemented in a slow motion. Fast-Forward Message
Text Data 2063252e¢ is a text data which is displayed on LCD
201 and which indicates that an audiovisual data is fast-
forwarded. Fast-Rewind Message Text Data 2063252 is a
text data which is displayed on LCD 201 and which indicates
that an audiovisual data is fast-rewinded. Next Message Text
Data 2063252g is a text data which is displayed on LCD 201
and which indicates that the playback process of the next
audiovisual data stored in Audiovisual Data Storage Area
2063251 is initiated. Previous Message Text Data 2063252/
is a text data which is displayed on LCD 201 and which
indicates that the playback process of the previous audiovi-
sual data stored in Audiovisual Data Storage Area 2063251 is
initiated.

This paragraph illustrates the software programs stored in
Audiovisual Playback Software Storage Area 20632¢. Audio-
visual Playback Software Storage Area 20632¢ includes
Audiovisual Start Software 20632¢1, Audiovisual Stop Soft-
ware 20632¢2, Audiovisual Pause Software 20632¢3, Audio-
visual Resume Software 20632¢3a, Audiovisual Slow Replay
Software 20632c¢4, Audiovisual Fast-Forward Software
20632¢5, Audiovisual Fast-Rewind Software 20632c¢6,
Audiovisual Next Software 20632¢7, and Audiovisual Previ-
ous Software 20632¢8. Audiovisual Start Software 20632¢1
is a software program which initiates the playback process of
an audiovisual data. Audiovisual Stop Software 20632¢2 is a
software program which stops the playback process of an
audiovisual data. Audiovisual Pause Software 20632¢3 is a
software program which pauses the playback process of an
audiovisual data. Audiovisual Resume Software 20632¢3q is
a software program which resumes the playback process of
the audiovisual data from the point it is paused by Audiovi-
sual Pause Software 20632¢3. Audiovisual Slow Replay Soft-
ware 20632c4 is a software program which implements the
playback process of an audiovisual data in a slow motion.
Audiovisual Fast-Forward Software 20632¢5 is a software
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program which fast-forwards an audiovisual data. Audiovi-
sual Fast-Rewind Software 20632¢6 is a software program
which fast-rewinds an audiovisual data. Audiovisual Next
Software 20632¢7 is a software program which initiates the
playback process of the next audiovisual data stored in Audio-
visual Data Storage Area 20632b1. Audiovisual Previous
Software 20632¢8 is a software program which initiates the
playback process of the previous audiovisual data stored in
Audiovisual Data Storage Area 2063251.

This paragraph illustrates the messages displayed on LCD
201 (FIG. 1). Eight types of messages are displayed on LCD
201, i.e., ‘Start’, ‘Stop’, ‘Pause’, ‘Resume’, ‘Slow Reply’,
‘Fast-Forward’, ‘Fast-Rewind’, ‘Next’, and ‘Previous’.
‘Start’ is Start Message Text Data 20632524, “Stop’ is Stop
Message Text Data 20632525, ‘Pause’ is Pause Message Text
Data 2063252¢, ‘Resume’ is Resume Message Text Data
206325621, ‘Slow Reply’ is Slow Replay Message Text Data
2063262d, ‘Fast-Forward’ is Fast-Forward Message Text
Data 2063252¢, ‘Fast-Rewind’ is Fast-Rewind Message Text
Data 20632521, ‘“Next’ is Next Message Text Data 2063252,
‘Previous’ is Previous Message Text Data 2063262/
described hereinbefore.

This paragraph illustrates Audiovisual Selecting Software
20632¢9 stored in Audiovisual Playback Software Storage
Area 20632¢ in preparation of executing the software pro-
grams described hereinafter. CPU 211 (FIG. 1) retrieves the
identifications of the audiovisual data stored in Audiovisual
Data Storage Area 2063251 (S1). CPU 211 thendisplays alist
of the identifications on LCD 201 (FIG. 1) (S2). A particular
audiovisual data is selected by utilizing Input Device 210
(FIG. 1) or via voice recognition system (S3).

The following paragraphs illustrate the software programs
stored in Audiovisual Playback Software Storage Area
20632c. Nine types of input signals can be input by utilizing
Input Device 210 (FIG. 1) or via voice recognition system,
i.e., the audiovisual playback signal, the audiovisual stop
signal, the audiovisual pause signal, the audiovisual resume
signal, the audiovisual slow replay signal, the audiovisual
fast-forward signal, the audiovisual fast-rewind signal, the
audiovisual next signal, and the audiovisual previous signal.
The audiovisual playback signal indicates to initiate the play-
back process of the audiovisual data selected in S3 described
hereinbefore. The audiovisual stop signal indicates to stop the
playback process of the audiovisual data selected in S3
described hereinbefore. The audiovisual pause signal indi-
cates to pause the playback process of the audiovisual data
selected in S3 described hereinbefore. The audiovisual
resume signal indicates to resume the playback process of the
audiovisual data selected in S3 described hereinbefore from
the point the audio data is paused. The audiovisual slow
replay signal indicates to implement the playback process of
the audiovisual data selected in S3 described hereinbefore in
a slow motion. The audiovisual fast-forward signal indicates
to fast-forward the audiovisual data selected in S3 described
hereinbefore. The audiovisual fast-rewind signal indicates to
fast-rewind the audiovisual data selected in S3 described
hereinbefore. The audiovisual next signal indicates to initiate
the playback process of the next audiovisual data of the audio-
visual data selected in S3 described hereinbefore both of
which are stored in Audiovisual Data Storage Area 2063251.
The audiovisual previous signal indicates to initiate the play-
back process of the previous audiovisual data of the audiovi-
sual data selected in S3 described hereinbefore both of which
are stored in Audiovisual Data Storage Area 2063251.

This paragraph illustrates Audiovisual Start Software
20632¢1 stored in Audiovisual Playback Software Storage
Area 20632¢ which initiates the playback process of the
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audiovisual data selected in S3 described hereinbefore. The
audiovisual playback signal is input by utilizing Input Device
210 (FIG. 1) or via voice recognition system (S1). CPU 211
(FIG. 1) then initiates the playback process (i.e., outputs the
audio data from Speaker 216 (FIG. 1) and display the video
data on LCD 201 (FIG. 1)) of the audiovisual data selected in
S3 described hereinbefore (S2), and retrieves Start Message
Text Data 20632b2a from Message Data Storage Area
20632562 and displays the data on LCD 201 (FIG. 1) for a
specified period of time (S3).

This paragraph illustrates Audiovisual Stop Software
20632¢2 stored in Audiovisual Playback Software Storage
Area 20632¢ which stops the playback process of the audio-
visual data selected in S3 described hereinbefore. The audio-
visual stop signal is input by utilizing Input Device 210 (FIG.
1) or via voice recognition system (S1). CPU 211 (FIG. 1)
then stops the playback process of the audiovisual data
selected in S3 described hereinbefore (S2), and retrieves Stop
Message Text Data 206325625 from Message Data Storage
Area 2063252 and displays the data on LCD 201 (FIG. 1) for
a specified period of time (S3).

This paragraph illustrates Audiovisual Pause Software
20632¢3 stored in Audiovisual Playback Software Storage
Area 20632¢ which pauses the playback process of the audio-
visual data selected in S3 described hereinbefore. The audio-
visual pause signal is input by utilizing Input Device 210
(FIG. 1) or via voice recognition system (S1). CPU 211 (FIG.
1) then pauses the playback process of the audiovisual data
selected in S3 described hereinbefore (S2), and retrieves
Pause Message Text Data 2063252¢ from Message Data Stor-
age Area 2063252 and displays the data on LCD 201 (FIG. 1)
for a specified period of time (S3) When the playback process
is paused in S2, the audio data included in the audiovisual data
is refrained from being output from Speaker 216 (FIG. 1) and
a still image composing the video data included in the audio-
visual data is displayed on LCD 201 (FIG. 1).

This paragraph illustrates Audiovisual Resume Software
20632c3a stored in Audiovisual Playback Software Storage
Area 20632¢ which resumes the playback process of the
audiovisual data selected in S3 described hereinbefore from
the point the audiovisual data is paused in S2 described here-
inbefore. The audiovisual resume signal is input by utilizing
Input Device 210 (FIG. 1) or via voice recognition system
(S1). CPU 211 (FIG. 1) then resumes the playback process of
the audiovisual data selected in S3 described hereinbefore
(S2) from the point it is paused in S2 described hereinbefore,
and retrieves Resume Message Text Data 2063252¢1 from
Message Data Storage Area 2063252 and displays the data on
LCD 201 (FIG. 1) for a specified period of time (S3) When the
playback process is resumed in S2, the audio data included in
the audiovisual data is resumed to be output from Speaker 216
(FIG.1) and the video data included in the audiovisual data is
resumed to be displayed on LCD 201 (FIG. 1).

This paragraph illustrates Audiovisual Slow Replay Soft-
ware 20632¢4 stored in Audiovisual Playback Software Stor-
age Area 20632¢ which implements the playback process of
the audiovisual data selected in S3 described hereinbefore in
a slow motion. The audiovisual slow replay signal is input by
utilizing Input Device 210 (FIG. 1) or via voice recognition
system (S1). CPU 211 (FIG. 1) then initiates the playback
process of the audiovisual data selected in S3 described here-
inbefore in a slow motion (S2), and retrieves Slow Replay
Message Text Data 206325624 from Message Data Storage
Area 2063252 and displays the data on LCD 201 (FIG. 1) for
a specified period of time (S3).

This paragraph illustrates Audiovisual Fast-Forward Soft-
ware 20632¢5 stored in Audiovisual Playback Software Stor-
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age Area 20632¢ which fast-forwards the audiovisual data
selected in S3 described hereinbefore. The audiovisual fast-
forward signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
fast-forwards the audiovisual data selected in S3 described
hereinbefore (S2), and retrieves Fast-Forward Message Text
Data 2063252¢ from Message Data Storage Area 2063252
and displays the data on LCD 201 (FIG. 1) for a specified
period of time (S3).

This paragraph illustrates Audiovisual Fast-Rewind Soft-
ware 20632¢6 stored in Audiovisual Playback Software Stor-
age Area 20632¢ which fast-rewinds the audiovisual data
selected in S3 described hereinbefore. The audiovisual fast-
rewind signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
fast-rewinds the audiovisual data selected in S3 described
hereinbefore (S2), and retrieves Fast-Rewind Message Text
Data 2063252/ from Message Data Storage Area 2063252
and displays the data on LCD 201 (FIG. 1) for a specified
period of time (S3).

This paragraph illustrates Audiovisual Next Software
20632¢7 stored in Audiovisual Playback Software Storage
Area 20632¢ which initiates the playback process of the next
audiovisual data stored in Audiovisual Data Storage Area
20632b 1. The audiovisual next signal is input by utilizing
Input Device 210 (FIG. 1) or via voice recognition system
(S1). CPU 211 (FIG. 1) then initiates the playback process of
the next audiovisual data of the audiovisual data selected in
S3 described hereinbefore both of which are stored in Audio-
visual Data Storage Area 2063251 (S2), and retrieves Next
Message Text Data 20632562g from Message Data Storage
Area 2063252 and displays the data on LCD 201 (FIG. 1) for
a specified period of time (S3).

This paragraph illustrates Audiovisual Previous Software
20632¢8 is a software program which initiates the playback
process of the previous audiovisual data stored in Audiovisual
Data Storage Area 2063251. The audiovisual previous signal
is input by utilizing Input Device 210 (FIG. 1) or via voice
recognition system (S1). CPU 211 (FIG. 1) then initiates the
playback process of the previous audiovisual data of the
audiovisual data selected in S3 described hereinbefore both
of which are stored in Audiovisual Data Storage Area
2063251 (S2), and retrieves Previous Message Text Data
2063262/ from Message Data Storage Area 2063252 and
displays the data on LCD 201 (FIG. 1) for a specified period
of time (S3).

As another embodiment, the audiovisual data stored in
Audiovisual Data Storage Area 20632561 may be stored in
Host H and retrieved therefrom when the software programs
described hereinbefore are executed. In this embodiment, the
audio data is temporarily stored in RAM 206 (FIG. 1) and is
erased from the portion which is playbacked.

<<Audio Playback Function>>

The following paragraphs illustrate the audio playback
function which enables Communication Device 200 to play-
back audio data, such as jazz music, rock music, classic
music, pops music, and any other types of audio data.

This paragraph illustrates the information stored in RAM
206 (FIG. 1). In this embodiment, RAM 206 includes Audio
Playback Information Storage Area 20633a of which the
information stored therein are described hereinafter.

The data and/or the software programs necessary to imple-
ment the present function may be downloaded to Communi-
cation Device 200 from Host H.

This paragraph illustrates the data and software programs
stored in Audio Playback Information Storage Area 20633a.
In this embodiment, Audio Playback Information Storage
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Area 20633a includes Audio Playback Data Storage Area
206335 and Audio Playback Software Storage Area 20633c¢.
Audio Playback Data Storage Area 206335 stores the data
necessary to implement the present function, such as the ones
described hereinafter. Audio Playback Software Storage Area
20633c stores the software programs necessary to implement
the present function, such as the ones described hereinafter.

This paragraph illustrates the data stored in Audio Play-
back Data Storage Area 206335. In this embodiment, Audio
Playback Data Storage Area 206335 includes Audio Data
Storage Area 20633561 and Message Data Storage Area
2063352. Audio Data Storage Area 2063351 stores a plurality
of audio data described hereinafter. Message Data Storage
Area 2063352 stores a plurality of message data described
hereinafter.

This paragraph illustrates the audio data stored in Audio
Data Storage Area 2063351. In this embodiment, Audio Data
Storage Area 2063351 stores a plurality of audio data wherein
the audio data stored therein in the present example are:
Audio Data 2063351a, Audio Data 20633515, Audio Data
20633b1c, and Audio Data 20633514, all of which are pri-
marily composed of video data and audio data. Audio Data
2063351 a is a jazz music, Audio Data 20633515 is a rock
music, Audio Data 2063351c¢ is a classic music, Audio Data
20633b1d is a pops music in the present embodiment. As
another embodiment, Audio Data 20633514 may be an audio
data taken via CCD Unit 214 (FIG. 1) and Microphone 215
(FIG. 1).

This paragraph illustrates the data stored in Message Data
Storage Area 2063352. In this embodiment, Message Data
Storage Area 2063352 includes Start Message Text Data
20633b2a, Stop Message Text Data 20633525, Pause Mes-
sage Text Data 20633b2¢, Resume Message Text Data
20633521, Slow Replay Message Text Data 20633524, For-
ward Message Text Data 2063352¢, Rewind Message Text
Data 2063352f, Next Message Text Data 2063352g, and Pre-
vious Message Text Data 2063352/%. Start Message Text Data
20633b2a is a text data which is displayed on LCD 201 (FIG.
1) and which indicates that the playback of an audio data is
initiated. Stop Message Text Data 20633525 is a text data
which is displayed on LCD 201 and which indicates that the
playback process of an audio data is stopped. Pause Message
Text Data 2063352c is a text data which is displayed on LCD
201 and which indicates that the playback process of an audio
data is paused. Resume Message Text Data 20633521 is a
text data which is displayed on LCD 201 and which indicates
that the playback process of an audio data is resumed from the
point it is paused. Slow Replay Message Text Data 20633524
is a text data which is displayed on LCD 201 and which
indicates that the playback process of an audio data is imple-
mented in a slow motion. Fast-Forward Message Text Data
2063352¢ is a text data which is displayed on LCD 201 and
which indicates that an audio data is fast-forwarded. Fast-
Rewind Message Text Data 2063352fis a text data which is
displayed on LCD 201 and which indicates that an audio data
is fast-rewinded. Next Message Text Data 2063352g is a text
data which is displayed on LCD 201 and which indicates that
the playback process of the next audio data stored in Audio
Data Storage Area 2063351 is initiated. Previous Message
Text Data 2063352/ is a text data which is displayed on LCD
201 and which indicates that the playback process of the
previous audio data stored in Audio Data Storage Area
2063351 is initiated.

This paragraph illustrates the software programs stored in
Audio Playback Software Storage Area 20633c¢. In this
embodiment, Audio Playback Software Storage Area 20633¢
includes Audio Start Software 20633¢1, Audio Stop Software
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20633¢2, Audio Pause Software 20633¢3, Audio Resume
Software 20633¢3a, Audio Slow Replay Software 206334,
Audio Fast-Forward Software 20633¢5, Audio Fast-Rewind
Software 20633¢6, Audio Next Software 206337, and Audio
Previous Software 20633¢8. Audio Start Software 20633¢1 is
a software program which initiates the playback process of an
audio data. Audio Stop Software 20633¢2 is a software pro-
gram which stops the playback process of an audio data.
Audio Pause Software 20633¢3 is a software program which
pauses the playback process of an audio data. Audio Resume
Software 20633 c3a is a software program which resumes the
playback process of the audio data from the point it is paused
by Audio Pause Software 20633¢3. Audio Slow Replay Soft-
ware 20633¢4 is a software program which implements the
playback process of an audio data in a slow motion. Audio
Fast-Forward Software 20633¢5 is a software program which
fast-forwards an audio data. Audio Fast-Rewind Software
206336 is a software program which fast-rewinds an audio
data. Audio Next Software 20633¢7 is a software program
which initiates the playback process of the next audio data
stored in Audio Data Storage Area 2063351. Audio Previous
Software 20633¢8 is a software program which initiates the
playback process of the previous audio data stored in Audio
Data Storage Area 206335 1.

This paragraph illustrates the messages displayed on LCD
201 (FIG. 1). In this embodiment, eight types of messages are
displayed on LCD 201, ie., ‘Start’, ‘Stop’, ‘Pause’,
‘Resume’, ‘Slow Reply’, ‘Fast-Forward’, ‘Fast-Rewind’,
Next', and ‘Previous’. ‘Start’ is Start Message Text Data
20633b2a, ‘Stop’ is Stop Message Text Data 20633525,
‘Pause’ is Pause Message Text Data 2063352¢, ‘Resume’ is
Resume Message Text Data 2063352¢1, ‘Slow Reply’is Slow
Replay Message Text Data 20633524, ‘Fast-Forward’ is Fast-
Forward Message Text Data 20633b2¢, ‘Fast-Rewind’ is
Fast-Rewind Message Text Data 20633521, ‘Next’ is Next
Message Text Data 2063352¢g, ‘Previous’ is Previous Mes-
sage Text Data 2063352/ described hereinbefore.

This paragraph illustrates Audio Selecting Software
20633¢9 stored in Audio Playback Software Storage Area
20633¢ in preparation of executing the software programs
described hereinafter. In this embodiment, CPU 211 (FIG. 1)
retrieves the identifications of the audio data stored in Audio
Data Storage Area 2063351 (S1). CPU 211 thendisplays alist
of the identifications on LCD 201 (FIG. 1) (S2). A particular
audio data is selected by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S3).

This paragraph and the following paragraphs illustrate the
software programs stored in Audio Playback Software Stor-
age Area 20633c¢. As described in each drawing FIGURE
hereinafter, eight types of input signals can be input by uti-
lizing Input Device 210 (FIG. 1) or via voice recognition
system, i.e., the audio playback signal, the audio stop signal,
the audio pause signal, the audio resume signal, the audio
slow replay signal, the audio fast-forward signal, the audio
fast-rewind signal, the audio next signal, and the audio pre-
vious signal. The audio playback signal indicates to initiate
the playback process of the audio data selected in S3
described hereinbefore. The audio stop signal indicates to
stop the playback process of the audio data selected in S3
described hereinbefore. The audio pause signal indicates to
pause the playback process of the audio data selected in S3
described hereinbefore. The audio resume signal indicates to
resume the playback process of the audio data selected in S3
described hereinbefore from the point the audio data is
paused. The audio slow replay signal indicates to implement
the playback process of the audio data selected in S3
described hereinbefore in a slow motion. The audio fast-
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forward signal indicates to fast-forward the audio data
selected in S3 described hereinbefore. The audio fast-rewind
signal indicates to fast-rewind the audio data selected in S3
described hereinbefore. The audio next signal indicates to
initiate the playback process of the next audio data of the
audio data selected in S3 described hereinbefore both of
which are stored in Audio Data Storage Area 2063351. The
audio previous signal indicates to initiate the playback pro-
cess of the previous audio data of the audio data selected in S3
described hereinbefore both of which are stored in Audio
Data Storage Area 2063351.

This paragraph illustrates Audio Start Software 20633¢1
stored in Audio Playback Software Storage Area 20633c¢
which initiates the playback process of the audio data selected
in S3 described hereinbefore. In this embodiment, the audio
playback signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
initiates the playback process (i.e., outputs the audio data
from Speaker 216 (FIG. 1)) of the audio data selected in S3
described hereinbefore (S2), and retrieves Start Message Text
Data 20633524 from Message Data Storage Area 2063352
and displays the data on LCD 201 (FIG. 1) for a specified
period of time (S3).

This paragraph illustrates Audio Stop Software 20633¢2
stored in Audio Playback Software Storage Area 20633c¢
which stops the playback process of the audio data selected in
S3 described hereinbefore. In this embodiment, the audio
stop signal is input by utilizing Input Device 210 (FIG. 1) or
via voice recognition system (S1). CPU 211 (FIG. 1) then
stops the playback process of the audio data selected in S3
described hereinbefore (S2), and retrieves Stop Message Text
Data 20633525 from Message Data Storage Area 2063352
and displays the data on LCD 201 (FIG. 1) for a specified
period of time (S3).

This paragraph illustrates Audio Pause Software 20633¢3
stored in Audio Playback Software Storage Area 20633c¢
which pauses the playback process of the audio data selected
in S3 described hereinbefore. In this embodiment, the audio
pause signal is input by utilizing Input Device 210 (FIG. 1) or
via voice recognition system (S1). CPU 211 (FIG. 1) then
pauses the playback process of the audio data selected in S3
described hereinbefore (S2), and retrieves Pause Message
Text Data 2063362¢ from Message Data Storage Area
2063352 and displays the data on LCD 201 (FIG. 1) for a
specified period of time (S3) When the playback process is
paused in S2, the audio data included in the audio data is
refrained from being output from Speaker 216 (FIG. 1).

This paragraph illustrates Audio Resume Software
20633c3a stored in Audio Playback Software Storage Area
20633¢ which resumes the playback process of the audio data
selected in S3 described hereinbefore from the point the
audiovisual data is paused in S2 described hereinbefore. In
this embodiment, the audio resume signal is input by utilizing
Input Device 210 (FIG. 1) or via voice recognition system
(S1). CPU 211 (FIG. 1) then resumes the playback process of
the audio data selected in S3 described hereinbefore from the
point the audiovisual data is paused in S2 described herein-
before (S2), and retrieves Resume Message Text Data
20633b2¢1 from Message Data Storage Area 2063352 and
displays the data on LCD 201 (FIG. 1) for a specified period
of time (S3).

This paragraph illustrates Audio Slow Replay Software
20633c4 stored in Audio Playback Software Storage Area
20633¢ which implements the playback process of the audio
data selected in S3 described hereinbefore in a slow motion.
In this embodiment, the audio slow replay signal is input by
utilizing Input Device 210 (FIG. 1) or via voice recognition
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system (S1). CPU 211 (FIG. 1) then initiates the playback
process of the audio data selected in S3 described hereinbe-
fore in a slow motion (S2), and retrieves Slow Replay Mes-
sage Text Data 20633524 from Message Data Storage Area
2063352 and displays the data on LCD 201 (FIG. 1) for a
specified period of time (S3).

This paragraph illustrates Audio Fast-Forward Software
20633¢5 stored in Audio Playback Software Storage Area
20633¢ which fast-forwards the audio data selected in S3
described hereinbefore. In this embodiment, the audio fast-
forward signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
fast-forwards the audio data selected in S3 described herein-
before (S2), and retrieves Fast-Forward Message Text Data
2063362¢ from Message Data Storage Area 2063352 and
displays the data on LCD 201 (FIG. 1) for a specified period
of time (S3).

This paragraph illustrates Audio Fast-Rewind Software
20633¢6 stored in Audio Playback Software Storage Area
20633¢ which fast-rewinds the audio data selected in S3
described hereinbefore. In this embodiment, the audio fast-
rewind signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
fast-rewinds the audio data selected in S3 described herein-
before (S2), and retrieves Fast-Rewind Message Text Data
2063352f from Message Data Storage Area 2063352 and
displays the data on LCD 201 (FIG. 1) for a specified period
of time (S3).

This paragraph illustrates Audio Next Software 20633¢7
stored in Audio Playback Software Storage Area 20633c¢
which initiates the playback process of the next audio data
stored in Audio Data Storage Area 2063351. In this embodi-
ment, the audio next signal is input by utilizing Input Device
210 (FIG. 1) or via voice recognition system (S1). CPU 211
(FIG. 1) then initiates the playback process of the next audio
data of the audio data selected in S3 described hereinbefore
both of which are stored in Audio Data Storage Area 2063351
(S2), and retrieves Next Message Text Data 2063352¢g from
Message Data Storage Area 2063352 and displays the data on
LCD 201 (FIG. 1) for a specified period of time (S3).

This paragraph illustrates Audio Previous Software
20633¢8 is a software program which initiates the playback
process of the previous audio data stored in Audio Data Stor-
age Area 2063351. In this embodiment, the audio previous
signal is input by utilizing Input Device 210 (FIG. 1) or via
voice recognition system (S1). CPU 211 (FIG. 1) then ini-
tiates the playback process of the previous audio data of the
audio data selected in S3 described hereinbefore both of
which are stored in Audio Data Storage Area 2063351 (S2),
and retrieves Previous Message Text Data 2063362/ from
Message Data Storage Area 2063352 and displays the data on
LCD 201 (FIG. 1) for a specified period of time (S3).

As another embodiment, the audio data stored in Audio
Data Storage Area 2063351 may be stored in Host H and
retrieved therefrom when the software programs described
hereinbefore are executed. In this embodiment, the audio data
is temporarily stored in RAM 206 (FIG. 1) and is erased from
the portion which is playbacked.

<<Digital Camera Function>>

The following paragraphs illustrate the digital camera
function which enables Communication Device 200 to take
digital photos by utilizing CCD Unit 214 (FIG. 1).

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1). In this embodiment, RAM 206 includes
Digital Camera Information Storage Area 20646a of which
the data and the software programs stored therein are
described hereinafter.
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The data and software programs stored in Digital Camera
Information Storage Area 20646a may be downloaded from
Host H.

This paragraph illustrates the storage areas included in
Digital Camera Information Storage Area 20646a. In this
embodiment, Digital Camera Information Storage Area
20646a includes Digital Camera Data Storage Area 206465
and Digital Camera Software Storage Area 20646¢. Digital
Camera Data Storage Area 206465 stores the data necessary
to implement the present function, such as the ones described
hereinafter. Digital Camera Software Storage Area 20646¢
stores the software programs necessary to implement the
present function, such as the ones described hereinafter.

This paragraph illustrates the storage areas included in
Digital Camera Data Storage Area 20646b. In this embodi-
ment, Digital Camera Data Storage Area 206465 includes
Photo Data Storage Area 2064651 and Digital Camera Func-
tion Data Storage Area 2064652. Photo Data Storage Area
2064651 stores the data described hereinafter. Digital Cam-
era Function Data Storage Area 2064652 stores the data
stored hereinafter.

This paragraph illustrates the data stored in Photo Data
Storage Area 2064651. In this embodiment, Photo Data Stor-
age Area 2064651 comprises two columns, i.e., ‘Photo 1D’
and ‘Photo Data’. Column ‘Photo ID’ stores the identifica-
tions of the photo data, and column ‘Photo Data’ stores a
plurality of photo data taken by implementing the present
function. In the example described in the present drawing,
Photo Data Storage Area 2064651 stores the following data:
‘Photo ID’ Photo #1 of which the ‘Photo Data’ is 46PD1;
‘Photo ID’ Photo #2 of which the ‘Photo Data’ is 46PD2;
‘Photo ID’ Photo #3 of which the ‘Photo Data’ is 46PD3;
‘Photo ID’ Photo #4 of which the ‘Photo Data’ is 46PD4; and
‘Photo ID’ Photo #5 of which the ‘Photo Data’ is 46PDS5.

This paragraph illustrates the storage areas included in
Digital Camera Function Data Storage Area 2064652. In this
embodiment, Digital Camera Function Data Storage Area
2064652 includes Quality Data Storage Area 2064652a, Mul-
tiple Photo Shooting Number Data Storage Area 20646525,
and Strobe Data Storage Area 2064652¢. Quality Data Stor-
age Area 2064652a stores the data selected in S2 described
hereinafter. Multiple Photo Shooting Number Data Storage
Area 20646525 stores the data selected in S2 described here-
inafter. Strobe Data Storage Area 2064652¢ stores the data
selected in S2 described hereinafter.

This paragraph illustrates the software programs stored in
Digital Camera Software Storage Area 20646c¢. In this
embodiment, Digital Camera Software Storage Area 20646¢
stores Quality Selecting Software 20646c1, Multiple Photo
Shooting Software 20646¢2, Trimming Software 20646¢3,
Digital Zooming Software 20646c4, Strobe Software
20646¢5, Digital Camera Function Selecting Software
20646¢6, Multiple Photo Shooting Number Selecting Soft-
ware 20646¢7, Strobe On/Oft Selecting Software 206468,
Photo Data Shooting Software 20646¢9, and Multiple Photo
Shooting Software 20646¢10. Quality Selecting Software
206461 is the software program described hereinafter. Mul-
tiple Photo Shooting Software 20646¢2 is the software pro-
gram described hereinafter. Trimming Software 20646¢3 is
the software program described hereinafter. Digital Zooming
Software 206464 is the software program described herein-
after. Strobe Software 20646¢5 is the software program
described hereinafter. Digital Camera Function Selecting
Software 206466 is the software program described herein-
after. Multiple Photo Shooting Number Selecting Software
20646¢7 is the software program described hereinafter.
Strobe On/Off Selecting Software 206468 is the software
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program described hereinafter. Photo Data Shooting Soft-
ware 20646¢9 is the software program described hereinafter.

This paragraph illustrates Digital Camera Function Select-
ing Software 20646c¢6 stored in Digital Camera Software
Storage Area 20646¢ which administers the overall flow of
displaying the functions and selecting the option for each
function. In this embodiment, a list of functions is displayed
on LCD 201 (FIG. 1) (S1). The items displayed on LCD 201
are ‘Quality’, ‘Multiple Photo’, and ‘Strobe’. A function is
selected by utilizing Input Device 210 (FIG. 1) or via voice
recognition system (S2), and the relevant software program is
activated thereafter (S3). In the present embodiment, Quality
Selecting Software 20646¢1 described hereinafter is acti-
vated when ‘Quality’ displayed on LCD 201 is selected in S2.
Multiple Photo Shooting Number Selecting Software
20646¢7 described hereinafter is activated when ‘Multiple
Photo’ is selected in S2. Strobe On/Off Selecting Software
20646¢8 described hereinafter is activated when ‘Strobe’ is
selected in S2.

This paragraph illustrates Quality Selecting Software
20646¢1 stored in Digital Camera Software Storage Area
20646¢ which selects the quality of the photo data taken by
implementing the present function. In this embodiment, a list
ofoptions is displayed on LCD 201 (FIG. 1) (S1). The options
displayed on LCD 201 are ‘High’, ‘STD’, and ‘Low’ in the
present embodiment. One of the options is selected by utiliz-
ing Input Device 210 (FIG. 1) or via voice recognition system
(S2). The resolution of the photo data taken is high if ‘High’
is selected; the resolution of the photo taken is standard if
‘STD’ is selected; and the resolution of the photo taken is low
if ‘Low’ is selected. The selected option is stored as the
quality data in Quality Data Storage Area 2064652a (S3).

This paragraph illustrates Multiple Photo Shooting Num-
ber Selecting Software 20646¢7 stored in Digital Camera
Software Storage Area 20646¢ which selects the number of
photos taken by a single photo shooting signal. In this
embodiment, a list of options is displayed on LCD 201 (FIG.
1) (S1). The options displayed on LCD 201 are FIGUREs
from ‘1” through “10’. Only one photo is taken by a photo
shooting signal if ‘1’ is selected; two photos are taken by a
photo shooting signal if ‘2’ is selected; three photos are taken
by a photo shooting signal if ‘3’ is selected; four photos are
taken by a photo shooting signal if ‘4’ is selected; five photos
are taken by a photo shooting signal if ‘5’ is selected; six
photos are taken by a photo shooting signal if ‘6’ is selected;
seven photos are taken by a photo shooting signal if ‘7’ is
selected; eight photos are taken by a photo shooting signal if
‘8’ is selected; nine photos are taken by a photo shooting
signal if ‘9’ is selected; and ten photos are taken by a photo
shooting signal if ‘10’ is selected. A digit from 1’ through
‘10’ is selected by utilizing Input Device 210 (FIG. 1) or via
voice recognition system (S2). The selected digital is stored
as the multiple photo shooting number data in Multiple Photo
Shooting Number Data Storage Area 20646525 (S3).

This paragraph illustrates Strobe On/Off Selecting Soft-
ware 20646¢8 stored in Digital Camera Software Storage
Area 20646¢ which selects Flash Light Unit 220 (not shown)
to be activated or not when a photo is taken. In this embodi-
ment, a list of options is displayed on LCD 201 (FIG. 1) (S1).
The options displayed on LCD 201 are ‘On’ and ‘Off’. Flash
Light Unit 220 is activated at the time photo is taken if ‘On’is
selected; and Flash Light Unit 220 is not activated at the time
photo is taken if ‘Off’ is selected. One of the two options is
selected by utilizing Input Device 210 (FIG. 1) or via voice
recognition system (S2). The selected option is stored as the
strobe data in Strobe Data Storage Area 2064652¢ (S3).
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This paragraph illustrates Photo Data Shooting Software
206469 stored in Digital Camera Software Storage Area
20646¢ which takes photo(s) in accordance with the options
selected hereinbefore. In this embodiment, a photo shooting
signal is input by utilizing Input Device 210 (FIG. 1) or via
voice recognition system (S1). Here, the photo shooting sig-
nal indicates CPU 211 (FIG. 1) to input photo data to CCD
Unit 214 (FIG. 1) and store the data in Photo Data Storage
Area 2064651. CPU 211 then retrieves the quality data from
Quality Data Storage Area 2064652a (S2). The photo data is
input via CCD Unit 214 (S3), and the data is stored in Photo
Data Storage Area 2064651 with new photo ID in accordance
with the quality data retrieved in S2 (S4).

This paragraph illustrates Multiple Photo Shooting Soft-
ware 20646¢2 stored in Digital Camera Software Storage
Area 20646¢ which takes photo(s) in accordance with the
options selected hereinbefore. In this embodiment, a photo
shooting signal is input by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1)
retrieves the multiple photo shooting number data from Mul-
tiple Photo Shooting Number Data Storage Area 20646525
(S2). CPU 211 then takes photos in accordance with the
multiple photo shooting number data retrieved in S2 (S3).
Namely, only one photo is taken by a photo shooting signal if
the multiple photo shooting number dataretrieved in S2 is 17
two photos are taken by a photo shooting signal if the multiple
photo shooting number data retrieved in S2 is ‘2’; three pho-
tos are taken by a photo shooting signal if the multiple photo
shooting number data retrieved in S2 is ‘3”; four photos are
taken by a photo shooting signal if the multiple photo shoot-
ing number data retrieved in S2 is ‘4’; five photos are taken by
aphoto shooting signal if the multiple photo shooting number
data retrieved in S2 is ‘5’; six photos are taken by a photo
shooting signal if the multiple photo shooting number data
retrieved in S2 is ‘6’; seven photos are taken by a photo
shooting signal if the multiple photo shooting number data
retrieved in S2 is ‘7’; eight photos are taken by a photo
shooting signal if the multiple photo shooting number data
retrieved in S2 is ‘8’; nine photos are taken by a photo shoot-
ing signal if the multiple photo shooting number data
retrieved in S2 is ‘9’; and ten photos are taken by a photo
shooting signal if the multiple photo shooting number data
retrieved in S2 is ‘10°.

This paragraph illustrates Strobe Software 20646¢5 stored
in Digital Camera Software Storage Area 20646¢ which takes
photo(s) in accordance with the options selected hereinbe-
fore. In this embodiment, a photo shooting signal is input by
utilizing Input Device 210 (FIG. 1) or via voice recognition
system (S1). CPU 211 (FIG. 1) retrieves the strobe data from
Strobe Data Storage Area 2064652¢ (S2). If the strobe data is
‘On’ (S3), CPU 211 activates Flash Light Unit 220 (not
shown) each time a photo is taken (S4). In other words, Strobe
Software 20646¢5 is harmonized with Multiple Photo Shoot-
ing Software 20646¢2 described hereinbefore. Namely, Flash
Light Unit 220 is activated for one time if one photo is taken
by a single photo shooting signal. Flash Light Unit 220 is
activated for two times if two photos are taken by a single
photo shooting signal. Flash Light Unit 220 is activated for
three times if three photos are taken by a single photo shoot-
ing signal. Flash Light Unit 220 is activated for four times if
four photos are taken by a single photo shooting signal. Flash
Light Unit 220 is activated for five times if five photos are
taken by a single photo shooting signal. Flash Light Unit 220
is activated for six times if six photos are taken by a single
photo shooting signal. Flash Light Unit 220 is activated for
seven times if seven photos are taken by a single photo shoot-
ing signal. Flash Light Unit 220 is activated for eight times if
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eight photos are taken by a single photo shooting signal. Flash
Light Unit 220 is activated for nine times if nine photos are
taken by a single photo shooting signal. Flash Light Unit 220
is activated for ten times if ten photos are taken by a single
photo shooting signal.

This paragraph illustrates one embodiment of the zooming
function which zooms the photo data stored in Photo Data
Storage Area 2064651. In this embodiment, a certain photo
selected by the user of Communication Device 200 is dis-
played on LCD 201 (FIG. 1). Assuming that the user intends
to zoom Object 206460bj, the object displayed on LCD 201,
to a larger size. The user selects Area 46 ARa which includes
Object 206460bj by utilizing Input Device 210 (FIG. 1) or via
voice recognition system, and the selected area is zoomed to
fit the size of LCD 201. The zoomed photo is replaced with
the original photo.

This paragraph illustrates the operation performed in RAM
206 (FIG. 1) to implement the zooming function described
hereinbefore. A certain photo data selected by the user of
Communication Device 200 is stored in Area 20646 ARa of
RAM 206. Here, the size of the photo data is as same as that
of Area 20646ARa. In this embodiment, Display Area
20646DA is the area whichis displayed on LCD 201 (FIG. 1).
Area 46ARa is the area which is selected by the user of
Communication Device 200. Object 206460bj is the object
included in the photo data. Area 46ARa which includes
Object 206460Dbj is selected by utilizing Input Device 210
(FIG. 1) or via voice recognition system, and the photo data
stored in Area 20646 ARa is zoomed to the size in which the
size of Area 46 ARa equals to that of Display Area 20646DA.
The zoomed photo data is replaced with the original photo
data and stored in Photo Data Storage Area 2064651. The
portion of the photo data which does not fit Area 20646 ARa is
cropped.

This paragraph illustrates Digital Zooming Software
20646¢4 stored in Digital Camera Software Storage Area
20646¢ which implements the operation described hereinbe-
fore. In this embodiment, CPU 211 (FIG. 1) displays a list of
the photo 1Ds representing the photo data stored in Photo Data
Storage Area 2064651 as well as the thumbnails (S1). A
certain photo data is selected by utilizing Input Device 210
(FIG. 1) orviavoicerecognition system (S2), and the selected
photo data is displayed on LCD 201 (FIG. 1) as described
hereinbefore (S3). Area 46ARa described hereinbefore is
selected by utilizing Input Device 210 or via voice recogni-
tion system (S4). When a zooming signal is input by utilizing
Input Device 210 or via voice recognition system (S5), CPU
211 (FIG. 1) implements the process described hereinbefore
and replaces the original photo data with the zoomed photo
data, which is stored in Photo Data Storage Area 2064651
(S6).

This paragraph illustrates one embodiment of the trimming
function which trims the photo data stored in Photo Data
Storage Area 2064651 and thereby moves the selected object
to the center of the photo data. In this embodiment, a certain
photo selected by the user of Communication Device 200 is
displayed on LCD 201 (FIG. 1). Point 20646PTa adjacent to
Object 206460Dbj is selected by utilizing Input Device 210
(FIG. 1) or via voice recognition system, and the photo is
centered at Point 20646PTa. The trimmed photo is replaced
with the original photo.

This paragraph illustrates the operation performed in RAM
206 (FIG. 1) to implement the trimming function described
hereinbefore. In this embodiment, Display Area 20646DA is
the portion of the photo data which is displayed on LCD 201
(FIG. 1). Object 206460bj is the object included in the photo
data. Point 20646PTa is the point selected by the user of
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Communication Device 200 adjacent to Object 206460bj
which is centered by the present function. In this embodi-
ment, a certain photo data selected by the user of Communi-
cation Device 200 is stored in Area 20646 ARb of RAM 206.
Here, the size of the photo data is as same as that of Area
20646 ARDb. Point 20646PTa is selected by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, and the
photo data is centered at Point 20646PTa by sliding the entire
photo data to the right. The trimmed photo data is replaced
with the original photo data and stored in Photo Data Storage
Area 2064651. The portion of the photo data which does not
fit Area 20646 ARa is cropped.

This paragraph illustrates Trimming Software 20646¢3
stored in Digital Camera Software Storage Area 20646c¢
which implements the operation described hereinbefore. In
this embodiment, CPU 211 (FIG. 1) displays a list of the
photo IDs representing the photo data stored in Photo Data
Storage Area 2064651 as well as the thumbnails (S1). A
certain photo data is selected by utilizing Input Device 210
(FIG. 1) orviavoice recognition system (S2), and the selected
photo data is displayed on LCD 201 (FIG. 1) as described
hereinbefore (S3). Point 20646PTa described hereinbefore is
selected by utilizing Input Device 210 or via voice recogni-
tion system (S4). When a trimming signal is input by utilizing
Input Device 210 or via voice recognition system (S5), CPU
211 (FIG. 1) centers the photo data at Point 20646PTa and
replaces the original photo data with the trimmed photo data,
which is stored in Photo Data Storage Area 2064651 (S6).

<<Caller’s Information Displaying Function>>

The following paragraphs illustrate the Caller’s Informa-
tion displaying function which displays the Information
regarding the caller (e.g., name, phone number, email
address, and home address, etc.) on LCD 201 (FIG. 1) when
Communication Device 200 is utilized as a “TV phone’.

The first set of paragraphs hereinafter illustrate the data and
software programs stored in RAM 206 (FIG. 1) of Caller’s
Device, a Communication Device 200, utilized by the caller.

The second set of paragraphs hereinafter illustrate the data
and software programs stored in RAM 206 (FIG. 1) of
Callee’s Device, a Communication Device 200, utilized by
the callee.

The third set of paragraphs hereinafter illustrate the data
and software programs stored in Host H.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1) of Caller’s Device. In the present embodi-
ment, RAM 206 of Caller’s Device includes Caller’s Infor-
mation Displaying Information Storage Area 20655a of
which the data and the software programs stored therein are
described hereinafter.

This paragraph illustrates the storage areas included in
Caller’s Information Displaying Information Storage Area
20655a. In the present embodiment, Caller’s Information
Displaying Information Storage Area 20655a includes Call-
er’s Information Displaying Data Storage Area 206555 and
Caller’s Information Displaying Software Storage Area
20655¢. Caller’s Information Displaying Data Storage Area
206555 stores the data necessary to implement the present
function on the side of Caller’s Device, such as the ones
described hereinafter. Caller’s Information Displaying Soft-
ware Storage Area 20655c¢ stores the software programs nec-
essary to implement the present function on the side of Call-
er’s Device, such as the ones described hereinafter.

This paragraph illustrates the storage areas included in
Caller’s Information Displaying Data Storage Area 206555.
In the present embodiment, Caller’s Information Displaying
Data Storage Area 2065556 includes Caller’s Audiovisual
Data Storage Area 2065551, Callee’s Audiovisual Data Stor-
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age Area 2065552, Caller’s Personal Data Storage Area
20655563, Callee’s Personal Data Storage Area 2065554,
Caller’s Calculated GPS Data Storage Area 2065555,
Callee’s Calculated GPS Data Storage Area 2065556, Call-
er’s Map Data Storage Area 2065557, Callee’s Map Data
Storage Area 2065558, and Work Area 2065559. Caller’s
Audiovisual Data Storage Area 2065561 stores the data
described hereinafter. Callee’s Audiovisual Data Storage
Area 2065552 stores the data described hereinafter. Caller’s
Personal Data Storage Area 20655563 stores the data
described hereinafter. Callee’s Personal Data Storage Area
20655b4 stores the data described hereinafter. Caller’s Cal-
culated GPS Data Storage Area 2065555 stores the caller’s
calculated GPS data which represents the current geographic
location of Caller’s Device in (X, y, z) format. Callee’s Cal-
culated GPS Data Storage Area 2065556 stores the callee’s
calculated GPS data which represents the current geographic
location of Callee’s Device in (X, y, z) format. Caller’s Map
Data Storage Area 2065557 stores the map data representing
the surrounding area of the location indicated by the caller’s
calculated GPS data. Callee’s Map Data Storage Area
2065558 stores the map data representing the surrounding
area of the location indicated by the callee’s calculated GPS
data. Work Area 2065559 is a storage area utilized to perform
calculation and to temporarily store data.

This paragraph illustrates the storage areas included in
Caller’s Audiovisual Data Storage Area 2065561. In the
present embodiment, Caller’s Audiovisual Data Storage Area
20655h1 includes Caller’s Audio Data Storage Area 2065551
a and Caller’s Visual Data Storage Area 20655b15. Caller’s
Audio Data Storage Area 20655b1a stores the caller’s audio
data which represents the audio data input via Microphone
215 (FIG. 1) of Caller’s Device. Caller’s Visual Data Storage
Area 20655515 stores the caller’s visual data which repre-
sents the visual data input via CCD Unit 214 (FIG. 1) of
Caller’s Device.

This paragraph illustrates the storage areas included in
Callee’s Audiovisual Data Storage Area 2065552. In the
present embodiment, Callee’s Audiovisual Data Storage Area
2065562 includes Callee’s Audio Data Storage Area
20655b2a and Callee’s Visual Data Storage Area 20655525.
Callee’s Audio Data Storage Area 2065552a stores the
callee’s audio data which represents the audio data sent from
Callee’s Device. Callee’s Visual Data Storage Area 20655525
stores the callee’s visual data which represents the visual data
sent from Callee’s Device.

This paragraph illustrates the data stored in Caller’s Per-
sonal Data Storage Area 2065553. In the present embodi-
ment, Caller’s Personal Data Storage Area 20655563 com-
prises two columns, i.e., ‘Caller’s Personal Data’ and
‘Permitted Caller’s Personal Data Flag’. Column ‘Caller’s
Personal Data’ stores the caller’s personal data which repre-
sent the personal data of the caller. Column Permitted Call-
er’s Personal Data Flag’ stores the permitted caller’s personal
data flag and each permitted caller’s personal data flag rep-
resents whether the corresponding caller’s personal data is
permitted to be displayed on Callee’s Device. The permitted
caller’s personal data flag is represented by either ‘1” or ‘0’
wherein ‘1’ indicates that the corresponding caller’s personal
data is permitted to be displayed on Callee’s Device, and ‘0’
indicates that the corresponding caller’s personal data is not
permitted to be displayed on Callee’s Device. In the present
embodiment, Caller’s Personal Data Storage Area 2065553
stores the following data: the caller’s name and the corre-
sponding permitted caller’s personal data flag ‘1”; the caller’s
phone number and the corresponding permitted caller’s per-
sonal data flag “1°; the caller’s email address and the corre-
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sponding permitted caller’s personal data flag ‘1°; the caller’s
home address and the corresponding permitted caller’s per-
sonal data flag “1°; the caller’s business address and the cor-
responding permitted caller’s personal data flag ‘0’; the call-
er’s title and the corresponding permitted caller’s personal
data flag “0’; the caller’s hobby and the corresponding per-
mitted caller’s personal data flag ‘0’; the caller’s blood type
and the corresponding permitted caller’s personal data flag
0’; the caller’s gender and the corresponding permitted call-
er’s personal data flag ‘0’; the caller’s age and the correspond-
ing permitted caller’s personal data flag ‘0’; and caller’s date
of birth and the corresponding permitted caller’s personal
data flag “0’.

This paragraph illustrates the data stored in Callee’s Per-
sonal Data Storage Area 2065554. In the present embodi-
ment, Callee’s Personal Data Storage Area 2065554 stores
the callee’s personal data which represent the personal data of
the callee which are displayed on LCD 201 (FIG. 1) of Call-
er’s Device. In the present embodiment, Callee’s Personal
Data Storage Area 20655b4 stores the callee’s name and
phone number.

This paragraph illustrates the software programs stored in
Caller’s Information Displaying Software Storage Area
20655¢. In the present embodiment, Caller’s Information
Displaying Software Storage Area 20655¢ stores Permitted
Caller’s Personal Data Selecting Software 20655¢1, Dialing
Software 20655¢2, Caller’s Device Pin-pointing Software
206553, Map Data Sending/Receiving Software 20655¢4,
Caller’s Audiovisual Data Collecting Software 20655¢5,
Caller’s Information Sending/Receiving Software 20655¢6,
Callee’s  Information  Sending/Receiving  Software
20655c¢6a, Permitted Callee’s Personal Data Displaying Soft-
ware 20655¢7, Map Displaying Software 20655¢8, Callee’s
Audio Data Outputting Software 20655¢9, and Callee’s
Visual Data Displaying Software 20655¢10. Permitted Call-
er’s Personal Data Selecting Software 20655¢1 is the soft-
ware program described hereinafter. Dialing Software
20655¢2 is the software program described hereinafter. Call-
er’s Device Pin-pointing Software 20655¢3 is the software
program described hereinafter. Map Data Sending/Receiving
Software 20655¢4 is the software program described herein-
after. Caller’s Audiovisual Data Collecting Software
206555 is the software program described hereinafter. Call-
er’s Information Sending/Receiving Software 20655¢6 is the
software program described hereinafter. Callee’s Information
Sending/Receiving Software 20655¢6a is the software pro-
gram described hereinafter. Permitted Callee’s Personal Data
Displaying Software 20655¢7 is the software program
described hereinafter. Map Displaying Software 20655¢8 is
the software program described hereinafter. Callee’s Audio
Data Outputting Software 20655¢9 is the software program
described hereinafter. Callee’s Visual Data Displaying Soft-
ware 20655¢10 is the software program described hereinafter.

This paragraph illustrates the storage area included in
RAM 206A (FIG. 1) of Callee’s Device. In the present
embodiment, RAM 206A of Callee’s Device includes
Callee’s Information Displaying Information Storage Area
20655aA of which the data and the software programs stored
therein are described hereinafter.

This paragraph illustrates the storage areas included in
Callee’s Information Displaying Information Storage Area
20655aA. In the present embodiment, Callee’s Information
Displaying Information Storage Area 20655q¢A includes
Callee’s Information Displaying Data Storage Area 20655bA
and Callee’s Information Displaying Software Storage Area
20655cA. Callee’s Information Displaying Data Storage
Area 20655bA stores the data necessary to implement the
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present function on the side of Callee’s Device, such as the
ones described hereinafter. Callee’s Information Displaying
Software Storage Area 20655cA stores the software pro-
grams necessary to implement the present function on the
side of Callee’s Device, such as the ones described hereinaf-
ter.

This paragraph illustrates the storage areas included in
Callee’s Information Displaying Data Storage Area
20655hA. In the present embodiment, Callee’s Information
Displaying Data Storage Area 20655bA includes Caller’s
Audiovisual Data Storage Area 20655b1A, Callee’s Audio-
visual Data Storage Area 2065552A, Caller’s Personal Data
Storage Area 2065563A, Callee’s Personal Data Storage
Area 20655b4 A, Caller’s Calculated GPS Data Storage Area
20655h5A, Callee’s Calculated GPS Data Storage Area
20655h6A, Caller’s Map Data Storage Area 2065557A,
Callee’s Map Data Storage Area 2065558 A, and Work Area
20655h9A. Caller’s Audiovisual Data Storage Area
20655b1A stores the data described hereinafter. Callee’s
Audiovisual Data Storage Area 20655562A stores the data
described hereinafter. Caller’s Personal Data Storage Area
2065553 A stores the data described hereinafter. Callee’s Per-
sonal Data Storage Area 20655b4 A stores the data described
hereinafter. Caller’s Calculated GPS Data Storage Area
2065555 A stores the caller’s calculated GPS data which rep-
resents the current geographic location of Caller’s Device in
(X, v, z) format. Callee’s Calculated GPS Data Storage Area
2065556 A stores the callee’s calculated GPS data which rep-
resents the current geographic location of Callee’s Device in
(X, y, z) format. Caller’s Map Data Storage Area 2065567A
stores the map data representing the surrounding area of the
location indicated by the caller’s calculated GPS data.
Callee’s Map Data Storage Area 2065558A stores the map
data representing the surrounding area of the location indi-
cated by the callee’s calculated GPS data. Work Area
20655h9A is a storage area utilized to perform calculation
and to temporarily store data.

This paragraph illustrates the storage areas included in
Caller’s Audiovisual Data Storage Area 2065551A. In the
present embodiment, Caller’s Audiovisual Data Storage Area
20655h1A includes Caller’s Audio Data Storage Area
20655h1aA and Caller’s Visual Data Storage Area
20655h15A. Caller’s Audio Data Storage Area 20655b1aA
stores the caller’s audio data which represents the audio data
sent from Caller’s Device in a wireless fashion. Caller’s
Visual Data Storage Area 20655b1bA stores the caller’s
visual data which represents the visual data input sent from
Caller’s Device in a wireless fashion.

This paragraph illustrates the storage areas included in
Callee’s Audiovisual Data Storage Area 2065562A. In the
present embodiment, Callee’s Audiovisual Data Storage Area
2065552A includes Callee’s Audio Data Storage Area
20655b2aA and Callee’s Visual Data Storage Area
2065552bA. Callee’s Audio Data Storage Area 20655b2aA
stores the callee’s audio data which represents the audio data
input via Microphone 215 (FIG. 1) of Callee’s Device.
Callee’s Visual Data Storage Area 2065552bA stores the
callee’s visual data which represents the visual data input via
CCD Unit 214 (FIG. 1) of Callee’s Device.

This paragraph illustrates the data stored in Caller’s Per-
sonal Data Storage Area 2065553 A. In the present embodi-
ment, Caller’s Personal Data Storage Area 2065553 A stores
the caller’s personal data which represent the personal data of
the caller which are displayed on LCD 201 (FIG. 1) of Call-
er’s Device. In the present embodiment, Caller’s Personal
Data Storage Area 2065553 A stores the caller’s name, phone
number, email address, and home address.
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This paragraph illustrates the data stored in Callee’s Per-
sonal Data Storage Area 2065554 A. In the present embodi-
ment, Callee’s Personal Data Storage Area 2065564 A com-
prises two columns, i.e., ‘Callee’s Personal Data’ and
‘Permitted Callee’s Personal Data Flag’. Column Callee’s
Personal Data’ stores the callee’s personal data which repre-
sent the personal data of the callee. Column ‘Permitted
Callee’s Personal Data Flag’ stores the permitted callee’s
personal data flag and each permitted callee’s personal data
flag represents whether the corresponding callee’s personal
data is permitted to be displayed on Caller’s Device. The
permitted callee’s personal data flag is represented by either
‘1’ or ‘0’ wherein ‘1’ indicates that the corresponding callee’s
personal data is permitted to be displayed on Caller’s Device,
and ‘0’ indicates that the corresponding callee’s personal data
is not permitted to be displayed on Caller’s Device. In the
present embodiment, Callee’s Personal Data Storage Area
20655b4 A stores the following data: callee’s name and the
corresponding permitted callee’s personal data flag ‘1°; the
callee’s phone number and the corresponding permitted
callee’s personal data flag “1°; the callee’s email address and
the corresponding permitted caller’s personal data flag ‘0’;
the callee’s home address and the corresponding permitted
callee’s personal data flag ‘0’; the callee’s business address
and the corresponding permitted callee’s personal data flag
‘0’; the callee’s title and the corresponding permitted callee’s
personal data flag ‘0’; the callee’s hobby and the correspond-
ing permitted callee’s personal data flag ‘0’; the callee’s
blood type and the corresponding permitted callee’s personal
data flag ‘0’; the callee’s gender and the corresponding per-
mitted callee’s personal data flag ‘0’; the callee’s age and the
corresponding permitted callee’s personal data flag ‘0’; and
callee’s date of birth and the corresponding permitted callee’s
personal data flag <0’.

This paragraph illustrates the software programs stored in
Callee’s Information Displaying Software Storage Area
20655cA. In the present embodiment, Callee’s Information
Displaying Software Storage Area 20655¢A stores Permitted
Callee’s Personal Data Selecting Software 20655¢1A, Dial-
ing Software 20655¢2A, Callee’s Device Pin-pointing Soft-
ware 20655¢3A, Map Data Sending/Receiving Software
20655c4A, Callee’s Audiovisual Data Collecting Software
20655c5A, Callee’s Information Sending/Receiving Soft-
ware 20655¢6A, Caller’s Information Sending/Receiving
Software 20655c¢6aA, Permitted Caller’s Personal Data Dis-
playing Software 20655¢7A, Map Displaying Software
20655¢8A, Caller’s Audio Data Outputting Software
20655¢9A, and Caller’s Visual Data Displaying Software
20655¢10A. Permitted Callee’s Personal Data Selecting
Software 20655¢1A is the software program described here-
inafter. Dialing Software 20655¢2A is the software program
described hereinafter. Callee’s Device Pin-pointing Software
20655¢3A is the software program described hereinafter.
Map Data Sending/Receiving Software 20655¢4 A is the soft-
ware program described hereinafter. Callee’s Audiovisual
Data Collecting Software 20655¢5 A is the software program
described hereinafter. Callee’s Information Sending/Receiv-
ing Software 20655¢6A is the software program described
hereinafter. Caller’s Information Sending/Receiving Soft-
ware 20655¢6aA is the software program described herein-
after. Permitted Caller’s Personal Data Displaying Software
20655¢7A is the software program described hereinafter.
Map Displaying Software 20655¢8A is the software program
described hereinafter. Caller’s Audio Data Outputting Soft-
ware 20655¢9A is the software program described hereinaf-
ter. Caller’s Visual Data Displaying Software 20655¢10A is
the software program described hereinafter.
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This paragraph illustrates the storage area included in Host
H. In the present embodiment, Host H includes Caller/Callee
Information Storage Area H55a of which the data and the
software programs stored therein are described hereinafter.

This paragraph illustrates the storage areas included in
Caller/Callee Information Storage Area H55a. In the present
embodiment, Caller/Callee Information Storage Area H55a
includes Caller/Callee Data Storage Area H556 and Caller/
Callee Software Storage Area H55¢. Caller/Callee Data Stor-
age Area H55b stores the data necessary to implement the
present function on the side of Host H, such as the ones
described hereinafter. Caller/Callee Software Storage Area
H55¢ stores the software programs necessary to implement
the present function on the side of Host H, such as the ones
described hereinafter.

This paragraph illustrates the storage areas included in
Caller/Callee Data Storage Area H55b. In the present
embodiment, Caller/Callee Data Storage Area H555 includes
Caller’s Information Storage Area H5551, Callee’s Informa-
tion Storage Area H5562, Map Data Storage Area H5553,
Work Area h55h4, Caller’s Calculated GPS Data Storage
Area H5555, and Callee’s Calculated GPS Data Storage Area
H5556. Caller’s Information Storage Area H5551 stores the
Caller’s Information received Caller’s Device. Callee’s Infor-
mation Storage Area H5552 stores the Callee’s Information
received Callee’s Device. Map Data Storage Area H5553
stores the map data received from Caller’s Device and
Callee’s Device. Work Area H55b4 is a storage area utilized
to perform calculation and to temporarily store data. Caller’s
Calculated GPS Data Storage Area H5555 stores the caller’s
calculated GPS data. Callee’s Calculated GPS Data Storage
Area H55b6 stores the callee’s calculated GPS data.

This paragraph illustrates the software programs stored in
Caller/Callee Software Storage Area H55¢. In the present
embodiment, Caller/Callee Software Storage Area H55¢
stores Dialing Software H55¢2, Caller’s Device Pin-pointing
Software H55¢3, Callee’s Device Pin-pointing Software
H55¢3a, Map Data Sending/Receiving Software H55c4,
Caller’s Information Sending/Receiving Software H55¢6,
and Callee’s Information Sending/Receiving Software
H55¢6a. Dialing Software H55¢2 is the software program
described hereinafter. Caller’s Device Pin-pointing Software
H55¢3 is the software program described hereinafter.
Callee’s Device Pin-pointing Software H55¢3a is the soft-
ware program described hereinafter. Map Data Sending/Re-
ceiving Software H55¢4 is the software program described
hereinafter. Caller’s Information Sending/Receiving Soft-
ware H55¢6 is the software program described hereinafter.
Callee’s Information Sending/Receiving Software H55¢6a is
the software program described hereinafter.

The following paragraphs primarily illustrate the sequence
to output the Caller’s Information (which is defined herein-
after) from Callee’s Device.

This paragraph illustrates Permitted Caller’s Personal Data
Selecting Software 20655¢1 stored in Caller’s Information
Displaying Software Storage Area 20655¢ of Caller’s Device,
which selects the permitted caller’s personal data to be dis-
played on LCD 201 (FIG. 1) of Callee’s Device. In the present
embodiment, CPU 211 (FIG. 1) of Caller’s Device retrieves
all of the caller’s personal data from Caller’s Personal Data
Storage Area 2065563 (S1). CPU 211 then displays a list of
caller’s personal data on LCD 201 (FIG. 1) (S2). The caller
selects, by utilizing Input Device 210 (FIG. 1) or via voice
recognition system, the caller’s personal data permitted to be
displayed on Callee’s Device (S3). The permitted caller’s
personal data flag of the data selected in S3 is registered as ‘1°
(S4).
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This paragraph illustrates Dialing Software H55¢2 stored
in Caller/Callee Software Storage Area H55¢ of Host H,
Dialing Software 20655¢2 stored in Caller’s Information Dis-
playing Software Storage Area 20655¢ of Caller’s Device,
and Dialing Software 20655¢2A stored in Callee’s Informa-
tion Displaying Software Storage Area 20655cA of Callee’s
Device, which enables to connect between Caller’s Device
and Callee’s Device via Host H in a wireless fashion. In the
present embodiment, a connection is established between
Caller’s Device and Host H (S1). Next, a connection is estab-
lished between Host H and Callee’s Device (S2). As a result,
Caller’s Device and Callee’s Device are able to exchange
audiovisual data, text data, and various types of data with each
other. The connection is maintained until Caller’s Device,
Host H, or Callee’s Device terminates the connection.

This paragraph illustrates Caller’s Device Pin-pointing
Software H55¢3 stored in Caller/Callee Software Storage
Area H55¢ of Host H and Caller’s Device Pin-pointing Soft-
ware 20655¢3 stored in Caller’s Information Displaying Soft-
ware Storage Area 20655¢ of Caller’s Device, which identi-
fies the current geographic location of Caller’s Device. In the
present embodiment, CPU 211 (FIG. 1) of Caller’s Device
collects the GPS raw data from the near base stations (S1).
CPU 211 sends the raw GPS data to Host H (S2). Upon
receiving the raw GPS data (S3), Host H produces the caller’s
calculated GPS data by referring to the raw GPS data (S4).
Host H stores the caller’s calculated GPS data in Caller’s
Calculated GPS Data Storage Area H55565 (S5). Host H then
retrieves the caller’s calculated GPS data from Caller’s Cal-
culated GPS Data Storage Area H5565 (S6), and sends the
data to Caller’s Device (S7). Upon receiving the caller’s
calculated GPS data from Host H (S8), CPU 211 stores the
data in Caller’s Calculated GPS Data Storage Area 2065555
(S9). Here, the GPS raw data are the primitive data utilized to
produce the caller’s calculated GPS data, and the caller’s
calculated GPS data is the data representing the location of
Caller’s Device in (X, y, z) format. The sequence described in
the present paragraph is repeated periodically.

This paragraph illustrates another embodiment of the
sequence described hereinbefore in which the entire process
is performed solely by Caller’s Device Pin-pointing Software
20655¢3 stored in Caller’s Information Displaying Software
Storage Area 20655¢ of Caller’s Device. In the present
embodiment, CPU 211 (FIG. 1) of Caller’s Device collects
the raw GPS data from the near base stations (S1). CPU 211
then produces the caller’s calculated GPS data by referring to
the raw GPS data (S2), and stores the caller’s calculated GPS
data in Caller’s Calculated GPS Data Storage Area 2065555
(S3). The sequence described in the present paragraph is
repeated periodically.

This paragraph illustrates Map Data Sending/Receiving
Software H55¢4 stored in Caller/Callee Software Storage
Area H55¢ of Host H and Map Data Sending/Receiving Soft-
ware 20655¢4 stored in Caller’s Information Displaying Soft-
ware Storage Area 20655¢ of Caller’s Device, which sends
and receives the map data. In the present embodiment, CPU
211 (FIG. 1) of Caller’s Device retrieves the caller’s calcu-
lated GPS data from Caller’s Calculated GPS Data Storage
Area 2065555 (S1), and sends the data to Host H (S2). Upon
receiving the calculated GPS data from Caller’s Device (S3),
Host H identifies the map data in Map Data Storage Area
H5553 (S4). Here, the map data represents the surrounding
area of the location indicated by the caller’s calculated GPS
data. Host H retrieves the map data from Map Data Storage
Area H5553 (S5), and sends the data to Caller’s Device (S6).
Upon receiving the map data from Host H (S7), Caller’s
Device stores the data in Caller’s Map Data Storage Area
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2065557 (S8). The sequence described in the present para-
graph is repeated periodically.

This paragraph illustrates Caller’s Audiovisual Data Col-
lecting Software 20655¢5 stored in Caller’s Information Dis-
playing Software Storage Area 20655¢ of Caller’s Device,
which collects the audiovisual data of the caller to be sent to
Callee’s Device via Antenna 218 (FIG. 1) thereof. CPU 211
(FIG. 1) of Caller’s Device retrieves the caller’s audiovisual
data from CCD Unit 214 and Microphone 215 (S1). CPU 211
then stores the caller’s audio data in Caller’s Audio Data
Storage Area 20655b1a (S2), and the caller’s visual data in
Caller’s Visual Data Storage Area 20655615 (S3). The
sequence described in the present paragraph is repeated peri-
odically.

This paragraph illustrates Caller’s Information Sending/
Receiving Software H55¢6 stored in Caller/Callee Software
Storage Area H55¢ of Host H and Caller’s Information Send-
ing/Receiving Software 20655¢6 stored in Caller’s Informa-
tion Displaying Software Storage Area 20655¢ of Caller’s
Device, which sends and receives the Caller’s Information
(which is defined hereinafter) between Caller’s Device and
Host H. In the present embodiment, CPU 211 (FIG. 1) of
Caller’s Device retrieves the permitted caller’s personal data
from Caller’s Personal Data Storage Area 2065563 (S1). CPU
211 retrieves the caller’s calculated GPS data from Caller’s
Calculated GPS Data Storage Area 2065555 (S2). CPU 211
retrieves the map data from Caller’s Map Data Storage Area
2065557 (S3). CPU 211 retrieves the caller’s audio data from
Caller’s Audio Data Storage Area 20655b1a (S4). CPU 211
retrieves the caller’s visual data from Caller’s Visual Data
Storage Area 20655515 (S5). CPU 211 then sends the data
retrieved in S1 through S5 (collectively defined as the ‘Call-
er’s Information” hereinatter) to Host H (S6). Upon receiving
the Caller’s Information from Caller’s Device (S7), Host H
stores the Caller’s Information in Caller’s Information Stor-
age Area H5551 (S8). The sequence described in the present
paragraph is repeated periodically.

This paragraph illustrates Caller’s Information Sending/
Receiving Software H55¢6 stored in Caller/Callee Software
Storage Area H55¢ of Host H and Caller’s Information Send-
ing/Receiving Software 20655¢6aA stored in Caller’s Infor-
mation Displaying Software Storage Area 20655¢ of Caller’s
Device, which sends and receives the Caller’s Information
between Host H and Callee’s Device. In the present embodi-
ment, Host H retrieves the Caller’s Information from Caller’s
Information Storage Area H5551 (S1), and sends the Caller’s
Information to Callee’s Device (S2). CPU 211 (FIG. 1) of
Callee’s Device receives the Caller’s Information from Host
H (S3). CPU 211 stores the permitted caller’s personal data in
Caller’s Personal Data Storage Area 20655b3A (S4). CPU
211 stores the caller’s calculated GPS data in Caller’s Calcu-
lated GPS Data Storage Area 2065555A (S5). CPU 211 stores
the map data in Caller’s Map Data Storage Area 2065557A
(S6). CPU 211 stores the caller’s audio data in Caller’s Audio
Data Storage Area 20655bh1aA (S7). CPU 211 stores the
caller’s visual data in Caller’s Visual Data Storage Area
20655h15A (S8). The sequence described in the present para-
graph is repeated periodically.

This paragraph illustrates Permitted Caller’s Personal Data
Displaying Software 20655¢7A stored in Callee’s Informa-
tion Displaying Software Storage Area 20655¢A of Callee’s
Device, which displays the permitted caller’s personal data
on LCD 201 (FIG. 1) of Callee’s Device. In the present
embodiment, CPU 211 (FIG. 1) of Callee’s Device retrieves
the permitted caller’s personal data from Caller’s Personal
Data Storage Area 2065563A (S1). CPU 211 then displays



US 9,094,775 B1

41

the permitted caller’s personal data on LCD 201 (FIG. 1)
(S2). The sequence described in the present paragraph is
repeated periodically.

This paragraph illustrates Map Displaying Software
20655¢8A stored in Callee’s Information Displaying Soft-
ware Storage Area 20655¢A of Callee’s Device, which dis-
plays the map representing the surrounding area of the loca-
tion indicated by the caller’s calculated GPS data. In the
present embodiment, CPU 211 (FIG. 1) of Callee’s Device
retrieves the caller’s calculated GPS data from Caller’s Cal-
culated GPS Data Storage Area 2065565A (S1). CPU 211
then retrieves the map data from Caller’s Map Data Storage
Area 2065557 A (S2), and arranges on the map data the call-
er’s current location icon in accordance with the caller’s
calculated GPS data (S3). Here, the caller’s current location
icon is an icon which represents the location of Caller’s
Device in the map data. The map with the caller’s current
location icon is displayed on LCD 201 (FIG. 1) (S4). The
sequence described in the present paragraph is repeated peri-
odically.

This paragraph illustrates Caller’s Audio Data Outputting
Software 20655¢9A stored in Caller’s Information Display-
ing Software Storage Area 20655¢ of Caller’s Device, which
outputs the caller’s audio data from Speaker 216 (FIG. 1) of
Callee’s Device. In the present embodiment, CPU 211 (FIG.
1) of Callee’s Device retrieves the caller’s audio data from
Caller’s Audio Data Storage Area 20655b1aA (S1). CPU 211
then outputs the caller’s audio data from Speaker 216 (FIG. 1)
(S2). The sequence described in the present paragraph is
repeated periodically.

This paragraph illustrates Caller’s Visual Data Displaying
Software 20655¢10A stored in Callee’s Information Display-
ing Software Storage Area 20655¢A of Callee’s Device,
which displays the caller’s visual data on LCD 201 (FIG. 1) of
Callee’s Device. In the present embodiment, CPU 211 (FIG.
1) of Callee’s Device retrieves the caller’s visual data from
Caller’s Visual Data Storage Area 206555615A (S1). CPU 211
then displays the caller’s visual data on LCD 201 (FIG. 1)
(S2). The sequence described in the present paragraph is
repeated periodically.

The following paragraphs primarily illustrate the sequence
to output the Callee’s Information (which is defined herein-
after) from Caller’s Device.

This paragraph illustrates Permitted Callee’s Personal
Data Selecting Software 20655¢1A stored in Callee’s Infor-
mation Displaying Software Storage Area 20655¢A of
Callee’s Device, which selects the permitted callee’s personal
data to be displayed on LCD 201 (FIG. 1) of Caller’s Device.
In the present embodiment, CPU 211 (FIG. 1) of Callee’s
Device retrieves all of the callee’s personal data from Callee’s
Personal Data Storage Area 2065564 A (S1). CPU 211 then
displays a list of callee’s personal data on LCD 201 (FIG. 1)
(S2). The callee selects, by utilizing Input Device 210 (FIG.
1) or via voice recognition system, the callee’s personal data
permitted to be displayed on Caller’s Device (S3). The per-
mitted callee’s personal data flag of the data selected in S3 is
registered as ‘1” (S4).

This paragraph illustrates Dialing Software H55¢2 stored
in Caller/Callee Software Storage Area H55¢ of Host H,
Dialing Software 20655¢2A stored in Callee’s Information
Displaying Software Storage Area 20655¢A of Callee’s
Device, and Dialing Software 20655¢2 stored in Caller’s
Information Displaying Software Storage Area 20655¢ of
Caller’s Device, which enables to connect between Callee’s
Device and Caller’s Device via Host H in a wireless fashion.
In the present embodiment, a connection is established
between Callee’s Device and Host H (S1). Next, a connection

20

30

40

45

42

is established between Host H and Caller’s Device (S2). As a
result, Callee’s Device and Caller’s Device are able to
exchange audiovisual data, text data, and various types of data
with each other. The sequence described in the present para-
graph is not necessarily implemented if the connection
between Caller’s Device and Callee’s Device is established as
described hereinbefore. The sequence described in the
present paragraph may be implemented if the connection is
accidentally terminated by Callee’s Device and the connec-
tion process is initiated by Callee’s Device.

This paragraph illustrates Callee’s Device Pin-pointing
Software H55¢3a stored in Caller/Callee Software Storage
Area H55¢ of Host H and Callee’s Device Pin-pointing Soft-
ware 20655¢3A stored in Callee’s Information Displaying
Software Storage Area 20655¢A of Callee’s Device, which
identifies the current geographic location of Callee’s Device.
In the present embodiment, CPU 211 (FIG. 1) of Callee’s
Device collects the GPS raw data from the near base stations
(S1). CPU 211 sends the raw GPS data to Host H (S2). Upon
receiving the raw GPS data (S3), Host H produces the callee’s
calculated GPS data by referring to the raw GPS data (S4).
Host H stores the callee’s calculated GPS data in Callee’s
Calculated GPS Data Storage Area H5566 (S5). Host H then
retrieves the callee’s calculated GPS data from Callee’s Cal-
culated GPS Data Storage Area H55b6 (S6), and sends the
data to Callee’s Device (S7). Upon receiving the callee’s
calculated GPS data from Host H (S8), CPU 211 stores the
data in Callee’s Calculated GPS Data Storage Area
2065556 A (S9). Here, the GPS raw data are the primitive data
utilized to produce the callee’s calculated GPS data, and the
callee’s calculated GPS data is the data representing the loca-
tion of Callee’s Device in (%, y, z) format. The sequence
described in the present paragraph is repeated periodically.

This paragraph illustrates another embodiment of the
sequence described hereinbefore in which the entire process
is performed solely by Callee’s Device Pin-pointing Software
20655¢3A stored in Callee’s Information Displaying Soft-
ware Storage Area 20655¢A of Callee’s Device. In the present
embodiment, CPU 211 (FIG. 1) of Callee’s Device collects
the raw GPS data from the near base stations (S1). CPU 211
then produces the callee’s calculated GPS data by referring to
the raw GPS data (S2), and stores the callee’s calculated GPS
data in Callee’s Calculated GPS Data Storage Area
2065556A (S3). The sequence described in the present para-
graph is repeated periodically.

This paragraph illustrates Map Data Sending/Receiving
Software H55¢4 stored in Caller/Callee Software Storage
Area H55¢ of Host H and Map Data Sending/Receiving Soft-
ware 20655¢4A stored in Callee’s Information Displaying
Software Storage Area 20655¢A of Callee’s Device, which
sends and receives the map data. In the present embodiment,
CPU 211 (FIG. 1) of Callee’s Device retrieves the callee’s
calculated GPS data from Callee’s Calculated GPS Data Stor-
age Area 20655b6A (S1), and sends the data to Host H (S2).
Upon receiving the calculated GPS data from Callee’s Device
(S3), Host H identifies the map data in Map Data Storage Area
H5553 (S4). Here, the map data represents the surrounding
area of the location indicated by the callee’s calculated GPS
data. Host H retrieves the map data from Map Data Storage
Area H55b3 (S5), and sends the data to Callee’s Device (S6).
Upon receiving the map data from Host H (S7), Callee’s
Device stores the data in Callee’s Map Data Storage Area
2065558A (S8). The sequence described in the present para-
graph is repeated periodically.

This paragraph illustrates Callee’s Audiovisual Data Col-
lecting Software 20655¢5A stored in Callee’s Information
Displaying Software Storage Area 20655¢A of Callee’s
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Device, which collects the audiovisual data of the callee to be
sent to Caller’s Device via Antenna 218 (FIG. 1) thereof. CPU
211 (FIG. 1) of Callee’s Device retrieves the callee’s audio-
visual data from CCD Unit 214 and Microphone 215 (S1).
CPU 211 then stores the callee’s audio data in Callee’s Audio
Data Storage Area 2065552aA (S2), and the callee’s visual
data in Callee’s Visual Data Storage Area 20655562bA (S3).
The sequence described in the present paragraph is repeated
periodically.

This paragraph illustrates Callee’s Information Sending/
Receiving Software H55¢6a stored in Caller/Callee Software
Storage Area H55¢ of Host H and Callee’s Information Send-
ing/Receiving Software 20655¢6A stored in Callee’s Infor-
mation Displaying Software Storage Area 20655¢A of
Callee’s Device, which sends and receives the Callee’s Infor-
mation (which is defined hereinafter) between Callee’s
Device and Host H. In the present embodiment, CPU 211
(FIG. 1) of Callee’s Device retrieves the permitted callee’s
personal data from Callee’s Personal Data Storage Area
20655bh4A (S1). CPU 211 retrieves the callee’s calculated
GPS data from Callee’s Calculated GPS Data Storage Area
20655b6A (S2). CPU 211 retrieves the map data from
Callee’s Map Data Storage Area 2065558A (S3). CPU 211
retrieves the callee’s audio data from Callee’s Audio Data
Storage Area 2065552aA (S4). CPU 211 retrieves the callee’s
visual data from Callee’s Visual Data Storage Area
2065552bHA (S5). CPU 211 then sends the data retrieved in S1
through S5 (collectively defined as the ‘Callee’s Information’
hereinafter) to Host H (S6). Upon receiving the Callee’s
Information from Callee’s Device (S7), Host H stores the
Callee’s Information in Callee’s Information Storage Area
H5552 (S8). The sequence described in the present paragraph
is repeated periodically.

This paragraph illustrates Callee’s Information Sending/
Receiving Software H55¢6a stored in Caller/Callee Software
Storage Area H55¢ of Host H and Callee’s Information Send-
ing/Receiving Software 20655¢6a stored in Caller’s Informa-
tion Displaying Software Storage Area 20655¢ of Caller’s
Device, which sends and receives the Callee’s Information
between Host H and Caller’s Device. In the present embodi-
ment, Host Hretrieves the Callee’s Information from Callee’s
Information Storage Area H5562 (S1), and sends the Callee’s
Information to Caller’s Device (S2). CPU 211 (FIG. 1) of
Caller’s Device receives the Callee’s Information from Host
H (S3). CPU 211 stores the permitted callee’s personal data in
Callee’s Personal Data Storage Area 2065554 (S4). CPU 211
stores the callee’s calculated GPS data in Callee’s Calculated
GPS Data Storage Area 2065556 (S5). CPU 211 stores the
map data in Callee’s Map Data Storage Area 2065558 (S6).
CPU 211 stores the callee’s audio data in Callee’s Audio Data
Storage Area 20655562a (S7). CPU 211 stores the callee’s
visual data in Callee’s Visual Data Storage Area 206555626
(S8). The sequence described in the present paragraph is
repeated periodically.

This paragraph illustrates Permitted Callee’s Personal
Data Displaying Software 20655¢7 stored in Caller’s Infor-
mation Displaying Software Storage Area 20655¢ of Caller’s
Device, which displays the permitted callee’s personal data
on LCD 201 (FIG. 1) of Caller’s Device. In the present
embodiment, CPU 211 (FIG. 1) of Caller’s Device retrieves
the permitted callee’s personal data from Callee’s Personal
Data Storage Area 2065554 (S1). CPU 211 then displays the
permitted callee’s personal data on LCD 201 (FIG. 1) (S2).
The sequence described in the present paragraph is repeated
periodically.

This paragraph illustrates Map Displaying Software
20655¢8 stored in Caller’s Information Displaying Software
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Storage Area 20655c¢ of Caller’s Device, which displays the
map representing the surrounding area of the location indi-
cated by the callee’s calculated GPS data. In the present
embodiment, CPU 211 (FIG. 1) of Caller’s Device retrieves
the callee’s calculated GPS data from Callee’s Calculated
GPS Data Storage Area 2065556 (S1). CPU 211 then
retrieves the map data from Callee’s Map Data Storage Area
2065558 (S2), and arranges on the map data the callee’s
current location icon in accordance with the callee’s calcu-
lated GPS data (S3). Here, the callee’s current location icon is
an icon which represents the location of Callee’s Device in
the map data. The map with the callee’s current location icon
is displayed on LCD 201 (FIG. 1) (S4). The sequence
described in the present paragraph is repeated periodically.

This paragraph illustrates Callee’s Audio Data Outputting
Software 20655¢9 stored in Caller’s Information Displaying
Software Storage Area 20655¢ of Caller’s Device, which
outputs the callee’s audio data from Speaker 216 (FIG. 1) of
Caller’s Device. In the present embodiment, CPU 211 (FIG.
1) of Caller’s Device retrieves the callee’s audio data from
Callee’s Audio Data Storage Area 20655524 (S1). CPU 211
then outputs the caller’s audio data from Speaker 216 (FIG. 1)
(S2). The sequence described in the present paragraph is
repeated periodically.

This paragraph illustrates Callee’s Visual Data Displaying
Software 20655¢10 stored in Caller’s Information Displaying
Software Storage Area 20655¢ of Caller’s Device, which
displays the callee’s visual data on LCD 201 (FIG. 1) of
Caller’s Device. In the present embodiment, CPU 211 (FIG.
1) of Caller’s Device retrieves the callee’s visual data from
Callee’s Visual Data Storage Area 20655525 (S1). CPU 211
then displays the callee’s visual data on LCD 201 (FIG. 1)
(S2). The sequence described in the present paragraph is
repeated periodically.

<<Shortcut Icon Displaying Function>>

The following paragraphs illustrate the shortcut icon dis-
playing function which displays one or more of shortcut icons
on LCD 201 (FIG. 1) of Communication Device 200. The
user of Communication Device 200 can execute the software
programs in a convenient manner by selecting (e.g., clicking
or double clicking) the shortcut icons. The foregoing software
programs may be any software programs described in this
specification.

This paragraph illustrates the shortcut icons displayed on
LCD 201 (FIG. 1) of Communication Device 200 by imple-
menting the present function. In this embodiment, three
shortcut icons are displayed on LCD 201 (FIG. 1), i.e., Short-
cut Icon#1, Shortcut Icon#2, and Shortcut Icon#3. The user of
Communication Device 200 can execute the software pro-
grams by selecting (e.g., clicking or double clicking) one of
the shortcut icons. For example, assume that Shortcut Icon#1
represents MS Word 97. By selecting (e.g., clicking or double
clicking) Shortcut Icon#1, the user can execute MS Word 97
installed in Communication Device 200 or Host H. Three
shortcut icons are illustrated in the present drawing, however,
only for purposes of simplifying the explanation of the
present function. Therefore, as many shortcut icons equiva-
lent to the number of the software programs described in this
specification may be displayed on LCD 201, and the corre-
sponding software programs may be executed by implement-
ing the present function.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1). In this embodiment, RAM 206 includes
Shortcut Icon Displaying Information Storage Area 206594
of'which the data and the software programs stored therein are
described hereinafter.
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This paragraph illustrates the storage areas included in
Shortcut Icon Displaying Information Storage Area 206594.
In this embodiment, Shortcut Icon Displaying Information
Storage Area 206594 includes Shortcut Icon Displaying Data
Storage Area 206595 and Shortcut Icon Displaying Software
Storage Area 20659¢. Shortcut Icon Displaying Data Storage
Area 206595 stores the data necessary to implement the
present function, such as the ones described hereinafter.
Shortcut Icon Displaying Software Storage Area 20659c¢
stores the software programs necessary to implement the
present function, such as the ones described hereinafter.

The data and/or the software programs stored in Shortcut
Icon Displaying Software Storage Area 20659¢ may be
downloaded from Host H.

This paragraph illustrates the storage areas included in
Shortcut Icon Displaying Data Storage Area 206595. In this
embodiment, Shortcut Icon Displaying Data Storage Area
206595 includes Shortcut Icon Image Data Storage Area
2065951, Shortcut Icon Location Data Storage Area
20659562, Shortcut Icon Link Data Storage Area 2065953,
and Selected Shortcut Icon Data Storage Area 2065954.
Shortcut Icon Image Data Storage Area 2065951 stores the
data described hereinafter. Shortcut Icon Location Data Stor-
age Area 2065952 stores the data described hereinafter.
Shortcut Icon Link Data Storage Area 2065953 stores the data
described hereinafter. Selected Shortcut Icon Data Storage
Area 2065954 stores the data described hereinafter.

This paragraph illustrates the data stored in Shortcut Icon
Image Data Storage Area 2065951. In this embodiment,
Shortcut Icon Image Data Storage Area 2065951 comprises
two columns, i.e., ‘Shortcut Icon ID’ and ‘Shortcut Icon
Image Data’. Column ‘Shortcut Icon ID’ stores the shortcut
icon IDs, and each shortcut icon ID is the identification of the
corresponding shortcut icon image data stored in column
‘Shortcut Icon Image Data’. Column ‘Shortcut Icon Image
Data’ stores the shortcut icon image data, and each shortcut
icon image data is the image data of the shortcut icon dis-
played on LCD 201 (FIG. 1) as described hereinbefore. In this
embodiment, Shortcut Icon Image Data Storage Area
20659561 stores the following data: the shortcut icon ID
‘Shortcut Icon#1’ and the corresponding shortcut icon image
data ‘Shortcut Icon Image Data#1’; the shortcut icon ID
‘Shortcut Icon#2’ and the corresponding shortcut icon image
data ‘Shortcut Icon Image Data#2’; the shortcut icon ID
‘Shortcut Icon#3’ and the corresponding shortcut icon image
data “Shortcut Icon Image Data#3’; and the shortcut icon ID
‘Shortcut Icon#4” and the corresponding shortcut icon image
data ‘Shortcut Icon Image Data#4’.

This paragraph illustrates the data stored in Shortcut Icon
Location Data Storage Area 2065952. In this embodiment,
Shortcut Icon Location Data Storage Area 2065952 com-
prises two columns, i.e., ‘Shortcut Icon ID* and ‘Shortcut
Icon Location Data’. Column ‘Shortcut Icon ID’ stores the
shortcut icon IDs described hereinbefore. Column ‘Shortcut
Icon Location Data’ stores the shortcut icon location data, and
each shortcut icon location data indicates the location dis-
played on LCD 201 (FIG. 1) in (x,y) format of the shortcut
icon image data of the corresponding shortcut icon ID. In this
embodiment, Shortcut Icon Location Data Storage Area
2065952 stores the following data: the shortcut icon ID
‘Shortcut Icon#1’ and the corresponding shortcut icon loca-
tion data ‘Shortcut Icon Location Data#1’; the shortcut icon
ID “Shortcut Icon#2’ and the corresponding shortcut icon
location data ‘Shortcut Icon Location Data#2’; the shortcut
icon ID ‘Shortcut Icon#3” and the corresponding shortcut
icon location data ‘Shortcut Icon Location Data#3’; and the
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shortcut icon ID ‘Shortcut Icon#4’ and the corresponding
shortcut icon location data ‘Shortcut Icon Location Data#4’.

This paragraph illustrates the data stored in Shortcut Icon
Link Data Storage Area 2065953. In this embodiment, Short-
cut Icon Link Data Storage Area 2065953 comprises two
columns, i.e., ‘Shortcut Icon ID’* and ‘Shortcut Icon Link
Data’. Column ‘Shortcut Icon ID’ stores the shortcut icon IDs
described hereinbefore. Column ‘Shortcut Icon Link Data’
stores the shortcut icon link data, and each shortcut icon link
data represents the location in Communication Device 200 of
the software program stored therein represented by the short-
cut icon of the corresponding shortcut icon ID. In this
embodiment, Shortcut Icon Link Data Storage Area 2065953
stores the following data: the shortcut icon ID ‘Shortcut
Icon#1’ and the corresponding shortcut icon link data ‘Short-
cut Icon Link Data#1; the shortcut icon ID ‘Shortcut Icon#2’
and the corresponding shortcut icon link data ‘Shortcut Icon
Link Data#2; the shortcut icon ID ‘Shortcut Icon#3” and the
corresponding shortcut icon link data ‘Shortcut Icon Link
Data#3’; and the shortcut icon ID ‘Shortcut Icon#4’ and the
corresponding shortcut icon link data ‘Shortcut Icon Link
Data#4’. The foregoing software program may be any soft-
ware program described in this specification.

This paragraph illustrates the data stored in Selected Short-
cut Icon Data Storage Area 2065954. In this embodiment,
Selected Shortcut Icon Data Storage Area 2065954 stores one
or more of shortcut icon IDs. Only the shortcut icon image
data of the shortcut icon IDs stored in Selected Shortcut Icon
Data Storage Area 2065954 are displayed on LCD 201 (FIG.
1). In this embodiment, Selected Shortcut Icon Data Storage
Area 2065954 stores the following data: the shortcut icon IDs
‘Shortcut Icon#1’, ‘Shortcut Icon#2”, and ‘Shortcut Icon#3’,
which means that only the shortcut icon image data corre-
sponding to ‘Shortcut Icon#1’, ‘Shortcut Icon#2’, and “Short-
cut Icon#3” are displayed on LCD 201.

This paragraph illustrates the software programs stored in
Shortcut Icon Displaying Software Storage Area 20659¢. In
this embodiment, Shortcut Icon Displaying Software Storage
Area 20659c¢ stores Shortcut Icon Displaying Software
20659¢1, Software Executing Software 20659¢2, Shortcut
Icon Location Data Changing Software 20659¢3, and Soft-
ware Executing Software 20659¢4. Shortcut Icon Displaying
Software 20659¢1 is the software program described herein-
after. Software Executing Software 20659¢2 is the software
program described hereinafter. Shortcut Icon Location Data
Changing Software 20659c3 is the software program
described hereinafter. Software Executing Software 206594
is the software program described hereinafter.

This paragraph illustrates Shortcut Icon Displaying Soft-
ware 20659¢ 1 stored in Shortcut Icon Displaying Software
Storage Area 20659¢ of Communication Device 200, which
displays the shortcut icon image data displayed on LCD 201
(FIG. 1) of Communication Device 200. In this embodiment,
CPU 211 (FIG. 1) refers to the shortcut icon IDs stored in
Selected Shortcut Icon Data Storage Area 2065954 to identify
the shortcut icon image data to be displayed on LCD 201
(FIG.1) (S1). CPU 211 then retrieves the shortcut icon image
data of the corresponding shortcut icon IDs identified in S1
from Shortcut Icon Image Data Storage Area 2065951 (S2).
CPU 211 further retrieves the shortcut icon location data of
the corresponding shortcut icon IDs identified in S1 from
Shortcut Icon Location Data Storage Area 2065952 (S3).
CPU 211 displays on LCD 201 (FIG. 1) the shortcut icon
image data thereafter (S4).

This paragraph illustrates Software Executing Software
206592 stored in Shortcut Icon Displaying Software Storage
Area 20659¢ of Communication Device 200, which executes
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the corresponding software program upon selecting the short-
cut icon image data displayed on LCD 201 (FIG. 1) of Com-
munication Device 200. In this embodiment, the user of Com-
munication Device 200 selects the shortcut icon image data
displayed on LCD 201 by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
identifies the shortcut icon ID of the shortcut icon image data
selected in S1 (S2). CPU 211 identifies the shortcut icon link
data stored in Shortcut Icon Link Data Storage Area 2065953
from the shortcut icon ID identified in S2 (S3), and executes
the corresponding software program (S4).

This paragraph illustrates Shortcut Icon Location Data
Changing Software 20659¢3 stored in Shortcut Icon Display-
ing Software Storage Area 20659¢ of Communication Device
200, which enables the user of Communication Device 200 to
change the location of the shortcut icon image data displayed
on LCD 201 (FIG. 1). In this embodiment, the user of Com-
munication Device 200 selects the shortcut icon image data
displayed on LCD 201 (S1). CPU 211 (FIG. 1) then identifies
the shortcut icon ID of the shortcut icon image data selected
in S1 (S2). The user moves the shortcut icon selected in S1 by
utilizing Input Device 210 (FIG. 1) or via voice recognition
system (S3). CPU 211 then identifies the new location thereof
(S4), and updates the shortcut icon location data stored in
Shortcut Icon Location Data Storage Area 2065952 (S5).

<<Shortcut Icon Displaying Function—FExecuting Soft-
ware In Host H>>

The following paragraphs illustrate the implementation of
the present invention wherein the user of Communication
Device 200 executes the software programs stored in Host H
by selecting the shortcut icons displayed on LCD 201 (FIG.
1).

This paragraph illustrates the storage areas included in
Host H. In this embodiment, Host H includes Shortcut Icon
Displaying Information Storage Area H59a of which the data
and the software programs stored therein are described here-
inafter.

This paragraph illustrates the storage areas included in
Shortcut Icon Displaying Information Storage Area H594. In
this embodiment, Shortcut Icon Displaying Information Stor-
age Area H59q includes Shortcut Icon Displaying Data Stor-
age Area H595 and Shortcut Icon Displaying Software Stor-
age Area H59¢. Shortcut Icon Displaying Data Storage Area
H595b stores the data necessary to implement the present
function on the side of Host H, such as the ones described
hereinafter. Shortcut Icon Displaying Software Storage Area
H59c¢ stores the software programs necessary to implement
the present function on the side of Host H, such as the ones
described hereinafter.

This paragraph illustrates the storage area included in
Shortcut Icon Displaying Data Storage Area H595. In this
embodiment, Shortcut Icon Displaying Data Storage Area
H595 includes Software Programs Storage Area H5951. Soft-
ware Programs Storage Area H5951 stores the data described
hereinafter.

This paragraph illustrates the data stored in Software Pro-
grams Storage Area H59561. In this embodiment, Software
Programs Storage Area H5951 comprises two columns, i.e.,
‘Software 1D’ and ‘Software Program’. Column ‘Software
1D’ stores the software 1Ds, and each software ID is an iden-
tification of the software program stored in column ‘Software
Program’. Column ‘Software Program’ stores the software
programs. In this embodiment, Software Programs Storage
Area H59b1 stores the following data: software ID
‘Software#3” and the corresponding software program *Soft-
ware Program#3’; software ID ‘Software#4’ and the corre-
sponding software program ‘Software Program#4°; software
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ID ‘Software#5’ and the corresponding software program
‘Software Program#5°; and software ID ‘Software#6’ and the
corresponding software program ‘Software Program#6’.
Here, the software programs may be any software programs
which are stored in Host H described in this specification. As
another embodiment, the software programs may be any soft-
ware programs stored in RAM 206 (FIG. 1) of Communica-
tion Device 200 described in this specification.

This paragraph illustrates the software program stored in
Shortcut Icon Displaying Software Storage Area H59¢. Inthis
embodiment, Shortcut Icon Displaying Software Storage
Area H59¢ stores Software Executing Software H59¢4. Soft-
ware Executing Software H59¢4 is the software program
described hereinafter.

This paragraph illustrates Software Executing Software
H59c¢4 stored in Shortcut Icon Displaying Software Storage
Area H59¢ of Host H and Software Executing Software
206594 stored in Shortcut Icon Displaying Software Storage
Area 20659¢ of Communication Device 200, which execute
the corresponding software program upon selecting the short-
cut icon image data displayed on LCD 201 (FIG. 1) of Com-
munication Device 200. In this embodiment, the user of Com-
munication Device 200 selects the shortcut icon image data
displayed on LCD 201 by utilizing Input Device 210 (FIG. 1)
or via voice recognition system (S1). CPU 211 (FIG. 1) then
identifies the shortcut icon ID of the shortcut icon image data
selected in S1 (S2). CPU 211 identifies the shortcut icon link
data stored in Shortcut Icon Link Data Storage Area 2065953
from the shortcut icon ID identified in S2 (S3), which is sent
to Host H (S4). Upon receiving the shortcut icon link data
from Communication Device 200 (S5), Host H executes the
corresponding software program (S6) and produces the rel-
evant display data, which are send to Communication Device
200 (S7). Upon receiving the relevant display data from Host
H, Communication Device 200 displays the data on LCD 201
(S8).

<<Location Dependent Message Outputting Function>>

The following paragraphs illustrate the location dependent
message outputting mode implementor, wherein when the
user of said communication device arrives at a 1st location, a
1st message is output from said communication device and a
map indicating said 1st location and the street address or
name of said 1st location are displayed on said display, and
when the user of said communication device arrives at a 2nd
location, a 2nd message is output from said communication
device and a map indicating said 2nd location and the street
address or name of said 2nd location are displayed on said
display.

This paragraph illustrates the storage area included in Host
H. In this embodiment, Host H includes Location Dependent
Message Outputting Information Storage Area H624a of
which the data and the software program(s) stored therein are
described hereinafter.

This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Information Stor-
age Area H624aq. In this embodiment, Location Dependent
Message Outputting Information Storage Area H624a
includes Location Dependent Message Outputting Data Stor-
age Area H624b and Location Dependent Message Output-
ting Software Storage Area H624c. Location Dependent
Message Outputting Data Storage Area H624b stores the data
necessary to implement the present function on the side of
Host H, such as the one(s) described hereinafter. Location
Dependent Message Outputting Software Storage Area
H624c¢ stores the software program(s) necessary to imple-
ment the present function on the side of Host H, such as the
one(s) described hereinafter.
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This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Data Storage Area
H6245b. In this embodiment, Location Dependent Message
Outputting Data Storage Area H6245 includes Current Loca-
tion Data Storage Area H62451, 1st Message Data Storage
Area H62452, 2nd Message Data Storage Area H62453, 1st
Message Outputting Location Data Storage Area H62454,
2nd Message Outputting Location Data Storage Area
H62455, Street Address Data Storage Area H62456, Address
Location Data Storage Area H62457, Map Data Storage Area
H62458, Current Location Icon Data Storage Area H62459,
1st Icon Data Storage Area H624510, 2nd Icon Data Storage
Area H624511, and Work Area H624512. Current Location
Data Storage Area H6245b1 stores the current location data
which indicates the current geographic location of Commu-
nication Device 200 in (x,y,z) format. 1st Message Data Stor-
age Area H62452 stores the 1st message data which is an
audiovisual data indicating a message. 2nd Message Data
Storage Area H62453 stores the 2nd message data which is
another audiovisual data indicating another message. 1st
Message Outputting Location Data Storage Area H62454
stores the 1st message outputting location data which indi-
cates the geographic location of Communication Device 200
at which the 1st message data is output from Speaker 216
(FIG. 1) and LCD 201 (FIG. 1). 2nd Message Outputting
Location Data Storage Area H624b5 stores the 2nd message
outputting location data which indicates the geographic loca-
tion of Communication Device 200 at which the 2nd message
data is output from Speaker 216 (FIG. 1) and LCD 201 (FIG.
1). Street Address Data Storage Area H62456 stores the data
described hereinafter. Address Location Data Storage Area
H62457 stores the data described hereinafter. Map Data Stor-
age Area H62458 stores the map data which is the image data
indicating a map. Current Location Icon Data Storage Area
H62459 stores the current location icon data which is the
image of the icon utilized to indicate the current location data
on the map data. 1st Icon Data Storage Area H624510 stores
the 1st icon data which is the image of the icon utilized to
indicate the 1st message outputting location data on the map
data. 2nd Icon Data Storage Area H624b11 stores the 2nd
icondata which is the image ofthe icon utilized to indicate the
2nd message outputting location data on the map data. Work
Area H624512 is utilized as a work area to perform calcula-
tion and temporarily store data.

This paragraph illustrates the data stored in Street Address
Data Storage Area H62456. In this embodiment, Street
Address Data Storage Area H62456 comprises two columns,
i.e., ‘Street Address ID’ and ‘Street Address Data’. Column
‘Street Address 1D’ stores the street address 1Ds, and each
street address ID is an identification of the corresponding
street address data stored in column ‘Street Address Data’.
Column ‘Street Address Data’ stores the street address data,
and each street address data indicates a street address. Each
street address data may also indicate the name of a specific
location or site corresponding to the street address. In this
embodiment, Street Address Data Storage Area H62456
stores the following data: ‘Street Address#1° and the corre-
sponding ‘Street Address Data#1’; ‘Street Address#2’ and the
corresponding ‘Street Address Data#2’; ‘Street Address#3’
and the corresponding ‘Street Address Data#3’; and Street
Address#4’ and the corresponding ‘Street Address Data#4”’.

This paragraph illustrates the data stored in Address Loca-
tion Data Storage Area H62457. In this embodiment, Address
Location Data Storage Area H62457 comprises two columns,
i.e., ‘Street Address 1D’ and ‘Address Location Data’. Col-
umn ‘Street Address ID’ stores the street address IDs, and
each street address ID is an identification of the correspond-
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ing address location data stored in column ‘Address Location
Data’. The street address IDs stored in the present column are
identical to the ones described in the previous paragraph.
Column ‘Address Location Data’ stores the address location
data, and each address location data indicates the geographic
location of the corresponding street address data in (X,y,z)
format. In this embodiment, Address Location Data Storage
Area H6245b7 stores the following data: ‘Street Address#1’
and the corresponding ‘Address Location Data#1’; “Street
Address#2’ and the corresponding ‘Address Location
Data#2’; ‘Street Address#3” and the corresponding ‘Address
Location Data#3’; and ‘Street Address#4’ and the corre-
sponding ‘Address Location Data#4’.

This paragraph illustrates the software program(s) stored
in Location Dependent Message Outputting Software Stor-
age Area H624c. In this embodiment, Location Dependent
Message Outputting Software Storage Area H624c¢ stores 1st
Message Data Producing Software H624c1, 2nd Message
Data Producing Software H624¢2, 1st Message Outputting
Location Data Producing Software H624¢3, 2nd Message
Outputting [ocation Data Producing Software H624c4, Cur-
rent Location Data Producing Software H624¢5, 1st Message
Data Outputting Software H624¢6, and 2nd Message Data
Outputting Software H624¢7. 1st Message Data Producing
Software H624c¢1 is the software program described herein-
after. 2nd Message Data Producing Software H624¢2 is the
software program described hereinafter. 1st Message Output-
ting Location Data Producing Software H624¢3 is the soft-
ware program described hereinafter. 2nd Message Outputting
Location Data Producing Software H624c4 is the software
program described hereinafter. Current Location Data Pro-
ducing Software H624c¢5 is the software program described
hereinafter. 1st Message Data Outputting Software H624¢6 is
the software program described hereinafter. 2nd Message
Data Outputting Software H624¢7 is the software program
described hereinafter.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1) of Communication Device 200. In this
embodiment, RAM 206 includes Location Dependent Mes-
sage Outputting Information Storage Area 206624a of which
the data and the software program(s) stored therein are
described hereinafter.

The data and/or the software program(s) necessary to
implement the present function may be downloaded from
Host H to Communication Device 200.

This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Information Stor-
age Area 206624a. In this embodiment, Location Dependent
Message Outputting Information Storage Area 206624a
includes Location Dependent Message Outputting Data Stor-
age Area 2066245 and Location Dependent Message Output-
ting Software Storage Area 206624c. Location Dependent
Message Outputting Data Storage Area 2066245 stores the
data necessary to implement the present function on the side
of Communication Device 200, such as the one(s) described
hereinafter. Location Dependent Message Outputting Soft-
ware Storage Area 206624c stores the software program(s)
necessary to implement the present function on the side of
Communication Device 200, such as the one(s) described
hereinafter.

This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Data Storage Area
206624b. In this embodiment, Location Dependent Message
Outputting Data Storage Area 2066245 includes Current
Location Data Storage Area 20662451, 1st Message Data
Storage Area 20662452, 2nd Message Data Storage Area
20662453, 1st Message Outputting Location Data Storage
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Area 20662454, 2nd Message Outputting Location Data Stor-
age Area 20662455, Street Address Data Storage Area
20662456, Address Location Data Storage Area 20662457,
Map Data Storage Area 20662458, Current Location Icon
Data Storage Area 20662459, 1st Icon Data Storage Area
206624510, 2nd Icon Data Storage Area 206624511, and
Work Area 206624512. Current Location Data Storage Area
20662451 stores the current location data which indicates the
current geographic location of Communication Device 200 in
(x,y,z) format. 1st Message Data Storage Area 20662452
stores the 1st message data which is an audiovisual data
indicating a message. 2nd Message Data Storage Area
20662453 stores the 2nd message data which is another
audiovisual data indicating another message. 1st Message
Outputting Location Data Storage Area 20662454 stores the
1st message outputting location data which indicates the geo-
graphic location of Communication Device 200 at which the
1st message data is output from Speaker 216 (FIG. 1) and
LCD 201 (FIG. 1). 2nd Message Outputting Location Data
Storage Area 20662455 stores the 2nd message outputting
location data which indicates the geographic location of
Communication Device 200 at which the 2nd message data is
output from Speaker 216 (FIG. 1) and LCD 201 (FIG. 1).
Street Address Data Storage Area 20662456 stores the data
described hereinafter. Address Location Data Storage Area
20662457 stores the data described hereinafter. Map Data
Storage Area 20662458 stores the map data which is the
image data indicating a map. Current Location Icon Data
Storage Area 20662459 stores the current location icon data
which is the image of the icon utilized to indicate the current
location data on the map data. 1st Icon Data Storage Area
206624510 stores the 1st icon data which is the image of the
icon utilized to indicate the 1st message outputting location
data on the map data. 2nd Icon Data Storage Area 206624511
stores the 2nd icon data which is the image ofthe icon utilized
to indicate the 2nd message outputting location data on the
map data. Work Area 206624512 is utilized as a work area to
perform calculation and temporarily store data.

This paragraph illustrates the data stored in Street Address
Data Storage Area 20662456. In this embodiment, Street
Address Data Storage Area 20662456 comprises two col-
umns, i.e., ‘Street Address ID’ and ‘Street Address Data’.
Column ‘Street Address 1D’ stores the street address IDs, and
each street address ID is an identification of the correspond-
ing street address data stored in column ‘Street Address
Data’. Column ‘Street Address Data’ stores the street address
data, and each street address data indicates a street address.
Each street address data may also indicate the name of a
specific location or site corresponding to the street address. In
this embodiment, Street Address Data Storage Area
20662456 stores the following data: ‘Street Address#1” and
the corresponding “Street Address Data#1’; ‘Street
Address#2’ and the corresponding ‘Street Address Data#2’;
‘Street Address#3” and the corresponding ‘Street Address
Data#3’; and ‘Street Address#4’ and the corresponding
‘Street Address Data#4’.

This paragraph illustrates the data stored in Address Loca-
tion Data Storage Area 20662457. In this embodiment,
Address Location Data Storage Area 20662457 comprises
two columns, i.e., ‘Street Address ID’ and ‘Address Location
Data’. Column ‘Street Address ID’ stores the street address
IDs, and each street address ID is an identification of the
corresponding address location data stored in column
‘Address Location Data’. The street address IDs stored in the
present column are identical to the ones described in the
previous paragraph. Column ‘Address Location Data’ stores
the address location data, and each address location data
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indicates the geographic location of the corresponding street
address data in (x,y,z) format. In this embodiment, Address
Location Data Storage Area 20662457 stores the following
data: “Street Address#1’ and the corresponding ‘Address
Location Data#1’; ‘Street Address#2” and the corresponding
‘Address Location Data#2’; ‘Street Address#3” and the cor-
responding ‘Address Location Data#3’; and ‘Street
Address#4’ and the corresponding ‘Address Location
Data#4’.

This paragraph illustrates the software program(s) stored
in Location Dependent Message Outputting Software Stor-
age Area 206624c¢. In this embodiment, Location Dependent
Message Outputting Software Storage Area 206624c¢ stores
1st Message Data Producing Software 206624¢1, 2nd Mes-
sage Data Producing Software 206624¢2, 1st Message Out-
putting Location Data Producing Software 206624c¢3, 2nd
Message Outputting Location Data Producing Software
206624c4, Current Location Data Producing Software
206624c5, 1st Message Data Outputting Software 206624¢6,
and 2nd Message Data Outputting Software 206624¢7. 1st
Message Data Producing Software 206624c1 is the software
program described hereinafter. 2nd Message Data Producing
Software 206624¢2 is the software program described here-
inafter. 1st Message Outputting Location Data Producing
Software 206624¢3 is the software program described here-
inafter. 2nd Message Outputting Location Data Producing
Software 2066244 is the software program described here-
inafter. Current Location Data Producing Software 206624¢5
is the software program described hereinafter. 1st Message
Data Outputting Software 206624¢6 is the software program
described hereinafter. 2nd Message Data Outputting Soft-
ware 206624¢7 is the software program described hereinafter.

This paragraph illustrate(s) 1st Message Data Producing
Software H624¢1 of Host H and 1st Message Data Producing
Software 206624c¢1 of Communication Device 200, which
produce(s) the 1st message data. In this embodiment, the user
of Communication Device 200 authors, by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, a mes-
sage (S1). Here, the user may author any type of message.
CPU 211 (FIG. 1) produces the 1st message data by utilizing
the message authored in the previous step and sends the data
to Host H in a wireless fashion (S2). Host H receives the 1st
message data from Communication Device 200 and stores the
data in 1st Message Data Storage Area H62452 (S3).

This paragraph illustrate(s) 2nd Message Data Producing
Software H624¢2 of Host H and 2nd Message Data Producing
Software 206624¢2 of Communication Device 200, which
produce(s) the 2nd message data. In this embodiment, the
user of Communication Device 200 authors, by utilizing
Input Device 210 (FIG. 1) or via voice recognition system, a
message (S1). Here, the user may author any type of message.
CPU 211 (FIG. 1) produces the 2nd message data by utilizing
the message authored in the previous step and sends the data
to Host H in a wireless fashion (S2). Host H receives the 2nd
message data from Communication Device 200 and stores the
data in 2nd Message Data Storage Area H62453 (S3).

This paragraph illustrate(s) 1st Message Outputting Loca-
tion Data Producing Software H624¢3 of Host H and 1st
Message Outputting Location Data Producing Software
2066243 of Communication Device 200, which produce(s)
the 1st message outputting location data. In this embodiment,
Host H retrieves all street address data (e.g., Street Address
Data#1 through #4) from Street Address Data Storage Area
H62456 and sends the data to Communication Device 200
(S1). CPU 211 (FIG. 1) receives the street address data (e.g.,
Street Address Data#1 through #4) from Host H in a wireless
fashion and displays the data on LCD 201 (FIG. 1) (S2). The
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user of Communication Device 200 selects, by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, a street
address data (e.g., Street Address Data#1) (S3). CPU 211
(FIG. 1) sends the street address data (e.g., Street Address
Data#1) selected in the previous step to Host H in a wireless
fashion (S4). Host H receives the street address data (e.g.,
Street Address Data#l) from Communication Device 200
(S5). Host H identifies the address location data (e.g., Address
Location Data#1) corresponding to the street address data
(e.g., Street Address Data#1) received in the previous step in
Address Location Data Storage Area H62457 (S6). Host H
stores the address location data (e.g., Address Location
Data#1) identified in the previous step as the 1st message
outputting location data in 1st Message Outputting [Location
Data Storage Area H62454 (S7).

This paragraph illustrate(s) 2nd Message Outputting [.oca-
tion Data Producing Software H624c4 of Host H and 2nd
Message Outputting Location Data Producing Software
206624c4 of Communication Device 200, which produce(s)
the 2nd message outputting location data. In this embodi-
ment, Host H retrieves all street address data (e.g., Street
Address Data#1 through #4) from Street Address Data Stor-
age Area H624b6 and sends the data to Communication
Device 200 (S1). CPU 211 (FIG. 1) receives the street address
data (e.g., Street Address Data#1 through #4) from Host H in
a wireless fashion and displays the data on LCD 201 (FIG. 1)
(S2). The user of Communication Device 200 selects, by
utilizing Input Device 210 (FIG. 1) or via voice recognition
system, a street address data (e.g., Street Address Data#2)
(S3). CPU 211 (FIG. 1) sends the street address data (e.g.,
Street Address Data#2) selected in the previous step to Host H
in a wireless fashion (S4). Host H receives the street address
data (e.g., Street Address Data#2) from Communication
Device 200 (S5). Host H identifies the address location data
(e.g., Address Location Data#2) corresponding to the street
address data (e.g., Street Address Data#2) received in the
previous step in Address Location Data Storage Area H62457
(S6). Host H stores the address location data (e.g., Address
Location Data#2) identified in the previous step as the 2nd
message outputting location data in 2nd Message Outputting
Location Data Storage Area H62455 (S7).

This paragraph illustrate(s) Current Location Data Produc-
ing Software H624¢5 of Host H and Current Location Data
Producing Software 206624c5 of Communication Device
200, which produce(s) the current location data. In this
embodiment, CPU 211 (FIG. 1) identifies the current location
of Communication Device 200 (S1). CPU 211 (FIG. 1) pro-
duces the current location data by referring to the current
location identified in the previous step and sends the data to
Host H in a wireless fashion (S2). Host H receives the current
location data from Communication Device 200 and stores the
data in Current Location Data Storage Area H62451 (S3). The
foregoing sequence is repeated periodically.

This paragraph illustrate(s) 1st Message Data Outputting
Software H624¢6 of Host H and 1st Message Data Outputting
Software 206624¢6 of Communication Device 200, which
output(s) the 1st message data. In this embodiment, Host H
retrieves the current location data from Current Location Data
Storage Area H6245b1 (S1). Host H retrieves the 1st message
outputting location data from 1st Message Outputting [oca-
tion Data Storage Area H62454 (S2). If the current location
data retrieved in S1 is within a certain distance from the 1st
message outputting location data retrieved in the previous
step, Host H proceeds to the next step (S3). Host H retrieves
the 1st message data from 1st Message Data Storage Area
H62452 and sends the data to Communication Device 200
(S4). CPU 211 (FIG. 1) receives the 1st message data from
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Host H in a wireless fashion and outputs the data from
Speaker 216 (FIG. 1) and LCD 201 (FIG. 1) (S5). Host H
retrieves the map data from Map Data Storage Area H62458
and sends the data to Communication Device 200 (S6). CPU
211 (FIG. 1) receives the map data from Host H in a wireless
fashion and displays the data on LCD 201 (FIG. 1) (S7). Host
H retrieves the current location icon data from Current Loca-
tion Icon Data Storage Area H62459 and sends the data to
Communication Device 200 (S8). CPU 211 (FIG. 1) receives
the current location icon data from Host H in a wireless
fashion (89). CPU 211 (FIG. 1) displays the current location
icon data received in the previous step at the location corre-
sponding to the current location data retrieved in S1 on the
map data displayed on S7 (S10). Host H retrieves the 1st icon
data from 1st Icon Data Storage Area H624510 and sends the
data to Communication Device 200 (S11). CPU 211 (FIG. 1)
receives the 1st icon data from Host H in a wireless fashion
(S12). CPU 211 (FIG. 1) displays the 1sticon data received in
the previous step at the location corresponding to the 1st
message outputting location data retrieved in S2 on the map
data displayed on S7 (S13). Host H identifies the address
location data (e.g., Address Location Data#1) corresponding
to the 1st message outputting location data retrieved in S2 in
Address Location Data Storage Area H62457 (S14). Host H
retrieves the street address data (e.g., Street Address Data#1)
corresponding to the address location data (e.g., Address
Location Data#1) identified in the previous step from Street
Address Data Storage Area H62456 and sends the data to
Communication Device 200 (S15). CPU 211 (FIG. 1)
receives the street address data (e.g., Street Address Data#1)
from Host H in a wireless fashion and displays the data on
LCD 201 (FIG. 1) (S16). The foregoing sequence is repeated
periodically.

This paragraph illustrate(s) 2nd Message Data Outputting
Software H624¢7 of Host H and 2nd Message Data Output-
ting Software 206624c7 of Communication Device 200,
which output(s) the 2nd message data. In this embodiment,
Host H retrieves the current location data from Current Loca-
tion Data Storage Area H62451 (S1). Host H retrieves the 2nd
message outputting location data from 2nd Message Output-
ting Location Data Storage Area H62455 (S2). If the current
location data retrieved in S1 is within a certain distance from
the 2nd message outputting location data retrieved in the
previous step, Host H proceeds to the next step (S3). Host H
retrieves the 2nd message data from 2nd Message Data Stor-
age Area H62453 and sends the data to Communication
Device 200 (S4). CPU 211 (FIG. 1) receives the 2nd message
data from Host H in a wireless fashion and outputs the data
from Speaker 216 (FIG. 1) and LCD 201 (FIG. 1) (S5). Host
H retrieves the map data from Map Data Storage Area
H62458 and sends the data to Communication Device 200
(S6). CPU 211 (FIG. 1) receives the map data from Host H in
a wireless fashion and displays the data on LCD 201 (FIG. 1)
(S7). Host H retrieves the current location icon data from
Current Location Icon Data Storage Area H62459 and sends
the data to Communication Device 200 (S8). CPU 211 (FIG.
1) receives the current location icon data from Host H in a
wireless fashion (S9). CPU 211 (FIG. 1) displays the current
location icon data received in the previous step at the location
corresponding to the current location data retrieved in S1 on
the map data displayed on S7 (S10). Host H retrieves the 2nd
icon data from 2nd Icon Data Storage Area H624511 and
sends the datato Communication Device 200 (S11). CPU 211
(FIG. 1) receives the 2nd icon data from Host H in a wireless
fashion (S12). CPU 211 (FIG. 1) displays the 2nd icon data
received in the previous step at the location corresponding to
the 2nd message outputting location data retrieved in S2 on
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the map data displayed on S7 (S13). Host H identifies the
address location data (e.g., Address Location Data#2) corre-
sponding to the 2nd message outputting location data
retrieved in S2 in Address Location Data Storage Area
H62457 (S14). Host H retrieves the street address data (e.g.,
Street Address Data#2) corresponding to the address location
data (e.g., Address Location Data#2) identified in the previ-
ous step from Street Address Data Storage Areca H62456 and
sends the datato Communication Device 200 (S15). CPU 211
(FIG. 1) receives the street address data (e.g., Street Address
Data#2) from Host H in a wireless fashion and displays the
data on LCD 201 (FIG. 1) (S16). The foregoing sequence is
repeated periodically.

The following paragraphs illustrate another embodiment
wherein Communication Device 200 plays the major role in
implementing the present function.

This paragraph illustrate(s) 1st Message Data Producing
Software 206624¢1 of Communication Device 200, which
produce(s) the 1st message data. In this embodiment, the user
of Communication Device 200 authors, by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, a mes-
sage (S1). Here, the user may author any type of message.
CPU 211 (FIG. 1) produces the 1st message data by utilizing
the message authored in the previous step (S2). CPU 211
(FIG. 1) stores the 1st message data produced in the previous
step in 1st Message Data Storage Area 20662452 (S3).

This paragraph illustrate(s) 2nd Message Data Producing
Software 206624¢2 of Communication Device 200, which
produce(s) the 2nd message data. In this embodiment, the
user of Communication Device 200 authors, by utilizing
Input Device 210 (FIG. 1) or via voice recognition system, a
message (S1). Here, the user may author any type of message.
CPU 211 (FIG. 1) produces the 2nd message data by utilizing
the message authored in the previous step (S2). CPU 211
(FIG. 1) stores the 2nd message data produced in the previous
step in 2nd Message Data Storage Area 20662453 (S3).

This paragraph illustrate(s) 1st Message Outputting [L.oca-
tion Data Producing Software 206624c¢3 of Communication
Device 200, which produce(s) the 1st message outputting
location data. In this embodiment, CPU 211 (FIG. 1) retrieves
all street address data (e.g., Street Address Data#1 through
#4) from Street Address Data Storage Area 20662456 (S1).
CPU 211 (FIG. 1) displays the street address data (e.g., Street
Address Data#1 through #4) retrieved in the previous step on
LCD 201 (FIG. 1) (S2). The user of Communication Device
200 selects, by utilizing Input Device 210 (FIG. 1) or via
voice recognition system, a street address data (e.g., Street
Address Data#l) (S3). CPU 211 (FIG. 1) identifies the
address location data (e.g., Address Location Data#1) corre-
sponding to the street address data (e.g., Street Address
Data#1) selected in the previous step in Address Location
Data Storage Area 20662457 (S4). CPU 211 (FIG. 1) stores
the address location data (e.g., Address Location Data#1)
identified in the previous step as the 1st message outputting
location data in 1st Message Outputting Location Data Stor-
age Area 20662454 (S5).

This paragraph illustrate(s) 2nd Message Outputting [.oca-
tion Data Producing Software 206624c4 of Communication
Device 200, which produce(s) the 2nd message outputting
location data. In this embodiment, CPU 211 (FIG. 1) retrieves
all street address data (e.g., Street Address Data#1 through
#4) from Street Address Data Storage Area 20662456 (S1).
CPU 211 (FIG. 1) displays the street address data (e.g., Street
Address Data#1 through #4) retrieved in the previous step on
LCD 201 (FIG. 1) (S2). The user of Communication Device
200 selects, by utilizing Input Device 210 (FIG. 1) or via
voice recognition system, a street address data (e.g., Street
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Address Data#2) (S3). CPU 211 (FIG. 1) identifies the
address location data (e.g., Address Location Data#2) corre-
sponding to the street address data (e.g., Street Address
Data#2) selected in the previous step in Address Location
Data Storage Area 20662457 (S4). CPU 211 (FIG. 1) stores
the address location data (e.g., Address Location Data#2)
identified in the previous step as the 2nd message outputting
location data in 2nd Message Outputting Location Data Stor-
age Area 20662455 (S5).

This paragraph illustrate(s) Current Location Data Produc-
ing Software 206624c¢5 of Communication Device 200,
which produce(s) the current location data. In this embodi-
ment, CPU 211 (FIG. 1) identifies the current location of
Communication Device 200 (S1). CPU 211 (FIG. 1) pro-
duces the current location data by referring to the current
location identified in the previous step (S2). CPU 211 (FIG. 1)
stores the current location data produced in the previous step
in Current Location Data Storage Area 20662451 (S3). The
foregoing sequence is repeated periodically.

This paragraph illustrate(s) 1st Message Data Outputting
Software 206624¢6 of Communication Device 200, which
output(s) the 1st message data. In this embodiment, CPU 211
(FIG. 1) retrieves the current location data from Current
Location Data Storage Area 20662451 (S1). CPU 211 (FIG.
1) retrieves the 1st message outputting location data from 1st
Message Outputting Location Data Storage Area 20662454
(S2). If the current location data retrieved in S1 is within a
certain distance from the 1st message outputting location data
retrieved in the previous step, CPU 211 (FIG. 1) proceeds to
the next step (S3). CPU 211 (FIG. 1) retrieves the 1st message
data from 1st Message Data Storage Area 20662452 (S4).
CPU 211 (FIG. 1) outputs the 1st message data retrieved in
the previous step from Speaker 216 (FIG. 1) and LCD 201
(FIG. 1) (S85). CPU 211 (FIG. 1) retrieves the map data from
Map Data Storage Area 20662458 (S6). CPU 211 (FIG. 1)
displays the map data retrieved in the previous step on LCD
201 (FIG. 1) (87). CPU 211 (FIG. 1) retrieves the current
location icon data from Current Location Icon Data Storage
Area 20662459 (S8). CPU 211 (FIG. 1) displays the current
location icon data retrieved in the previous step at the location
corresponding to the current location data retrieved in S1 on
the map data displayed on S7 (89). CPU 211 (FIG. 1) retrieves
the 1sticon data from 1st Icon Data Storage Area 206624510
(S10). CPU 211 (FIG. 1) displays the 1st icon data retrieved
in the previous step at the location corresponding to the 1st
message outputting location data retrieved in S2 on the map
data displayed on S7 (S11). CPU 211 (FIG. 1) identifies the
address location data (e.g., Address Location Data#1) corre-
sponding to the 1st message outputting location data retrieved
in S2 in Address Location Data Storage Area 20662457
(S12). CPU 211 (FIG. 1) retrieves the street address data (e.g.,
Street Address Data#1) corresponding to the address location
data (e.g., Address Location Data#1) identified in the previ-
ous step from Street Address Data Storage Area 20662456
(S13). CPU 211 (FIG. 1) displays the street address data (e.g.,
Street Address Data#1) retrieved in the previous step on LCD
201 (FIG. 1) (S14). The foregoing sequence is repeated peri-
odically.

This paragraph illustrate(s) 2nd Message Data Outputting
Software 206624¢7 of Communication Device 200, which
output(s) the 2nd message data. In this embodiment, CPU 211
(FIG. 1) retrieves the current location data from Current
Location Data Storage Area 20662451 (S1). CPU 211 (FIG.
1) retrieves the 2nd message outputting location data from
2nd Message Outputting Location Data Storage Area
20662455 (S2). If the current location data retrieved in S1 is
within a certain distance from the 2nd message outputting
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location data retrieved in the previous step, CPU 211 (FIG. 1)
proceeds to the next step (S3). CPU 211 (FIG. 1) retrieves the
2nd message data from 2nd Message Data Storage Area
20662453 (S4). CPU 211 (FIG. 1) outputs the 2nd message
data retrieved in the previous step from Speaker 216 (FIG. 1)
and LCD 201 (FIG. 1) (S5). CPU 211 (FIG. 1) retrieves the
map data from Map Data Storage Area 20662458 (S6). CPU
211 (FIG. 1) displays the map data retrieved in the previous
step on LCD 201 (FIG. 1) (87). CPU 211 (FIG. 1) retrieves
the current location icon data from Current Location Icon
Data Storage Area 20662459 (S8). CPU 211 (FIG. 1) displays
the current location icon data retrieved in the previous step at
the location corresponding to the current location data
retrieved in S1 on the map data displayed on S7 (S9). CPU
211 (FIG. 1) retrieves the 2nd icon data from 2nd Icon Data
Storage Area 206624511 (S10). CPU 211 (FIG. 1) displays
the 2nd icon data retrieved in the previous step at the location
corresponding to the 2nd message outputting location data
retrieved in S2 on the map data displayed on S7 (S11). CPU
211 (FIG. 1) identifies the address location data (e.g., Address
Location Data#2) corresponding to the 2nd message output-
ting location data retrieved in S2 in Address Location Data
Storage Area 20662457 (S12). CPU 211 (FIG. 1) retrieves the
street address data (e.g., Street Address Data#2) correspond-
ing to the address location data (e.g., Address Location
Data#2) identified in the previous step from Street Address
Data Storage Area 20662456 (S13). CPU 211 (FIG. 1) dis-
plays the street address data (e.g., Street Address Data#2)
retrieved in the previous step on LCD 201 (FIG. 1) (S14). The
foregoing sequence is repeated periodically.

<<Location Dependent Program Activating Function>>

The following paragraphs illustrate the location dependent
program activating mode implementor, wherein when the
user of said communication device arrives at a 1st location, a
1st software program is executed and a map indicating said
1stlocation and the street address or name of said 1st location
are displayed on said display, and when the user of said
communication device arrives at a 2nd location, a 2nd soft-
ware program is executed and a map indicating said 2nd
location and the street address or name of said 2nd location
are displayed on said display.

This paragraph illustrates the storage area included in Host
H. In this embodiment, Host H includes Location Dependent
Program Activating Information Storage Area H625a of
which the data and the software program(s) stored therein are
described hereinafter.

This paragraph illustrates the storage area(s) included in
Location Dependent Program Activating Information Stor-
age Area H625q. In this embodiment, Location Dependent
Program Activating Information Storage Area H625a
includes Location Dependent Program Activating Data Stor-
age Area H625b and Location Dependent Program Activating
Software Storage Area H625¢. Location Dependent Program
Activating Data Storage Area H625b stores the data neces-
sary to implement the present function on the side of Host H,
such as the one(s) described hereinafter. Location Dependent
Program Activating Software Storage Area H625¢ stores the
software program(s) necessary to implement the present
function on the side of Host H, such as the one(s) described
hereinafter.

This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Data Storage Area
H625b. In this embodiment, Location Dependent Message
Outputting Data Storage Area H6255 includes Current Loca-
tion Data Storage Area H6255b1, 1st Program Data Storage
Area H62552, 2nd Program Data Storage Area H62553, 1st
Program Executing Location Data Storage Area H62554, 2nd
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Program Executing Location Data Storage Area H62555,
Street Address Data Storage Area H625566, Address Location
Data Storage Area H62557, Map Data Storage Area H62558,
Current Location Icon Data Storage Area H62559, 1st Icon
Data Storage Area H625510, 2nd Icon Data Storage Area
H625511, and Work Area H625512. Current Location Data
Storage Area H62551 stores the current location data which
indicates the current geographic location of Communication
Device 200 in (x,y,z) format. 1st Program Data Storage Area
H62552 stores the 1st program data which is a specific soft-
ware program. 2nd Program Data Storage Areca H62553
stores the 2nd program data which is another specific soft-
ware program. 1st Program Executing Location Data Storage
Area H625b4 stores the 1st program executing location data
which indicates the geographic location of Communication
Device 200 at which the 1st program data is executed. 2nd
Program Executing Location Data Storage Area H62555
stores the 2nd program executing location data which indi-
cates the geographic location of Communication Device 200
at which the 2nd program data is executed. Street Address
Data Storage Area H62556 stores the data described herein-
after. Address Location Data Storage Area H62557 stores the
data described hereinafter. Map Data Storage Area H62558
stores the map data which is the image data indicating a map.
Current Location Icon Data Storage Area H62559 stores the
current location icon data which is the image of the icon
utilized to indicate the current location data on the map data.
1st Icon Data Storage Area H625510 stores the 1st icon data
which is the image of the icon utilized to indicate the 1st
program executing location data on the map data. 2nd Icon
Data Storage Area H625511 stores the 2nd icon data which is
the image of the icon utilized to indicate the 2nd program
executing location data on the map data. Work Area H625512
is utilized as a work area to perform calculation and tempo-
rarily store data.

This paragraph illustrates the data stored in Street Address
Data Storage Area H625566. In this embodiment, Street
Address Data Storage Area H625566 comprises two columns,
i.e., ‘Street Address ID’ and ‘Street Address Data’. Column
‘Street Address 1D’ stores the street address 1Ds, and each
street address ID is an identification of the corresponding
street address data stored in column ‘Street Address Data’.
Column ‘Street Address Data’ stores the street address data,
and each street address data indicates a street address. Each
street address data may also indicate the name of a specific
location or site corresponding to the street address. In this
embodiment, Street Address Data Storage Area H625b6
stores the following data: ‘Street Address#1” and the corre-
sponding ‘Street Address Data#1’; “Street Address#2’ and the
corresponding ‘Street Address Data#2’; ‘Street Address#3’
and the corresponding ‘Street Address Data#3’; and ‘Street
Address#4’ and the corresponding ‘Street Address Data#4’.

This paragraph illustrates the data stored in Address Loca-
tion Data Storage Area H62557. In this embodiment, Address
Location Data Storage Area H62557 comprises two columns,
i.e., ‘Street Address 1D’ and ‘Address Location Data’. Col-
umn ‘Street Address ID’ stores the street address 1Ds, and
each street address ID is an identification of the correspond-
ing address location data stored in column ‘Address Location
Data’. The street address IDs stored in the present column are
identical to the ones described in the previous paragraph.
Column ‘Address Location Data’ stores the address location
data, and each address location data indicates the geographic
location of the corresponding street address data in (X,y,z)
format. In this embodiment, Address Location Data Storage
Area H6255b7 stores the following data: ‘Street Address#1’
and the corresponding ‘Address Location Data#1’; “Street
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Address#2’ and the corresponding ‘Address Location
Data#2’; ‘Street Address#3” and the corresponding ‘Address
Location Data#3’; and ‘Street Address#4’ and the corre-
sponding ‘Address Location Data#4’.

This paragraph illustrates the software program(s) stored
in Location Dependent Message Outputting Software Stor-
age Area H625c¢. In this embodiment, Location Dependent
Message Outputting Software Storage Area H625¢ stores 1st
Program Data Producing Software H625¢1, 2nd Program
Data Producing Software H625¢2, 1st Program Executing
Location Data Producing Software H625¢3, 2nd Program
Executing Location Data Producing Software H625¢4, Cur-
rent Location Data Producing Software H625¢5, 1st Program
Data Executing Software H625¢6, and 2nd Program Data
Executing Software H625¢7. 1st Program Data Producing
Software H625¢1 is the software program described herein-
after. 2nd Program Data Producing Software H625¢2 is the
software program described hereinafter. 1st Program Execut-
ing Location Data Producing Software H625¢3 is the soft-
ware program described hereinafter. 2nd Program Executing
Location Data Producing Software H625¢4 is the software
program described hereinafter. Current Location Data Pro-
ducing Software H625¢5 is the software program described
hereinafter. 1st Program Data Executing Software H625¢6 is
the software program described hereinafter. 2nd Program
Data Executing Software H625¢7 is the software program
described hereinafter.

This paragraph illustrates the storage area included in
RAM 206 (FIG. 1) of Communication Device 200. In this
embodiment, RAM 206 includes Location Dependent Pro-
gram Activating Information Storage Area 206625a of which
the data and the software program(s) stored therein are
described hereinafter.

The data and/or the software program(s) necessary to
implement the present function may be downloaded from
Host H to Communication Device 200.

This paragraph illustrates the storage area(s) included in
Location Dependent Program Activating Information Stor-
age Area 206625aq. In this embodiment, Location Dependent
Program Activating Information Storage Area 206625a
includes Location Dependent Program Activating Data Stor-
age Area 2066255 and Location Dependent Program Activat-
ing Software Storage Area 206625¢. Location Dependent
Program Activating Data Storage Area 2066255 stores the
data necessary to implement the present function on the side
of Communication Device 200, such as the one(s) described
hereinafter. Location Dependent Program Activating Soft-
ware Storage Area 206625¢ stores the software program(s)
necessary to implement the present function on the side of
Communication Device 200, such as the one(s) described
hereinafter.

This paragraph illustrates the storage area(s) included in
Location Dependent Message Outputting Data Storage Area
206625b. In this embodiment, Location Dependent Message
Outputting Data Storage Area 2066255 includes Current
Location Data Storage Area 20662551, 1st Program Data
Storage Area 20662552, 2nd Program Data Storage Area
20662553, 1st Program Executing Location Data Storage
Area 20662554, 2nd Program Executing Location Data Stor-
age Area 206625565, Street Address Data Storage Area
20662556, Address Location Data Storage Area 20662557,
Map Data Storage Area 20662558, Current Location Icon
Data Storage Area 20662559, 1st Icon Data Storage Area
206625510, 2nd Icon Data Storage Area 206625511, and
Work Area 206625512. Current Location Data Storage Area
20662551 stores the current location data which indicates the
current geographic location of Communication Device 200 in
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(x,y,z) format. 1st Program Data Storage Area 20662552
stores the 1st program data which is a specific software pro-
gram. 2nd Program Data Storage Area 20662553 stores the
2nd program data which is another specific software program.
1st Program Executing Location Data Storage Area
206625b4 stores the 1st program executing location data
which indicates the geographic location of Communication
Device 200 at which the 1st program data is executed. 2nd
Program Executing Location Data Storage Area 20662555
stores the 2nd program executing location data which indi-
cates the geographic location of Communication Device 200
at which the 2nd program data is executed. Street Address
Data Storage Area 20662556 stores the data described here-
inafter. Address Location Data Storage Area 20662557 stores
the data described hereinafter. Map Data Storage Area
20662558 stores the map data which is the image data indi-
cating a map. Current Location Icon Data Storage Area
20662559 stores the current location icon data which is the
image of the icon utilized to indicate the current location data
onthe map data. 1st Icon Data Storage Area 206625510 stores
the 1st icon data which is the image of the icon utilized to
indicate the 1st program executing location data on the map
data. 2nd Icon Data Storage Area 206625511 stores the 2nd
icondata which is the image ofthe icon utilized to indicate the
2nd program executing location data on the map data. Work
Area 206625512 is utilized as a work area to perform calcu-
lation and temporarily store data.

This paragraph illustrates the data stored in Street Address
Data Storage Area 20662556. In this embodiment, Street
Address Data Storage Area 20662556 comprises two col-
umns, i.e., ‘Street Address ID* and ‘Street Address Data’.
Column ‘Street Address 1D’ stores the street address IDs, and
each street address ID is an identification of the correspond-
ing street address data stored in column ‘Street Address
Data’. Column ‘Street Address Data’ stores the street address
data, and each street address data indicates a street address.
Each street address data may also indicate the name of a
specific location or site corresponding to the street address. In
this embodiment, Street Address Data Storage Area
206625566 stores the following data: ‘Street Address#1” and
the corresponding ‘Street Address Data#1’; <Street
Address#2’ and the corresponding ‘Street Address Data#2’;
‘Street Address#3” and the corresponding ‘Street Address
Data#3’; and ‘Street Address#4’ and the corresponding
‘Street Address Data#4’.

This paragraph illustrates the data stored in Address Loca-
tion Data Storage Area 20662557. In this embodiment,
Address Location Data Storage Area 20662557 comprises
two columns, i.e., ‘Street Address ID’ and ‘Address Location
Data’. Column ‘Street Address ID’ stores the street address
IDs, and each street address ID is an identification of the
corresponding address location data stored in column
‘Address Location Data’. The street address IDs stored in the
present column are identical to the ones described in the
previous paragraph. Column ‘Address Location Data’ stores
the address location data, and each address location data
indicates the geographic location of the corresponding street
address data in (x,y,z) format. In this embodiment, Address
Location Data Storage Area 20662557 stores the following
data: “Street Address#1’ and the corresponding ‘Address
Location Data#1’; ‘Street Address#2” and the corresponding
‘Address Location Data#2; ‘Street Address#3’ and the corre-
sponding ‘Address Location Data#3’; and ‘Street Address#4’
and the corresponding ‘Address Location Data#4’.

This paragraph illustrates the software program(s) stored
in Location Dependent Message Outputting Software Stor-
age Area 206625c¢. In this embodiment, Location Dependent
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Message Outputting Software Storage Area 206625¢ stores
1st Program Data Producing Software 206625¢1, 2nd Pro-
gram Data Producing Software 206625¢2, 1st Program
Executing Location Data Producing Software 2066253, 2nd
Program Executing Location Data Producing Software
206625¢4, Current Location Data Producing Software
206625¢5, 1st Program Data Executing Software 206625¢6,
and 2nd Program Data Executing Software 206625¢7. 1st
Program Data Producing Software 206625c¢1 is the software
program described hereinafter. 2nd Program Data Producing
Software 206625¢2 is the software program described here-
inafter. 1st Program Executing Location Data Producing
Software 206625¢3 is the software program described here-
inafter. 2nd Program Executing Location Data Producing
Software 206625¢4 is the software program described here-
inafter. Current Location Data Producing Software 206625¢5
is the software program described hereinafter. 1st Program
Data Executing Software 206625¢6 is the software program
described hereinafter. 2nd Program Data Executing Software
206625¢7 is the software program described hereinafter.

This paragraph illustrate(s) 1st Program Data Producing
Software H625¢1 of Host H and 1st Program Data Producing
Software 206625¢1 of Communication Device 200, which
produce(s) the 1st program data. In this embodiment, CPU
211 (FIG. 1) displays a list of software programs on LCD 201
(FIG. 1) (S1). The user of Communication Device 200
selects, by utilizing Input Device 210 (FIG. 1) or via voice
recognition system, a software program from the list dis-
played on LCD 201 (FIG.1) (S2). CPU 211 (FIG. 1) sends the
software program selected in the previous step to Host Hin a
wireless fashion (S3). Host H receives the software program
from Communication Device 200 (S4). Host H stores the
software program received in the previous step as the 1st
program data in 1st Program Data Storage Area H62552 (S5).

This paragraph illustrate(s) 2nd Program Data Producing
Software H625¢2 of Host H and 2nd Program Data Producing
Software 206625¢2 of Communication Device 200, which
produce(s) the 2nd program data. In this embodiment, CPU
211 (FIG. 1) displays a list of software programs on LCD 201
(FIG. 1) (S1). The user of Communication Device 200
selects, by utilizing Input Device 210 (FIG. 1) or via voice
recognition system, a software program from the list dis-
played on LCD 201 (FIG.1) (S2). CPU 211 (FIG. 1) sends the
software program selected in the previous step to Host Hin a
wireless fashion (S3). Host H receives the software program
from Communication Device 200 (S4). Host H stores the
software program received in the previous step as the 2nd
program data in 2nd Program Data Storage Area H62553
(S5).

This paragraph illustrate(s) 1st Program Executing Loca-
tion Data Producing Software H625¢3 of Host H and 1st
Program Executing Location Data Producing Software
206625¢3 of Communication Device 200, which produce(s)
the 1st program executing location data. In this embodiment,
Host H retrieves all street address data (e.g., Street Address
Data#1 through #4) from Street Address Data Storage Area
H625b6 and sends the data to Communication Device 200
(S1). CPU 211 (FIG. 1) receives the street address data (e.g.,
Street Address Data#1 through #4) from Host H in a wireless
fashion and displays the data on LCD 201 (FIG. 1) (S2). The
user of Communication Device 200 selects, by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, a street
address data (e.g., Street Address Data#1) (S3). CPU 211
(FIG. 1) sends the street address data (e.g., Street Address
Data#1) selected in the previous step to Host H in a wireless
fashion (S4). Host H receives the street address data (e.g.,
Street Address Data#l) from Communication Device 200
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(S5). Host H identifies the address location data (e.g., Address
Location Data#1) corresponding to the street address data
(e.g., Street Address Data#1) received in the previous step in
Address Location Data Storage Area H62557 (S6). Host H
stores the address location data (e.g., Address Location
Data#1) identified in the previous step as the 1st program
executing location data in 1st Program Executing [ocation
Data Storage Area H62554 (S7).

This paragraph illustrate(s) 2nd Program Executing Loca-
tion Data Producing Software H625¢4 of Host H and 2nd
Program Executing Location Data Producing Software
206625¢4 of Communication Device 200, which produce(s)
the 2nd program executing location data. In this embodiment,
Host H retrieves all street address data (e.g., Street Address
Data#1 through #4) from Street Address Data Storage Area
H625b6 and sends the data to Communication Device 200
(S1). CPU 211 (FIG. 1) receives the street address data (e.g.,
Street Address Data#1 through #4) from Host H in a wireless
fashion and displays the data on LCD 201 (FIG. 1) (S2). The
user of Communication Device 200 selects, by utilizing Input
Device 210 (FIG. 1) or via voice recognition system, a street
address data (e.g., Street Address Data#2) (S3). CPU 211
(FIG. 1) sends the street address data (e.g., Street Address
Data#2) selected in the previous step to Host H in a wireless
fashion (S4). Host H receives the street address data (e.g.,
Street Address Data#2) from Communication Device 200
(S5). Host H identifies the address location data (e.g., Address
Location Data#2) corresponding to the street address data
(e.g., Street Address Data#2) received in the previous step in
Address Location Data Storage Area H62557 (S6). Host H
stores the address location data (e.g., Address Location
Data#2) identified in the previous step as the 2nd program
executing location data in 2nd Program Executing [.ocation
Data Storage Area H62555 (S7).

This paragraph illustrate(s) Current Location Data Produc-
ing Software H625¢5 of Host H and Current Location Data
Producing Software 206625¢5 of Communication Device
200, which produce(s) the current location data. In this
embodiment, CPU 211 (FIG. 1) identifies the current location
of Communication Device 200 (S1). CPU 211 (FIG. 1) pro-
duces the current location data by referring to the current
location identified in the previous step and sends the data to
Host H in a wireless fashion (S2). Host H receives the current
location data from Communication Device 200 and stores the
data in Current Location Data Storage Area H62551 (S3). The
foregoing sequence is repeated periodically.

This paragraph illustrate(s) 1st Program Data Executing
Software H625¢6 of Host H and 1st Program Data Executing
Software 206625¢6 of Communication Device 200, which
execute(s) the 1st program data. In this embodiment, Host H
retrieves the current location data from Current Location Data
Storage Area H625b1 (S1). Host H retrieves the 1st program
executing location data from 1st Program Executing [.ocation
Data Storage Area H625b4 (S2). If the current location data
retrieved in S1 is within a certain distance from the 1st pro-
gram executing location data retrieved in the previous step,
Host H proceeds to the next step (S3). Host H retrieves the 1st
program data from 1st Program Data Storage Area H625562
(S4). Host H executes the 1st program data retrieved in the
previous step (S5). Host H retrieves the map data from Map
Data Storage Area H62558 and sends the data to Communi-
cation Device 200 (S6). CPU 211 (FIG. 1) receives the map
data from Host H in a wireless fashion and displays the data
on LCD 201 (FIG. 1) (S7). Host H retrieves the current
location icon data from Current Location Icon Data Storage
Area H62559 and sends the data to Communication Device
200 (S8). CPU 211 (FIG. 1) receives the current location icon
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data from Host H in a wireless fashion (S9). CPU 211 (FIG.
1) displays the current location icon data received in the
previous step at the location corresponding to the current
location data retrieved in S1 on the map data displayed on S7
(810). Host H retrieves the 1st icon data from 1st Icon Data
Storage Area H625510 and sends the data to Communication
Device 200 (S11). CPU 211 (FIG. 1) receives the 1sticon data
from Host H in a wireless fashion (S12). CPU 211 (FIG. 1)
displays the 1st icon data received in the previous step at the
location corresponding to the 1st program executing location
data retrieved in S2 on the map data displayed on S7 (S13).
Host H identifies the address location data (e.g., Address
Location Data#1) corresponding to the 1st program executing
location data retrieved in S2 in Address Location Data Stor-
age Area H62557 (S14). Host H retrieves the street address
data (e.g., Street Address Data#l) corresponding to the
address location data (e.g., Address Location Data#1) identi-
fied in the previous step from Street Address Data Storage
Area H625b6 and sends the data to Communication Device
200 (S15). CPU 211 (FIG. 1) receives the street address data
(e.g., Street Address Data#1) from Host H in a wireless fash-
ion and displays the data on LCD 201 (FIG. 1) (S16). The
foregoing sequence is repeated periodically.

This paragraph illustrate(s) 2nd Program Data Executing
Software H625¢7 of Host H and 2nd Program Data Executing
Software 206625¢7 of Communication Device 200, which
execute(s) the 2nd program data. In this embodiment, Host H
retrieves the current location data from Current Location Data
Storage Area H62551 (S1). Host H retrieves the 2nd program
executing location data from 2nd Program Executing Loca-
tion Data Storage Area H62555 (S2). If the current location
data retrieved in S1 is within a certain distance from the 2nd
program executing location data retrieved in the previous
step, Host H proceeds to the next step (S3). Host H retrieves
the 2nd program data from 2nd Program Data Storage Area
H62553 (S4). Host H executes the 2nd program data retrieved
in the previous step (S5). Host H retrieves the map data from
Map Data Storage Area H62558 and sends the data to Com-
munication Device 200 (S6). CPU 211 (FIG. 1) receives the
map data from Host H in a wireless fashion and displays the
data on LCD 201 (FIG. 1) (S7). Host H retrieves the current
location icon data from Current Location Icon Data Storage
Area H62559 and sends the data to Communication Device
200 (S8). CPU 211 (FIG. 1) receives the current location icon
data from Host H in a wireless fashion (S9). CPU 211 (FIG.
1) displays the current location icon data received in the
previous step at the location corresponding to the current
location data retrieved in S1 on the map data displayed on S7
(810). Host H retrieves the 2nd icon data from 2nd Icon Data
Storage Area H625511 and sends the data to Communication
Device 200 (S11). CPU 211 (FIG. 1) receives the 2nd icon
data from Host H in a wireless fashion (S12). CPU 211 (FIG.
1) displays the 2nd icon data received in the previous step at
the location corresponding to the 2nd program executing
location data retrieved in S2 on the map data displayed on S7
(S13). Host H identifies the address location data (e.g.,
Address Location Data#2) corresponding to the 2nd program
executing location data retrieved in S2 in Address Location
Data Storage Area H625567 (S14). Host H retrieves the street
address data (e.g., Street Address Data#2) corresponding to
the address location data (e.g., Address Location Data#2)
identified in the previous step from Street Address Data Stor-
age Area H625b6 and sends the data to Communication
Device 200 (S15). CPU 211 (FIG. 1) receives the street
address data (e.g., Street Address Data#2) from Host Hin a
wireless fashion and displays the data on LCD 201 (FIG. 1)
(816). The foregoing sequence is repeated periodically.
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The following paragraphs illustrate another embodiment
wherein Communication Device 200 plays the major role in
implementing the present function.

This paragraph illustrate(s) 1st Program Data Producing
Software 206625¢1 of Communication Device 200, which
produce(s) the 1st program data. In this embodiment, CPU
211 (FIG. 1) displays a list of software programs on LCD 201
(FIG. 1) (S1). The user of Communication Device 200
selects, by utilizing Input Device 210 (FIG. 1) or via voice
recognition system, a software program from the list dis-
playedon LCD 201 (FIG. 1) (S2). CPU 211 (FIG. 1) stores the
software program selected in the previous step as the 1Ist
program data in 1st Program Data Storage Area 20662552
(S3).

This paragraph illustrate(s) 2nd Program Data Producing
Software 206625¢2 of Communication Device 200, which
produce(s) the 2nd program data. In this embodiment, CPU
211 (FIG. 1) displays a list of software programs on LCD 201
(FIG. 1) (S1). The user of Communication Device 200
selects, by utilizing Input Device 210 (FIG. 1) or via voice
recognition system, a software program from the list dis-
playedon LCD 201 (FIG. 1) (S2). CPU 211 (FIG. 1) stores the
software program selected in the previous step as the 2nd
program data in 2nd Program Data Storage Area 20662553
(S3).

This paragraph illustrate(s) 1st Program Executing Loca-
tion Data Producing Software 206625¢3 of Communication
Device 200, which produce(s) the 1st program executing
location data. In this embodiment, CPU 211 (FIG. 1) retrieves
all street address data (e.g., Street Address Data#1 through
#4) from Street Address Data Storage Area 20662556 (S1).
CPU 211 (FIG. 1) displays the street address data (e.g., Street
Address Data#1 through #4) retrieved in the previous step on
LCD 201 (FIG. 1) (S2). The user of Communication Device
200 selects, by utilizing Input Device 210 (FIG. 1) or via
voice recognition system, a street address data (e.g., Street
Address Data#l) (S3). CPU 211 (FIG. 1) identifies the
address location data (e.g., Address Location Data#1) corre-
sponding to the street address data (e.g., Street Address
Data#1) selected in the previous step in Address Location
Data Storage Area 20662557 (S4). CPU 211 (FIG. 1) stores
the address location data (e.g., Address Location Data#1)
identified in the previous step as the 1st program executing
location data in 1st Program Executing Location Data Stor-
age Area 20662554 (S5).

This paragraph illustrate(s) 2nd Program Executing Loca-
tion Data Producing Software 206625¢4 of Communication
Device 200, which produce(s) the 2nd program executing
location data. In this embodiment, CPU 211 (FIG. 1) retrieves
all street address data (e.g., Street Address Data#1 through
#4) from Street Address Data Storage Area 20662556 (S1).
CPU 211 (FIG. 1) displays the street address data (e.g., Street
Address Data#1 through #4) retrieved in the previous step on
LCD 201 (FIG. 1) (S2). The user of Communication Device
200 selects, by utilizing Input Device 210 (FIG. 1) or via
voice recognition system, a street address data (e.g., Street
Address Data#2) (S3). CPU 211 (FIG. 1) identifies the
address location data (e.g., Address Location Data#2) corre-
sponding to the street address data (e.g., Street Address
Data#2) selected in the previous step in Address Location
Data Storage Area 20662557 (S4). CPU 211 (FIG. 1) stores
the address location data (e.g., Address Location Data#2)
identified in the previous step as the 2nd program executing
location data in 2nd Program Executing Location Data Stor-
age Area 20662555 (S5).

This paragraph illustrate(s) Current Location Data Produc-
ing Software 206625¢5 of Communication Device 200,
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which produce(s) the current location data. In this embodi-
ment, CPU 211 (FIG. 1) identifies the current location of
Communication Device 200 (S1). CPU 211 (FIG. 1) pro-
duces the current location data by referring to the current
location identified in the previous step (S2). CPU 211 (FIG. 1)
stores the current location data produced in the previous step
in Current Location Data Storage Area 20662551 (S3). The
foregoing sequence is repeated periodically.

This paragraph illustrate(s) 1st Program Data Executing
Software 206625¢6 of Communication Device 200, which
output(s) the 1st program data. In this embodiment, CPU 211
(FIG. 1) retrieves the current location data from Current
Location Data Storage Area 20662551 (S1). CPU 211 (FIG.
1) retrieves the 1st program executing location data from 1st
Program Executing Location Data Storage Area 20662554
(S2). If the current location data retrieved in S1 is within a
certain distance from the 1st program executing location data
retrieved in the previous step, CPU 211 (FIG. 1) proceeds to
the next step (S3). CPU 211 (FIG. 1) retrieves the 1st program
data from 1st Program Data Storage Area 20662552 (S4).
CPU 211 (FIG. 1) executes the 1st program data retrieved in
the previous step (S5). CPU 211 (FIG. 1) retrieves the map
data from Map Data Storage Area 20662558 (S6). CPU 211
(FIG. 1) displays the map data retrieved in the previous step
on LCD 201 (FIG. 1) (87). CPU 211 (FIG. 1) retrieves the
current location icon data from Current Location Icon Data
Storage Area 20662559 (S8). CPU 211 (FIG. 1) displays the
current location icon data retrieved in the previous step at the
location corresponding to the current location data retrieved
in S1 on the map data displayed on S7 (S9). CPU 211 (FIG. 1)
retrieves the 1st icon data from 1st Icon Data Storage Area
206625510 (S10). CPU 211 (FIG. 1) displays the 1sticondata
retrieved in the previous step at the location corresponding to
the 1st program executing location data retrieved in S2 on the
map data displayed on S7 (S11). CPU 211 (FIG. 1) identifies
the address location data (e.g., Address Location Data#1)
corresponding to the 1st program executing location data
retrieved in S2 in Address Location Data Storage Area
20662567 (S12). CPU 211 (FIG. 1) retrieves the street
address data (e.g., Street Address Data#1) corresponding to
the address location data (e.g., Address Location Data#1)
identified in the previous step from Street Address Data Stor-
age Area 20662566 (S13). CPU 211 (FIG. 1) displays the
street address data (e.g., Street Address Data#1) retrieved in
the previous step on LCD 201 (FIG. 1) (S14). The foregoing
sequence is repeated periodically.

This paragraph illustrate(s) 2nd Program Data Executing
Software 206625¢7 of Communication Device 200, which
output(s) the 2nd program data. In this embodiment, CPU 211
(FIG. 1) retrieves the current location data from Current
Location Data Storage Area 20662551 (S1). CPU 211 (FIG.
1) retrieves the 2nd program executing location data from 2nd
Program Executing Location Data Storage Area 20662555
(S2). If the current location data retrieved in S1 is within a
certain distance from the 2nd program executing location data
retrieved in the previous step, CPU 211 (FIG. 1) proceeds to
the next step (S3). CPU 211 (FIG. 1) retrieves the 2nd pro-
gram data from 2nd Program Data Storage Area 20662553
(S4). CPU 211 (FIG. 1) executes the 2nd program data
retrieved in the previous step (S5). CPU 211 (FIG. 1) retrieves
the map data from Map Data Storage Area 20662568 (S6).
CPU 211 (FIG. 1) displays the map data retrieved in the
previous step on LCD 201 (FIG. 1) (87). CPU 211 (FIG. 1)
retrieves the current location icon data from Current Location
Icon Data Storage Area 20662559 (S8). CPU 211 (FIG. 1)
displays the current location icon data retrieved in the previ-
ous step at the location corresponding to the current location
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data retrieved in S1 on the map data displayed on S7 (S9).
CPU 211 (FIG. 1) retrieves the 2nd icon data from 2nd Icon
Data Storage Area 206625511 (S10). CPU 211 (FIG. 1) dis-
plays the 2nd icon data retrieved in the previous step at the
location corresponding to the 2nd program executing location
data retrieved in S2 on the map data displayed on S7 (S11).
CPU 211 (FIG. 1) identifies the address location data (e.g.,
Address Location Data#2) corresponding to the 2nd program
executing location data retrieved in S2 in Address Location
Data Storage Area 20662557 (S12). CPU 211 (FIG. 1)
retrieves the street address data (e.g., Street Address Data#2)
corresponding to the address location data (e.g., Address
Location Data#2) identified in the previous step from Street
Address Data Storage Area 20662556 (S13). CPU 211 (FIG.
1) displays the street address data (e.g., Street Address
Data#2) retrieved in the previous step on LCD 201 (FIG. 1)
(S14). The foregoing sequence is repeated periodically.

INCORPORATION BY REFERENCE

The following paragraphs and drawings described in U.S.
Ser. No. 11/615,767 filed 2006 Dec. 22, are incorporated to
this application by reference: the preamble described in para-
graph [2149] (no drawings); Communication Device 200
(Voice Communication Mode) described in paragraphs
[2150] through [2155] (FIGS. 1 through 2c¢); Voice Recogni-
tion System described in paragraphs [2156] through [2188]
(FIGS. 3 through 19); Positioning System described in para-
graphs [2189] through [2220] (FIGS. 20a through 32¢); Auto
Backup System described in paragraphs [2221] through
[2230] (FIGS. 33 through 37); Signal Amplifier described in
paragraphs [2231] through [2236] (FIG. 38); Audio/Video
Data Capturing System described in paragraphs [2237]
through [2249] (FIGS. 39 through 44b); Digital Mirror Func-
tion (1) described in paragraphs [2250] through [2258]
(FIGS. 44c through 44e); Caller ID System described in
paragraphs [2259] through [2266] (FIGS. 45 through 47);
Stock Purchasing Function described in paragraphs [2267]
through [2276] (FIGS. 48 through 52); Timer Email Function
described in paragraphs [2277] through [2283] (FIGS. 53a
and 53b); Call Blocking Function described in paragraphs
[2284] through [2297] (FIGS. 54 through 59); Online Pay-
ment Function described in paragraphs [2298] through
[2307] (FIGS. 60 through 64); Navigation System described
in paragraphs [2308] through [2330] (FIGS. 65 through 74a);
Remote Controlling System described in paragraphs [2331]
through [2349] (FIGS. 75 through 85); Auto Emergency Call-
ing System described in paragraphs [2350] through [2358]
(FIGS. 86 and 87); Cellular TV Function described in para-
graphs [2359] through [2443] (FIGS. 88 through 135); 3D
Video Game Function described in paragraphs [2444]
through [2456] (FIGS. 136 through 144); Digital Mirror
Function (2) described in paragraphs [2457] through [2466]
(FIGS. 145 through 155); Voice Recognition Sys—E-mail (2)
described in paragraphs [2467] through [2475] (FIGS. 156
through 160); Positioning System—GPS Search Engine
described in paragraphs [2476] through [2518] (FIGS. 161
through 182); Mobile Ignition Key Function described in
paragraphs [2519] through [2541] (FIGS. 183 through 201);
Voice Print Authentication System described in paragraphs
[2542] through [2552] (FIGS. 202 through 211); Fingerprint
Authentication System described in paragraphs [2553]
through [2565] (FIGS. 212 through 221); Auto Time Adjust
Function described in paragraphs [2566] through [2570]
(FIGS. 222 through 224); Video/Photo Mode described in
paragraphs [2571] through [2599] (FIGS. 225 through 242);
Call Taxi Function described in paragraphs [2600] through
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[2640] (FIGS. 243 through 269); Shooting Video Game Func-
tion described in paragraphs [2641] through [2657] (FIGS.
270 through 283); Driving Video Game Function described in
paragraphs [2658] through [2671] (FIGS. 284 through 294);
Address Book Updating Function described in paragraphs
[2672] through [2692] (FIGS. 295 through 312); Batch
Address Book Updating Function—With Host described in
paragraphs [2693] through [2714] (FIGS. 313 through 329);
Batch Address Book Updating Function—Peer-To-Peer Con-
nection described in paragraphs [2715] through [2719]
(FIGS. 329a through 329¢); Batch Scheduler Updating Func-
tion—With Host described in paragraphs [2720] through
[2743] (FIGS. 330 through 350); Batch Scheduler Updating
Function—Peer-To-Peer Connection described in paragraphs
[2744] through [2748] (FIGS. 351 and 352); Calculator Func-
tion described in paragraphs [2749] through [2754] (FIGS.
353 through 356); Spreadsheet Function described in para-
graphs [2755] through [2762] (FIGS. 357 through 360); Word
Processing Function described in paragraphs [2763] through
[2778] (FIGS. 361 through 373); TV Remote Controller
Function described in paragraphs [2779] through [2801]
(FIGS. 374 through 394); CD/PC Inter-communicating
Function described in paragraphs [2802] through [2826]
(FIGS. 413 through 427); PDWR Sound Selecting Function
described in paragraphs [2827] through [2863] (FIGS. 428
through 456); Start Up Software Function described in para-
graphs [2864] through [2880] (FIGS. 457 through 466);
Another Embodiment Of Communication Device 200
described in paragraphs [2881] through [2885] (FIGS. 467a
through 467d); Stereo Audio Data Output Function described
in paragraphs [2886] through [2905] (FIGS. 468 through
479); Stereo Visual Data Output Function described in para-
graphs [2906] through [2925] (FIGS. 480 through 491); Mul-
tiple Signal Processing Function described in paragraphs
[2926] through [2998] (FIGS. 492 through 529); Positioning
System—Pin-pointing Function described in paragraphs
[2999] through [3032] (FIGS. 530 through 553); Artificial
Satellite Host described in paragraphs [3033] through [3051]
(FIGS. 554 through 567); CCD Bar Code Reader Function
described in paragraphs [3052] through [3073] (FIGS. 568
through 579); Online Renting Function described in para-
graphs [3074] through [3151] (FIGS. 580 through 633); SOS
Calling Function described in paragraphs [3152] through
[3172] (FIGS. 634 through 645); Input Device described in
paragraphs [3173] through [3178] (FIGS. 646 through 650);
PC Remote Controlling Function described in paragraphs
[3179] through [3214] (FIGS. 651 through 670); PC Remote
Downloading Function described in paragraphs [3215]
through [3264] (FIGS. 671 through 701); Audiovisual Play-
back Function described in paragraphs [3265] through [3290]
(FIGS. 702 through 716); Audio Playback Function
described in paragraphs [3291] through [3315] (FIGS. 717
through 731); Ticket Purchasing Function described in para-
graphs [3316] through [3345] (FIGS. 732 through 753);
Remote Data Frasing Function described in paragraphs
[3346] through [3375] (FIGS. 754 through 774); Business
Card Function described in paragraphs [3376] through [3392]
(FIGS. 775 through 783); Game Vibrating Function
described in paragraphs [3393] through [3403] (FIGS. 784
through 786); Part-time Job Finding Function described in
paragraphs [3404] through [3424] (FIGS. 787 through 801);
Parking Lot Finding Function described in paragraphs [3425]
through [3464] (FIGS. 802 through 832); Parts Upgradable
Communication Device described in paragraphs [3465]
through [3490] (FIGS. 833a through 833x); On Demand TV
Function described in paragraphs [3491] through [3521]
(FIGS. 834 through 855); Inter-communicating TV Function
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described in paragraphs [3522] through [3556] (FIGS. 856
through 882); Display Controlling Function described in
paragraphs [3557] through [3574] (FIGS. 883 through 894);
Multiple Party Communicating Function described in para-
graphs [3575] through [3608] (FIGS. 894a through 917);
Display Brightness Controlling Function described in para-
graphs [3609] through [3618] (FIGS. 918 through 923); Mul-
tiple Party Pin-pointing Function described in paragraphs
[3619] through [3666] (FIGS. 924 through 950f); Digital
Camera Function described in paragraphs [3667] through
[3694] (FIGS. 951 through 968); Phone Number Linking
Function described in paragraphs [3695] through [3718]
(FIGS. 968a through 983); Multiple Window Displaying
Function described in paragraphs [3719] through [3737]
(FIGS. 984 through 995); Mouse Pointer Displaying Func-
tion described in paragraphs [3738] through [3775] (FIGS.
996 through 1021); House Item Pin-pointing Function
described in paragraphs [3776] through [3935] (FIGS. 1022
through 1152); Membership Administrating Function
described in paragraphs [3936] through [3978] (FIGS. 1153
through 1188); Keyword Search Timer Recording Function
described in paragraphs [3979] through [4070] (FIGS. 1189
through 1254); Weather Forecast Displaying Function
described in paragraphs [4071] through [4112] (FIGS. 1255
through 1288); Multiple Language Displaying Function
described in paragraphs [4113] through [4170] (FIGS. 1289
through 1331); Caller’s Information Displaying Function
described in paragraphs [4171] through [4224] (FIGS. 1332
through 1375); Communication Device Remote Controlling
Function (By Phone) described in paragraphs [4225] through
[4265] (FIGS. 1394 through 1415); Communication Device
Remote Controlling Function (By Web) described in para-
graphs [4266] through [4306] (FIGS. 1416 through 1437);
Shortcut Icon Displaying Function described in paragraphs
[4307] through [4334] (FIGS. 1438 through 1455); Task Tray
Icon Displaying Function described in paragraphs [4335]
through [4357] (FIGS. 1456 through 1470); Multiple Chan-
nel Processing Function described in paragraphs [4358]
through [4405] (FIGS. 1471 through 1498); Solar Battery
Charging Function described in paragraphs [4406] through
[4419] (FIGS. 1499 through 1509); OS Updating Function
described in paragraphs [4420] through [4487] (FIGS. 1510
through 1575); Device Managing Function described in para-
graphs [4488] through [4505] (FIGS. 1576 through 1587);
Automobile Controlling Function described in paragraphs
[4506] through [4554] (FIGS. 1588 through 1627); OCR
Function described in paragraphs [4555] through [4590]
(FIGS. 1628 through 1652); Real-time GPS Function
described in paragraphs [4591] through [4660] (FIGS. 1653
through 1712); CCD Video Stabilizing Function described in
paragraphs [4661] through [4692] (FIGS. 1713 through
1736); DVD Remote Controlling Function described in para-
graphs [4693] through [4731] (FIGS. 1737 through 1757);
Dual Frame Buffer Implementing Function described in para-
graphs [4732] through [4748] (FIGS. 1758 through 1767);
Mouse Pointer Image Auto Changing Function described in
paragraphs [4749] through [4762] (FIGS. 1768 through
1774); Dual CCD Camera Function described in paragraphs
[4763] through [4783] (FIGS. 1775a through 1786); Radio
Tuner Function described in paragraphs [4784] through
[4814] (FIGS. 1787 through 1812); Registered Voice Recog-
nizing Function described in paragraphs [4815] through
[4854] (FIGS. 1813 through 1842); Host’s TV Resolution
Converting Function described in paragraphs [4855] through
[4884] (FIGS. 1843 through 1864); Voice Shortcut Recogniz-
ing Function described in paragraphs [4885] through [4919]
(FIGS. 1865 through 1889); Vital Sign Monitoring Function
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described in paragraphs [4920] through [5009] (FIGS. 1890a
through 1954); Three-Dimensional Map described in (FIGS.
2 and 3); Auto Collision Avoiding Function described in
(FIGS. 4 through 7); Remote Controlling System described in
(FIG. 8a through FIG. 10); Emergency Landing System
described in (FIG. 11 through FIG. 12b); Connection
Between Host H And Carrier 300 described in (FIG. 13); 3D
Map Data Updating Function described in (FIGS. 16 through
30); Auto Collision Avoiding Function—Other Embodiments
described in (FIGS. 31 through 34); Satellite TV Function
described in (FIGS. 35 through 50); Wireless Communication
Facilitating System described in (FIGS. 51 through 64b);
Three-Dimensional Map described in (??); Attached File
Emailing Function described in paragraphs [5009.1] through
[5009.13] (FIGS. 1955 through 1961); Movie eTicket Func-
tion described in paragraphs [5009.14] through [5009.66]
(FIGS. 1962 through 2002); Carrier Prepaid eCard Function
described in paragraphs [5009.67] through [5009.104]
(FIGS. 2003 through 2032); Carrier ePass Function described
in paragraphs [5009.105] through [5009.144] (FIGS. 2033
through 206 b); Communication Device 200 Installed In Car-
rier described in paragraphs [5009.145] and [5009.146] (FIG.
2062); Wireless Communication Facilitating System
described in paragraphs [5009.147] through [5009.176]
(FIGS. 2063 through 2076b); In-Carrier Notifying Function
described in paragraphs [5009.177] through [5009.207]
(FIGS. 2077 through 2093); Station Name Notifying Func-
tion described in paragraphs [5009.208] through [5009.237]
(FIGS. 2094 through 2110); Restaurant eMenu Function
described in paragraphs [5009.238] through [5009.280]
(FIGS. 2111 through 2144); Geographic Location Recording
Function described in paragraphs [5009.281] through
[5009.322] (FIGS. 2145 through 2176b); CCD Dictionary
Function described in paragraphs [5009.323] through
[5009.347] (FIGS. 2177 through 2195b); Schedule Notitying
Function described in paragraphs [5009.348] through
[5009.374] (FIGS. 2196 through 2215); Customized Device
Purchasing System described in paragraphs [5009.375]
through [5009.415] (FIGS. 2216 through 2250); Multiple
Type TV Program Distributing System described in para-
graphs [5009.416] through [5009.446] (FIGS. 2251 through
2274); Multiple TV Screen Displaying Function described in
paragraphs [5009.447] through [5009.478] (FIGS. 2275
through 2297); Touch Panel Function described in paragraphs
[5009.479] through [5009.504] (FIGS. 2298 through 2315);
Communication Device Finding Function described in para-
graphs [5009.505] through [5009.516] (FIGS. 2316 through
2322); Carrier Safety Measure Controlling Function
described in paragraphs [5009.517] through [5009.551]
(FIGS. 2323 through 2342); Product Information Retrieving
Function (CCD) described in paragraphs [ 5009.552] through
[5009.580] (FIGS. 2343 through 2360); Product Information
Stored Chip Function described in paragraphs [5009.581]
through [5009.618] (FIGS. 2361 through 2385); Karaoke
Playing Function described in paragraphs [5009.619]
through [5009.647] (FIGS. 2386 through 2406); Performing
Pattern Identifying Anti-Virus Function described in para-
graphs [5009.648] through [5009.670] (FIGS. 2407 through
2421); Continue Enabled Video Game Function described in
paragraphs [5009.671] through [5009.693] (FIGS. 2422
through 2436); Resume Enabled Video Game Function
described in paragraphs [5009.694] through [5009.716]
(FIGS. 2437 through 2451); Signal Forwarding Function
described in paragraphs [5009.717] through [5009.745]
(FIGS. 2452 through 2472); In-Carrier Auto Implementing
Mode Function described in paragraphs [5009.746] through
[5009.775] (FIGS. 2473 through 2492); Voice Message Dis-
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playing Function described in paragraphs [5009.776] through
[5009.796] (FIGS. 2493 through 2503c); Human Toes Dis-
playing Function described in paragraphs [5009.797] through
[5009.814] (FIGS. 2504 through 2521); Wrinkles/Muscles
Displaying Function described in paragraphs [5009.815]
through [5009.856] (FIGS. 2522a through 2552¢); Protruded
Body Part Displaying Function described in paragraphs
[5009.857] through [5009.876] (FIGS. 2553 through 2566b);
Satellite TV Program Displaying Function described in para-
graphs [5009.877] through [5009.921] (FIGS. 2567 through
2601); Definition of Communication Device 200 described in
paragraphs [5009.922] and [5009.923] (no drawings);
Remote Parameter Setting Function described in paragraphs
[5009.924] through [5009.1017] (FIGS. 2602 through 2682);
Multiple Sender’s Email Address Function described in para-
graphs [5009.1018] through [5009.1035] (FIGS. 2683
through 2695); Multiple Phone Number Function described
in paragraphs [5009.1036] through [5009.1055] (FIGS. 2696
through 2709); TV Commercial Customizing Function
described in paragraphs [5009.1056] through [5009.1085]
(FIGS. 2710 through 2732¢); Common Video Game Platform
Function described in paragraphs [5009.1086] through
[5009.1102] (FIGS. 2733 through 2741); Directory Display-
ing Function described in paragraphs [5009.1103] through
[5009.1130] (FIGS. 2742 through 2761); Directory Custom-
izing Function described in paragraphs [5009.1131] through
[5009.1186] (FIGS. 2762 through 2807); Host’s Directory
Customizing Function described in paragraphs [5009.1187]
through [5009.1246] (FIGS. 2808 through 2853); Trash Can
Function described in paragraphs [5009.1247] through
[5009.1295] (FIGS. 2854 through 2895f); Motion Character
Displaying Function described in paragraphs [5009.1296]
through [5009.1318] (FIGS. 2896 through 2909); Bookmark
Displaying Function described in paragraphs [5009.1319]
through [5009.1374] (FIGS. 2910 through 2955); CCD/LCD
Function described in paragraphs [5009.1375] through
[5009.1387] (FIGS. 2956 through 2959b); Pop Up Window
Blocking Function described in paragraphs [5009.1388]
through [5009.1401] (FIGS. 2960 through 2965); Map Head-
ing Up Function described in paragraphs [5009.1402]
through [5009.1421] (FIGS. 2966 through 2976); Copy Once
Function described in paragraphs [5009.1422] through
[5009.1443] (FIGS. 2977 through 2991); Copy Restricted
Software Integrated Data described in paragraphs
[5009.1444] through [5009.1457] (FIGS. 2992 through
2998); Folder Sharing Function described in paragraphs
[5009.1458] through [5009.1508] (FIGS. 2999 through
3038c); Email Folder Managing Function described in para-
graphs [5009.1509] through [5009.1577] (FIGS. 3039
through 3092¢); Power On Auto Software Executing Func-
tion described in paragraphs [5009.1578] through
[5009.1594] (FIGS. 3093 through 3103); Enhanced TV
Remote Controlling Function described in paragraphs
[5009.1595] through [5009.1639] (FIGS. 3104 through
3137¢); 3 CCD Unit Function described in paragraphs
[5009.1640] through [5009.1660] (FIGS. 3138 through
3150c); Multiple Direction Scrolling Function described in
paragraphs [5009.1661] through [5009.1762] (FIGS. 3151
through 3238); Radio Frequency Soft Handover Function
described in paragraphs [5009.1763] through [5009.1793]
(FIGS. 3239 through 3262); Inter Com Function described in
paragraphs [5009.1794] through [5009.1816] (FIGS. 3263
through 3277c); Website History Recording Function
described in paragraphs [5009.1817] through [5009.1870]
(FIGS. 3278 through 3324); Motion Picture Thumbnail Dis-
playing Function described in paragraphs [5009.1871]
through [5009.1908] (FIGS. 3325 through 3353b); 2D/3D
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Map Displaying Function described in paragraphs
[5009.1909] through [5009.1952] (FIGS. 3354 through
3380b); Remote Schedule Notifying Function described in
paragraphs [5009.1953] through [5009.1975] (FIGS. 3381
through 3393); Remote Email Notifying Function described
in paragraphs [5009.1976] through [5009.2000] (FIGS. 3394
through 3406); Remote Document Printing Function
described in paragraphs [5009.2001] through [5009.2022]
(FIGS. 3407 through 3419b); Anti-virus Protection Identify-
ing Function described in paragraphs [5009.2023] through
[5009.2043] (FIGS. 3420 through 3431c); Alphanumeric
Phone Number Dialing Function described in paragraphs
[5009.2044] through [5009.2076] (FIGS. 3432 through
3453b); Automobile License Number Dialing Function
described in paragraphs [5009.2077] through [5009.2109]
(FIGS. 3454 through 3475b); Point Card Function described
in paragraphs [5009.2110] through [5009.2147] (FIGS. 3476
through 3504c¢); Display Sharing Function described in para-
graphs [5009.2148] through [5009.2169] (FIGS. 3505
through 3516); Email Filtering Function described in para-
graphs [5009.2170] through [5009.2212] (FIGS. 3517
through 3549); Received Email Auto Sorting Function
described in paragraphs [5009.2213] through [5009.2238]
(FIGS. 3550 through 3565b); Sent Email Auto Sorting Func-
tion described in paragraphs [5009.2239] through
[5009.2264] (FIGS. 3566 through 3581b); Country Name
Displaying Function described in paragraphs [5009.2265]
through [5009.2286] (FIGS. 3582 through 3595); Email
Attached File Splitting Function described in paragraphs
[5009.2287] through [5009.2300] (FIGS. 3596 through
3603c); Auto TV Starting Function described in paragraphs
[5009.2301] through [5009.2329] (FIGS. 3604 through
3623); Enhanced TV Program Replaying Function (Commu-
nication Device 200) described in paragraphs [5009.2330]
through [5009.2361] (FIGS. 3624 through 3648b); Enhanced
TV Program Replaying Function (Host H) described in para-
graphs [5009.2362] through [5009.2400] (FIGS. 3649
through 3680b); Enhanced TV Program Replaying Function
(Devices A and B) described in paragraphs [5009.2401]
through [5009.2440] (FIGS. 3681 through 3712b); Enhanced
TV Program Replaying Function (Host H, and Devices A and
B) described in paragraphs [5009.2441] through [ 5009.2491]
(FIGS. 3713 through 3754b); TV Commercial Skipping
Function described in paragraphs [5009.2492] through
[5009.2516] (FIGS. 3755 through 3772); Timer Schedule
Auto Changing Function described in paragraphs
[5009.2517] through [5009.2542] (FIGS. 3773 through
3789); Remote Alarm Setting Function described in para-
graphs [5009.2543] through [5009.2585] (FIGS. 3789a
through 3817b); Current Location Non-notifying Function
described in paragraphs [5009.2586] through [5009.2612]
(FIGS. 3818 through 3833); Device Remotely Locking Func-
tion described in paragraphs [5009.2613] through
[5009.2644] (FIGS. 3834 through 3857); EZ Macro Function
described in paragraphs [5009.2645] through [5009.2668]
(FIGS. 3858 through 3873b); Alcohol Level Identifying
Function described in paragraphs [5009.2669] through
[5009.2694] (FIGS. 3874 through 3889b); Displayed Visual
Data Size Modifying Function described in paragraphs
[5009.2695] through [5009.2729] (FIGS. 3890 through
3915); Button Size Changing Function described in para-
graphs [5009.2730] through [5009.2758] (FIGS. 3916
through 3937); Epayment Sound Selecting Function
described in paragraphs [5009.2759] through [5009.2778]
(FIGS. 3938 through 3950c¢); Multiple TV Program Record-
ing Function described in paragraphs [5009.2779] through
[5009.2823] (FIGS. 3951 through 3988); TV Program Data
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Trashcan Function described in paragraphs [5009.2824]
through [5009.2856] (FIGS. 3989 through 4010b); Ereceipt
Producing Function described in paragraphs [5009.2857]
through [5009.2888] (FIGS. 4011 through 4033); Memo
Sharing Function described in paragraphs [5009.2889]
through [5009.2930] (FIGS. 4034 through 4064); Selected
Function Remotely Freezing Function described in para-
graphs [5009.2931] through [5009.2964] (FIGS. 4065
through 4085); Selected Software Remotely Activating Func-
tion described in paragraphs [5009.2965] through
[5009.2998] (FIGS. 4086 through 4106); Selected Function
Remotely Activating Function described in paragraphs
[5009.2999] through [5009.3032] (FIGS. 4107 through
4127); Selected Software Remotely Freezing Function
described in paragraphs [5009.3033] through [5009.3066]
(FIGS. 4128 through 4148); Selected Data Remotely Delet-
ing Function described in paragraphs [5009.3067] through
[5009.3100] (FIGS. 4149 through 4169); Web Cash Memory
Function described in paragraphs [5009.3101] through
[5009.3122] (FIGS. 4170 through 4183b); Keypad Auto
Unlocking Function described in paragraphs [5009.3123]
through [5009.3145] (FIGS. 4184 through 4199); Voice
Recog Sys Auto Unlocking Function described in paragraphs
[5009.3146] through [5009.3168] (FIGS. 4200 through
4215); Upgraded Voice Recog Sys Auto Unlocking Function
described in paragraphs [5009.3169] through [5009.3192]
(FIGS. 4216 through 4231); TV Program Information Dis-
playing Function described in paragraphs [5009.3193]
through [5009.3215] (FIGS. 4232 through 4247b); Best Sig-
nal Auto Selecting Function described in paragraphs
[5009.3216] through [5009.3269] (FIGS. 4248 through
4291); Software Timer Activating Function described in para-
graphs [5009.3270] through [5009.3295] (FIGS. 4292
through 4305b); Software Timer Terminating Function
described in paragraphs [5009.3296] through [5009.3321]
(FIGS. 4306 through 4319b); Software Timer Deleting Func-
tion described in paragraphs [5009.3322] through
[5009.3347] (FIGS. 4320 through 4333b); TV Phone Record-
ing Function described in paragraphs [5009.3348] through
[5009.3381] (FIGS. 4334 through 4358b); Hybrid GPS Func-
tion described in paragraphs [5009.3382] through
[5009.3421] (FIGS. 4359 through 4381); Elevator Control-
ling Function described in paragraphs [5009.3422] through
[5009.3447] (FIGS. 4382 through 4397); Device Migrating
Function described in paragraphs [5009.3448] through
[5009.3509] (FIGS. 4398 through 4445b); Cordless Phone
Connecting Function described in paragraphs [5009.3510]
through [5009.3547] (FIGS. 4446 through 4474b); Cash
Deposit Function described in paragraphs [5009.3548]
through [5009.3585] (FIGS. 4475 through 4497d); Highway
Fee Auto Paying Function described in paragraphs
[5009.3586] through [5009.3616] (FIGS. 4498 through
45181); By Distance Auto Action Function described in para-
graphs [5009.3617] through [5009.3639] (FIGS. 4519
through 4532); Emoney Transferring Function described in
paragraphs [5009.3640] through [5009.3666] (FIGS. 4533
through 4548c); Coupon Disposing Function described in
paragraphs [5009.3667] through [5009.3698] (FIGS. 4549
through 4569); Multiple Device Searching Function
described in paragraphs [5009.3699] through [5009.3717]
(FIGS. 4570 through 4581b); Battery Meter Notifying Func-
tion described in paragraphs [5009.3718] through
[5009.3737] (FIGS. 4582 through 4593b); Software Infrared
Transmitting Function described in paragraphs [5009.3738]
through [5009.3759] (FIGS. 4594 through 4606); Electronic
Key Function described in paragraphs [5009.3760] through
[5009.3824] (FIGS. 4607 through 4647b); Automobile Status
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Monitoring Function described in paragraphs [5009.3825]
through [5009.3885] (FIGS. 4648 through 4691); Enhanced
Business Card Transferring Function described in paragraphs
[5009.3886] through [5009.3928] (FIGS. 4692 through
4720c); Removal Media Data Transferring Function
described in paragraphs [5009.3929] through [5009.3954]
(FIGS. 4721 through 4737c); Audiovisual Data Sharing
Function described in paragraphs [5009.3955] through
[5009.3992] (FIGS. 4738 through 4763b); Email Attachment
Supplementing Function described in  paragraphs
[5009.3993] through [5009.4012] (FIGS. 4764 through
4775c); Other Device File Emailing Function described in
paragraphs [5009.4013] through [5009.4043] (FIGS. 4776
through 4799b); Slide Authoring Function described in para-
graphs [5009.4044] through [5009.4082] (FIGS. 4800
through 4828); Remote/Local Credit Card Transaction Func-
tion described in paragraphs [5009.4083] through
[5009.4119] (FIGS. 4829 through 4855d); Unread Email
Sorting Function described in paragraphs [5009.4120]
through [5009.4166] (FIGS. 4856 through 4890); TV Pro-
gram Replying Function described in paragraphs
[5009.4167] through [5009.4200] (FIGS. 4891 through
4914); PC Keyboard Function described in paragraphs
[5009.4201] through [5009.4212] (FIGS. 4915 through
4920b); Antenna Mark Displaying Function described in
paragraphs [5009.4213] through [5009.4228] (FIGS. 4921
through 4928b); Enhanced Caller ID Displaying Function
described in paragraphs [5009.4229] through [5009.4264]
(FIGS. 4929 through 4951c¢); Enhanced Call Waiting Func-
tion described in paragraphs [5009.4265] through
[5009.4300](FIGS. 4952 through 4974c); Phonebook Auto
Icon Displaying Function described in paragraphs
[5009.4301] through [5009.4332] (FIGS. 4975 through
4996); One Click Call Back Function described in paragraphs
[5009.4333] through [5009.4357] (FIGS. 4997 through
5014); Phone Conversation Storing Function described in
paragraphs [5009.4358] through [5009.4386] (FIGS. 5015
through 503 1c); Caller ID Requesting Function described in
paragraphs [5009.4387] through [5009.4410] (FIGS. 5032
through 5045c); Phone Call Audio Notifying Function
described in paragraphs [5009.4411] through [5009.4433]
(FIGS. 5046 through 5059c); Entry Phone Function
described in paragraphs [5009.4434] through [5009.4459]
(FIGS. 5060 through 5074b); FAX Sending/Receiving Func-
tion described in paragraphs [5009.4460] through
[5009.4505] (FIGS. 5075 through 5108b); Other Device’s
Phone Book Utilizing Function described in paragraphs
[5009.4506] through [5009.4536] (FIGS. 5109 through
5128); Multiple Program Executing Function described in
paragraphs [5009.4537] through [5009.4564] (FIGS. 5129
through 5148); Removal Medium Operating Function
described in paragraphs [5009.4565] through [5009.4601]
(FIGS. 5149 through 5178); Removal Medium Audiovisual
Data Recording Function described in paragraphs
[5009.4602] through [5009.4629] (FIGS. 5178a through
5199); Nearest Printer Selecting Function described in para-
graphs [5009.4630] through [5009.4656](FIGS. 5200
through 5216d); In-Cabin Com Function described in para-
graphs [5009.4657] through [5009.4680] (FIGS. 5217
through 5233c¢); Carrier Current Condition Notifying Func-
tion described in paragraphs [5009.4681] through
[5009.4710] (FIGS. 5234 through 5251b); Virtual Space Cre-
ating Function described in paragraphs [5009.4711] through
[5009.4743] (FIGS. 5252 through 5274); Security Camera
Function described in paragraphs [5009.4744] through
[5009.4778] (FIGS. 5275 through 5295); Remote Camera
Controlling Function described in paragraphs [5009.4779]
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through [5009.4820] (FIGS. 5296 through 5326); Day/Night
Camera Function described in paragraphs [5009.4821]
through [5009.4851] (FIGS. 5327 through 5346); Multiple
Wireless Signal Handover Function described in paragraphs
[5009.4852] through [5009.4897] (FIGS. 5347 through
5365); Multiple Tab Web Browsing Function described in
paragraphs [5009.4898] through [5009.4926] (FIGS. 5366
through 5388); Multiple Tab Visual Data Viewing Function
described in paragraphs [5009.4927] through [5009.4955]
(FIGS. 5389 through 5411); Multiple Tab Document Data
Viewing Function described in paragraphs [5009.4956]
through [5009.4984] (FIGS. 5412 through 5434); Multiple
Tab Email Data Viewing Function described in paragraphs
[5009.4985] through [5009.5013] (FIGS. 5435 through
5457); Convenient TV Remote Controlling Function
described in paragraphs [5009.5014] through [5009.5034]
(FIGS. 5458 through 5471); Form Auto Filling Function
described in paragraphs [5009.5035] through [5009.5072]
(FIGS. 5472 through 5495e¢); Hybrid Carrier Function
described in paragraphs [5009.5073] through [5009.5105]
(FIGS. 5496 through 5522b); Carrier Current Condition
Monitoring Function described in paragraphs [5009.5106]
through [5009.5141] (FIGS. 5523 through 5546¢); Memory
Defragmenting Function described in  paragraphs
[5009.5142] through [5009.5175](FIGS. 5547 through
5568); Memory Formatting Function described in paragraphs
[5009.5176] through [5009.5209] (FIGS. 5569 through
5590); Memory Partitioning Function described in para-
graphs [5009.5210] through [5009.5243] (FIGS. 5591
through 5612); TV Phone Pausing Function described in
paragraphs [5009.5244] through [5009.5268] (FIGS. 5613
through 5629); Reflecting Object Displaying Function
described in paragraphs [5009.5269] through [5009.5294]
(FIGS. 5630 through 5648c); Alternative TV Program
Receiving Function described in paragraphs [5009.5295]
through [5009.5325](FIGS. 5649 through 5670c); Alterna-
tive Radio Program Receiving Function described in para-
graphs [5009.5326] through [5009.5356] (FIGS. 5671
through 5692¢); Audiovisual Auto Fading Function described
in paragraphs [5009.5357] through [5009.5377] (FIGS. 5693
through 5706); Audio Auto Fading Function described in
paragraphs [5009.5378] through [5009.5398] (FIGS. 5707
through 5720); Video-In-Video Displaying Function
described in paragraphs [5009.5399] through [5009.5431]
(FIGS. 5721 through 5747b); Pre-Installed Item Purchasing
Function described in paragraphs [5009.5432] through
[5009.5470] (FIGS. 5748 through 5775b); Multiple CPU
Function described in paragraphs [5009.5471] through
[5009.5476] (FIGS. 5776 and 5777); Radio Music Down-
loading Function described in paragraphs [5009.5477]
through [5009.5516] (FIGS. 5778 through 5807); File Auto
Saving Function described in paragraphs [5009.5517]
through [5009.5559] (FIGS. 5808 through 5837b); TV Tuner
Function described in paragraphs [5009.5560] through
[5009.5600] (FIGS. 5838 through 5866); GPS Receiver’s
Log Function described in paragraphs [5009.5601] through
[5009.5629] (FIGS. 5867 through 5884b); Remote Room
Light Controlling Function described in paragraphs
[5009.5630] through [5009.5662] (FIGS. 5885 through
5906b); Remote Kitchen Stove Controlling Function
described in paragraphs [5009.5663] through [5009.5695]
(FIGS. 5907 through 5928b); Remote Refrigerator Control-
ling Function described in paragraphs [5009.5696] through
[5009.5728] (FIGS. 5929 through 5950b); Remote Washing
Machine Controlling Function described in paragraphs
[5009.5729] through [5009.5761] (FIGS. 5951 through
5972b); Remote Faucet Controlling Function described in
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paragraphs [5009.5762] through [5009.5794] (FIGS. 5973
through 5994b); Remote Door Lock Controlling Function
described in paragraphs [5009.5795] through [5009.5827]
(FIGS. 5995 through 6016b); Remote Air Conditioner Con-
trolling Function described in paragraphs [5009.5828]
through [5009.5860] (FIGS. 6017 through 6038b); Remote
Vending Machine Controlling Function described in para-
graphs [5009.5861] through [5009.5893] (FIGS. 6039
through 6060b); Remote Video Recorder Controlling Func-
tion described in paragraphs [5009.5894] through
[5009.5926] (FIGS. 6061 through 6082b); Remote Printer
Controlling Function described in paragraphs [5009.5927]
through [5009.5959] (FIGS. 6083 through 6104b); Remote
Camera Controlling Function described in paragraphs
[5009.5960] through [5009.5992] (FIGS. 6105 through
6126b); Remote TV Tuner Controlling Function described in
paragraphs [5009.5993] through [5009.6025] (FIGS. 6127
through 6148b); Remote Radio Tuner Controlling Function
described in paragraphs [5009.6026] through [5009.6058]
(FIGS. 6149 through 6170b); Remote Computer Controlling
Function described in paragraphs [5009.6059] through
[5009.6091] (FIGS. 6171 through 6192b); Remote Carrier
Controlling Function described in paragraphs [5009.6092]
through [5009.6124] (FIGS. 6193 through 6214b); Remote
Food Processor Controlling Function described in paragraphs
[5009.6125] through [5009.6157] (FIGS. 6215 and 6236b);
Remote Dryer Controlling Function described in paragraphs
[5009.6158] through [5009.6190] (FIGS. 6237 and 6258b);
Remote Rice Cooker Controlling Function described in para-
graphs [5009.6191] through [5009.6223] (FIGS. 6259 and
6280b); Remote Sound Outputting Device Controlling Func-
tion described in paragraphs [5009.6224] through
[5009.6256](FIGS. 6281 and 6302b); Remote Vacuum
Cleaner Controlling Function described in paragraphs
[5009.6257] through [5009.6289] (FIGS. 6303 and 6324b);
Remote FAX Machine Controlling Function described in
paragraphs [5009.6290] through [5009.6322] (FIGS. 6325
and 6346b); Remote Copying Machine Controlling Function
described in paragraphs [5009.6323] through [5009.6355]
(FIGS. 6347 and 6368b); Remote Coffee Maker Controlling
Function described in paragraphs [5009.6356] through
[5009.6388] (FIGS. 6369 and 6390b); Remote Scanner Con-
trolling Function described in paragraphs [5009.6389]
through [5009.6421] (FIGS. 6391 and 6412b); Remote
Clothes Iron Controlling Function described in paragraphs
[5009.6422] through [5009.6454] (FIGS. 6413 and 6434b);
Remote Escalator Controlling Function described in para-
graphs [5009.6455] through [5009.6487] (FIGS. 6435 and
6456b); Vending Machine Accessing Function described in
paragraphs [5009.6488] through [5009.6527] (FIGS. 6457
through 6485d); Audiovisual Data Shuffling Function
described in paragraphs [5009.6528] through [5009.6551]
(FIGS. 6486 through 6503b); Unknown File Icon Displaying
Function described in paragraphs [5009.6552] through
[5009.6575] (FIGS. 6504 through 6521c); Audiovisual
Document Producing Function described in paragraphs
[5009.6576] through [5009.6601] (FIGS. 6522 through
6539b); Audiovisual Data Searching Function described in
paragraphs [5009.6602] through [5009.6626] (FIGS. 6540
through 6558b); Finger Print Log-on Function described in
paragraphs [5009.6627] through [5009.6645] (FIGS. 6559
through 6571¢); Voice Print Log-on Function described in
paragraphs [5009.6646] through [5009.6663] (FIGS. 6572
through 6583c¢); Finger Print Screen Saver Deactivating
Function described in paragraphs [5009.6664] through
[5009.6682] (FIGS. 6584 through 6596¢); Voice Print Screen
Saver Deactivating Function described in paragraphs
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[5009.6683] through [5009.6700] (FIGS. 6597 through
6608¢); Finger Print Folder Accessing Function described in
paragraphs [5009.6701] through [5009.6719] (FIGS. 6609
through 6621c); Voice Print Folder Accessing Function
described in paragraphs [5009.6720] through [5009.6737]
(FIGS. 6622 through 6633c); Finger Print File Accessing
Function described in paragraphs [5009.6738] through
[5009.6756] (FIGS. 6634 through 6646¢); Voice Print File
Accessing Function described in paragraphs [5009.6757]
through [5009.6774] (FIGS. 6647 through 6658c); Finger
Print Internet Accessing Function described in paragraphs
[5009.6775] through [5009.6793] (FIGS. 6659 through
6671c¢); Voice Print Internet Accessing Function described in
paragraphs [5009.6794] through [5009.6811] (FIGS. 6672
through 6683c¢); Finger Print PC Log-on Function described
in paragraphs [5009.6812] through [5009.6838](FIGS. 6684
through 6703b); Voice Print PC Log-on Function described in
paragraphs [5009.6839] through [5009.6864] (FIGS. 6704
through 6722b); Finger Print PC Screen Saver Deactivating
Function described in paragraphs [5009.6865] through
[5009.6891] (FIGS. 6723 through 6742b); Voice Print PC
Screen Saver Deactivating Function described in paragraphs
[5009.6892] through [5009.6917] (FIGS. 6743 through
6761b); Finger Print PC Folder Accessing Function described
in paragraphs [5009.6918] through [5009.6944] (FIGS. 6762
through 6781b); Voice Print PC Folder Accessing Function
described in paragraphs [5009.6945] through [5009.6970]
(FIGS. 6782 through 6800b); Finger Print PC File Accessing
Function described in paragraphs [5009.6971] through
[5009.6997] (FIGS. 6801 through 6820b); Voice Print PC
File Accessing Function described in paragraphs [ 5009.6998]
through [5009.7023] (FIGS. 6821 through 6839b); Finger
Print PC Internet Accessing Function described in paragraphs
[5009.7024] through [5009.7050] (FIGS. 6840 through
6859b); Voice Print PC Internet Accessing Function
described in paragraphs [5009.7051] through [5009.7076]
(FIGS. 6860 through 6878b); Shock Proof Memory Function
described in paragraphs [5009.7077] through [5009.7093]
(FIGS. 6879 through 6889b); Remote Audiovisual Device
Controlling Function described in paragraphs [5009.7094]
through [5009.7133] (FIGS. 6890 through 6916); Direct TV-
Audio Phone Switching Function described in paragraphs
[5009.7134] through [5009.7157] (FIGS. 6917 through
6932b); Audiovisual Data Downloading Function described
in paragraphs [5009.7158] through [5009.7218](FIGS. 6933
through 6972); Audio Data Downloading Function described
in paragraphs [5009.7219] through [5009.7279] (FIGS. 6973
through 7012); Self-Active Encrypted Image Reader Func-
tion described in paragraphs [5009.7280] through
[5009.7301] (FIGS. 7013 through 7028c); Robot Remote
Controlling Function described in paragraphs [5009.7302]
through [5009.7371] (FIGS. 7029 through 7071b); Home
Page Displaying Function described in paragraphs
[5009.7372] through [5009.7396](FIGS. 7072 through
7090); Multiple OS Operating Function described in para-
graphs [5009.7397] through [5009.7442] (FIGS. 7091
through 7130c); Audiovisual Conversation Data Forwarding
Function described in paragraphs [5009.7443] through
[5009.7465] (FIGS. 7131 through 7146b); Audio Conversa-
tion Data Forwarding Function described in paragraphs
[5009.7466] through [5009.7488](FIGS. 7147 through
7162b); Phone Call Auto Forwarding Function described in
paragraphs [5009.7489] through [5009.7514] (FIGS. 7163
through 7180c); Wireless Communication Method Switching
Function described in paragraphs [5009.7515] through
[5009.7535] (FIGS. 7181 through 7194e); Drafted Email
Viewing Function described in paragraphs [5009.7536]
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through [5009.7585](FIGS. 7195 through 7236); Email
Replying Function described in paragraphs [5009.7586]
through [5009.7617] (FIGS. 7237 through 7262b); Attached
File Editing Function described in paragraphs [5009.7618]
through [5009.7649] (FIGS. 7263 through 7288b); Email
Audiovisual Data Auto Blocking Function described in para-
graphs [5009.7650] through [5009.7673] (FIGS. 7289
through 7306); HDD Stored TV Program Replaying Function
described in paragraphs [5009.7674] through [5009.7695]
(FIGS. 7307 through 7322b); Cooking Menu Auto Imple-
menting Function described in paragraphs [5009.7696]
through [5009.7722] (FIGS. 7323 through 7343b); Micro
Wave Oven Auto Alarm Function described in paragraphs
[5009.7723] through [5009.7776] (FIGS. 7344 through
7387b); Oven Temperature Remote Controlling Function
described in paragraphs [5009.7777] through [5009.7830]
(FIGS. 7388 through 7431c); Audio Amplifying Function
described in paragraphs [5009.7831] through [5009.7848]
(FIGS. 7432 through 7443b); Calorie Calculating Function
described in paragraphs [5009.7849] through [5009.7868]
(FIGS. 7444 through 7457b); Sickness Identifying Function
described in paragraphs [5009.7869] through [5009.7902]
(FIGS. 7458 through 7481b); Weather Hazard Auto Notify-
ing Function described in paragraphs [5009.7903] through
[5009.7955] (FIGS. 7482 through 7517d); Phone Call Auto
Forwarding Function described in paragraphs [5009.7956]
through [5009.7981] (FIGS. 7518 through 7535¢); Multiple
Massaging Function described in paragraphs [5009.7982]
through [5009.8022] (FIGS. 7536 through 7566); Micro-
scope Function described in paragraphs [5009.8023] through
[5009.8097] (FIGS. 7567 through 7629); DoorAuto Lock/
Unlock Function described in paragraphs [5009.8098]
through [5009.8139] (FIGS. 7630 through 7658b); Door
Auto Close/Open Function described in paragraphs
[5009.8140] through [5009.8181] (FIGS. 7659 through
7687b); Room Light Auto On/Off Function described in para-
graphs [5009.8182] through [5009.8223] (FIGS. 7688
through 7716b); Air Conditioner Auto On/Off Function
described in paragraphs [5009.8224] through [5009.8265]
(FIGS. 7717 through 7745b); Heater Auto On/Off Function
described in paragraphs [5009.8266] through [5009.8307]
(FIGS. 7746 through 7774b); Faucet Auto On/Off Function
described in paragraphs [5009.8308] through [5009.8349]
(FIGS. 7775 through 7803b); Sound Outputting Device Auto
On/Off Function described in paragraphs [5009.8350]
through [5009.8391] (FIGS. 7804 through 7832b); Vein Print
Log-on Function described in paragraphs [5009.8392]
through [5009.8410] (FIGS. 7833 through 7845¢); Vein Print
Screen Saver Deactivating Function described in paragraphs
[5009.8411] through [5009.8429] (FIGS. 7846 through
7858c); Vein Print Folder Accessing Function described in
paragraphs [5009.8430] through [5009.8448] (FIGS. 7859
through 7871c¢); Vein Print File Accessing Function described
in paragraphs [5009.8449] through [5009.8467] (FIGS. 7872
through 7884c); Vein Print Internet Accessing Function
described in paragraphs [5009.8468] through [5009.8486]
(FIGS. 7885 through 7897¢); Vein Print PC Log-on Function
described in paragraphs [5009.8487] through [5009.8513]
(FIGS. 7898 through 7917b); Vein Print PC Screen Saver
Deactivating Function described in paragraphs [5009.8514]
through [5009.8540](FIGS. 7918 through 7937b); Vein Print
PC Folder Accessing Function described in paragraphs
[5009.8541] through [5009.8567] (FIGS. 7938 through
7957b); Vein Print PC File Accessing Function described in
paragraphs [5009.8568] through [5009.8594] (FIGS. 7958
through 7977b); Vein Print PC Internet Accessing Function
described in paragraphs [5009.8595] through [5009.8621]
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(FIGS. 7978 through 7997b); Ringtone Auto Updating Func-
tion described in paragraphs [5009.8622] through
[5009.8643] (FIGS. 7998 through 8013b); Time Limited Cur-
rent Location Identifying Function described in paragraphs
[5009.8644] through [5009.8673] (FIGS. 8014 through
8035b); In Carrier Message Inserting Function described in
paragraphs [5009.8674] through [5009.8695] (FIGS. 8036
through 8050b); Electric Cable Networking Function
described in paragraphs [5009.8696] through [5009.8707]
(FIGS. 8051 through 8057); Shoe Sole Pressure Adjusting
Function described in paragraphs [5009.8708] through
[5009.8741] (FIGS. 8058 through 8080b); Finger Print
Removal Media Accessing Function described in paragraphs
[5009.8742] through [5009.8762] (FIGS. 8081 through
8095b); Voice Print Removal Media Accessing Function
described in paragraphs [5009.8763] through [5009.8783]
(FIGS. 8096 through 8110b); Vein Print Removal Media
Accessing Function described in paragraphs [5009.8784]
through [5009.8804] (FIGS. 8111 through 8125b); Finger
Print PC Removal Media Accessing Function described in
paragraphs [5009.8805] through [5009.8833] (FIGS. 8126
through 8145b); Voice Print PC Removal Media Accessing
Function described in paragraphs [5009.8834] through
[5009.8862] (FIGS. 8146 through 8165b); Vein Print PC
Removal Media Accessing Function described in paragraphs
[5009.8863] through [5009.8891] (FIGS. 8166 through
8185b); Printer Function described in paragraphs
[5009.8892] through [5009.8967] (FIGS. 8186 through
8245f); Scanner Function described in paragraphs
[5009.8968] through [5009.9016] (FIGS. 8246 through
8284b); Multiple Signal Transferring Function described in
paragraphs [5009.9017] through [5009.9205] (FIGS. 8285
through 8453); Free Access Point Function described in para-
graphs [5009.9206] through [5009.9245] (FIGS. 8454
through 8482); Partial BCC Email Function described in
paragraphs [5009.9246] through [5009.9273] (FIGS. 8483
through 8504b); Noise Reversing Function described in para-
graphs [5009.9274] through [5009.9291] (FIGS. 8505
through 8516); Door Status Sensoring Function described in
paragraphs [5009.9292] through [5009.9345] (FIGS. 8517
through 8557); Drawer Status Sensoring Function described
in paragraphs [5009.9346] through [5009.9399](FIGS. 8558
through 8598); Window Status Sensoring Function described
in paragraphs [5009.9400] through [5009.9453] (FIGS. 8599
through 8639); Curtain Status Sensoring Function described
in paragraphs [5009.9454] through [5009.9509] (FIGS. 8640
through 8680); Gate Status Sensoring Function described in
paragraphs [5009.9510] through [5009.9563] (FIGS. 8681
through 8721); Stop Watch Function described in paragraphs
[5009.9564] through [5009.9584] (FIGS. 8722 through
8736b); Decrementing Time Function described in para-
graphs [5009.9585] through [5009.9607] (FIGS. 8737
through 8753b); Energy Efficient Multiple CPU Function
described in paragraphs [5009.9608] through [5009.9636]
(FIGS. 8754 through 8776b); Content Notitying Function
described in paragraphs [5009.9637] through [5009.9681]
(FIGS. 8777 through 8809); Virtual Tilting Function
described in paragraphs [5009.9682] through [5009.9720]
(FIGS. 8810 through 8840); Virtual Vehicle Tilting Function
described in paragraphs [5009.9721] through [5009.9758]
(FIGS. 8841 through 8871); Device Approach Notifying
Function described in paragraphs [5009.9759] through
[5009.9801] (FIGS. 8872 through 8904); Clock Alarm
Snooze Function described in paragraphs [5009.9802]
through [5009.9829] (FIGS. 8905 through 8926); News Auto
Outputting Function described in paragraphs [5009.9830]
through [5009.9867] (FIGS. 8927 through 8958b); Adver-
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tisement Auto Outputting Function described in paragraphs
[5009.9868] through [5009.9905] (FIGS. 8959 through
8990b); Online RPG Function described in paragraphs
[5009.9906] through [5009.10028] (FIGS. 8991 through
9098b); Inter Device Distance Notifying Function described
in paragraphs [5009.10029] through [5009.10065](FIGS.
9099 through 9126); Link Embedded Motion Picture Dis-
playing Function described in paragraphs [5009.10066]
through [5009.10089] (FIGS. 9127 through 9141); Audiovi-
sual Meta Data Producing Function described in paragraphs
[5009.10090] through [5009.10128] (FIGS. 9142 through
9171¢); Audiovisual Highlight Producing Function described
in paragraphs [5009.10129] through [5009.10163] (FIGS.
9172 through 9197); Enhanced Audiovisual Highlight Pro-
ducing Function described in paragraphs [5009.10164]
through [5009.10196] (FIGS. 9198 through 9221); Wireless
Power Off Function described in paragraphs [5009.10197]
through [5009.10227] (FIGS. 9222 through 9240); Screen
Layout Changing Function described in paragraphs
[5009.10228] through [5009.10255](FIGS. 9241 through
9258b); Face Feature Log-on Function described in para-
graphs [5009.10256] through [5009.10273] (FIGS. 9259
through 9270c); Face Feature Screen Saver Deactivating
Function described in paragraphs [5009.10274] through
[5009.10291] (FIGS. 9271 through 9282c); Face Feature
Folder Accessing Function described in paragraphs
[5009.10292] through [5009.10309] (FIGS. 9283 through
9294c); Face Feature File Accessing Function described in
paragraphs [5009.10310] through [5009.10327] (FIGS. 9295
through 9306¢); Face Feature Internet Accessing Function
described in paragraphs [5009.10328] through [5009.10345]
(FIGS. 9307 through 9318c¢); Face Feature PC Log-on Func-
tion described in paragraphs [5009.10346] through
[5009.10371] (FIGS. 9319 through 9337b); Face Feature PC
Screen Saver Deactivating Function described in paragraphs
[5009.10372] through [5009.10397] (FIGS. 9338 through
9356b); Face Feature PC Folder Accessing Function
described in paragraphs [5009.10398] through [5009.10423]
(FIGS. 9357 through 9375b); Face Feature PC File Accessing
Function described in paragraphs [5009.10424] through
[5009.10449] (FIGS. 9376 through 9394b); Face Feature PC
Internet Accessing Function described in paragraphs
[5009.10450] through [5009.10475] (FIGS. 9395 through
9413b); Face Feature Removal Media Accessing Function
described in paragraphs [5009.10476] through [5009.10496]
(FIGS. 9414 through 9428b); Face Feature PC Removal
Media Accessing Function described in paragraphs
[5009.10497] through [5009.10524] (FIGS. 9429 through
9448b); Security Formatted Removal Media Function
described in paragraphs [5009.10525] through [5009.10545]
(FIGS. 9449 through 9463b); Lite Security Formatted
Removal Media Function described in paragraphs
[5009.10546] through [5009.10568] (FIGS. 9464 through
9480b); Security Formatted Folder Function described in
paragraphs [5009.10569] through [5009.10605] (FIGS. 9481
through 9509b); Host Host Security Formatted Folder Func-
tion described in paragraphs [5009.10606] through
[5009.10631] (FIGS. 9510 through 9528); Email Security
Formatted Folder Function described in paragraphs
[5009.10632] through [5009.10668] (FIGS. 9529 through
9557b); Host Email Security Formatted Folder Function
described in paragraphs [5009.10669] through [5009.10694]
(FIGS. 9558 through 9576); Secured Email Sending Function
described in paragraphs [5009.10695] through [5009.10726]
(FIGS. 9577 through 9599¢); Secured Email Receiving Func-
tion described in paragraphs [5009.10727] through
[5009.10746] (FIGS. 9600 through 9613); Received Email
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Security Auto Sorting Function described in paragraphs
[5009.10747] through [5009.10770](FIGS. 9614 through
9629b); Secured Email Opening Function described in para-
graphs [5009.10771] through [5009.10793] (FIGS. 9630
through 9645b); Secured Email Attached File Opening Func-
tion described in paragraphs [5009.10794] through
[5009.10818] (FIGS. 9646 through 9663b); Secured Email
Attached File Deleting Function described in paragraphs
[5009.10819] through [5009.10845](FIGS. 9664 through
9679b); Unsafe Email Host Handled Function described in
paragraphs [5009.10846] through [5009.10873] (FIGS. 9680
through 9701b); Unsafe Attached File Host Handled Func-
tion described in paragraphs [5009.10874] through
[5009.10901] (FIGS. 9702 through 9723c); Com Stored
Email Viewing Function described in paragraphs
[5009.10902] through [5009.10925](FIGS. 9724 through
9741c¢); Non-secured Email Forwarding Function described
in paragraphs [5009.10926] through [5009.10950] (FIGS.
9742 through 9759b); Electronic Money Transferring Func-
tion described in paragraphs [5009.10951] through
[5009.10993] (FIGS. 9760 through 9790b); Electronic
Money Time Identified Transferring Function described in
paragraphs [5009.10994] through [5009.11051] (FIGS. 9791
through 9835b); Electronic Money Repeatedly Transferring
Function described in paragraphs [5009.11052] through
[5009.11117] (FIGS. 9836 through 9888b); Electronic
Money Transfer Canceling Function described in paragraphs
[5009.11118] through [5009.11194] (FIGS. 9889 through
9952b); Electronic Money Email Transferring Function
described in paragraphs [5009.11195] through [5009.11238]
(FIGS. 9953 through 9985¢); Money Email Time Identified
Transferring Function described in paragraphs [5009.11239]
through [5009.11286] (FIGS. 9986 through 10022¢); Money
Email Repeatedly Transferring Function described in para-
graphs [5009.11287] through [5009.11338] (FIGS. 10023
through 10063c¢); Electronic Money Email Transfer Cancel-
ing Function described in paragraphs [5009.11339] through
[5009.11405] (FIGS. 10064 through 10119¢); Address Book
Administrating  Function described in  paragraphs
[5009.11406] through [5009.11451](FIGS. 10120 through
10152b); File Synchronizing Function described in para-
graphs [5009.11452] through [5009.11578] (FIGS. 10153
through 10263b); Folder Synchronizing Function described
in paragraphs [5009.11579] through [5009.11671] (FIGS.
10264 through 10342b); Area Dependent Software Activat-
ing Function described in paragraphs [5009.11672] through
[5009.11702] (FIGS. 10343 through 10366b); Area Depen-
dent Message Displaying Function described in paragraphs
[5009.11703] through [5009.11730] (FIGS. 10367 through
10388); Visible Light Schedule Communicating Function
described in paragraphs [5009.11731] through [5009.11796]
(FIGS. 10389 through 10437b); Visible Light Web Address
Communicating Function described in paragraphs
[5009.11797] through [5009.11862] (FIGS. 10438 through
10486b); Visible Light Software Program Communicating
Function described in paragraphs [5009.11863] through
[5009.11928] (FIGS. 10487 through 10535b); Visible Light
Restaurant Menu Communicating Function described in
paragraphs [5009.11929] through [5009.11994] (FIGS.
10536 through 10584b); Visible Light TV Listing Commu-
nicating Function described in paragraphs [5009.11995]
through [5009.12060] (FIGS. 10585 through 10633b); Vis-
ible Light Movie Listing Communicating Function described
in paragraphs [5009.12061] through [5009.12126] (FIGS.
10634 through 10682b); Visible Light Product Advertisement
Communicating Function described in paragraphs
[5009.12127] through [5009.12192] (FIGS. 10683 through
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10731b); Visible Light Message Communicating Function
described in paragraphs [5009.12193] through [5009.12258]
(FIGS. 10732 through 10780b); Visible Light Visual Clip
Communicating Function described in paragraphs
[5009.12259] through [5009.12324] (FIGS. 10781 through
10829b); Visible Light Weather Forecast Communicating
Function described in paragraphs [5009.12325] through
[5009.12390] (FIGS. 10830 through 10878b); Visible Light
News Clip Communicating Function described in paragraphs
[5009.12391] through [5009.12456] (FIGS. 10879 through
10927b); Visible Light Map Clip Communicating Function
described in paragraphs [5009.12457] through [5009.12522]
(FIGS. 10928 through 10976b); File Thumbnail Preview
Function described in paragraphs [5009.12523] through
[5009.12555] (FIGS. 10977 through 11002b); Taxi Fare
Credit Card Payment Function described in paragraphs
[5009.12556] through [5009.12632] (FIGS. 11003 through
11067); Taxi Fare Electronic Money Payment Function
described in paragraphs [5009.12633] through [5009.12712]
(FIGS. 11068 through 11132); Taxi Destination Identifying
Function described in paragraphs [5009.12713] through
[5009.12783] (FIGS. 11133 through 11194); Taxi Destina-
tion Map Displaying Function described in paragraphs
[5009.12784] through [5009.12860] (FIGS. 11195 through
11262); QR Code Schedule Communicating Function
described in paragraphs [5009.12861] through [5009.12906]
(FIGS. 11263 through 11298b); QR Code Web Address Com-
municating Function described in paragraphs [5009.12907]
through [5009.12952] (FIGS. 11299 through 11334b); QR
Code Software Program Communicating Function described
in paragraphs [5009.12953] through [5009.12998] (FIGS.
11335 through 11370b); QR Code Restaurant Menu Com-
municating Function described in paragraphs [5009.12999]
through [5009.13044] (FIGS. 11371 through 11406b); QR
Code TV Listing Communicating Function described in para-
graphs [5009.13045] through [5009.13090] (FIGS. 11407
through 11442b); QR Code Movie Listing Communicating
Function described in paragraphs [5009.13091] through
[5009.13136] (FIGS. 11443 through 11478b); QR Code
Product Advertisement Communicating Function described
in paragraphs [5009.13137] through [5009.13182] (FIGS.
11479 through 11514b); QR Code Message Communicating
Function described in paragraphs [5009.13183] through
[5009.13228] (FIGS. 11515 through 11550b); QR Code
Visual Clip Communicating Function described in para-
graphs [5009.13229] through [5009.13274] (FIGS. 11551
through 11586b); QR Code Weather Forecast Communicat-
ing Function described in paragraphs [5009.13275] through
[5009.13320] (FIGS. 11587 through 11622b); QR Code
News Clip Communicating Function described in paragraphs
[5009.13321] through [5009.13366] (FIGS. 11623 through
11658b); QR Code Map Clip Communicating Function
described in paragraphs [5009.13367] through [5009.13412]
(FIGS. 11659 through 11694b); QR Code Software Activat-
ing Function described in paragraphs [5009.13413] through
[5009.13458] (FIGS. 11695 through 11730b); RFID Sched-
ule Communicating Function described in paragraphs
[5009.13459] through [5009.13508] (FIGS. 11731 through
11770b); RFID Web Address Communicating Function
described in paragraphs [5009.13509] through [5009.13558]
(FIGS. 11771 through 11810b); RFID Software Program
Communicating Function described in paragraphs
[5009.13559] through [5009.13608] (FIGS. 11811 through
11850b); RFID Restaurant Menu Communicating Function
described in paragraphs [5009.13609] through [5009.13658]
(FIGS. 11851 through 11890b); RFID TV Listing Commu-
nicating Function described in paragraphs [5009.13659]
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through [5009.13708] (FIGS. 11891 through 11930b); RFID
Movie Listing Communicating Function described in para-
graphs [5009.13709] through [5009.13758] (FIGS. 11931
through 11970b); RFID Product Advertisement Communi-
cating Function described in paragraphs [5009.13759]
through [5009.13808] (FIGS. 11971 through 12010b); RFID
Message Communicating Function described in paragraphs
[5009.13809] through [5009.13858] (FIGS. 12011 through
12050b); RFID Visual Clip Communicating Function
described in paragraphs [5009.13859] through [5009.13908]
(FIGS. 12051 through 12090b); RFID Weather Forecast
Communicating Function described in paragraphs
[5009.13909] through [5009.13958] (FIGS. 12091 through
12130b); RFID News Clip Communicating Function
described in paragraphs [5009.13959] through [5009.14008]
(FIGS. 12131 through 12170b); RFID Map Clip Communi-
cating Function described in paragraphs [5009.14009]
through [5009.14058](FIGS. 12171 through 12210b); RFID
Software Activating Function described in paragraphs
[5009.14059] through [5009.14108] (FIGS. 12211 through
12250b); RFID Software Auto Activating Function described
in paragraphs [5009.14109] through [5009.14158] (FIGS.
12251 through 12290b); Carrier Arrival Time Displaying
Function described in paragraphs [5009.14159] through
[5009.14283](FIGS. 12291 through 12401); Multiple Audio
Outputting Function described in paragraphs [5009.14284]
through [5009.14310] (FIGS. 12402 through 12419); Closest
Device Notifying Function described in paragraphs
[5009.14311] through [5009.14416] (FIGS. 12420 through
12515); Print Screen Function described in paragraphs
[5009.14417] through [5009.14474] (FIGS. 12516 through
12559b); Caller Answering Machine Activating Function
described in paragraphs [5009.14475] through [5009.14513]
(FIGS. 12560 through 12587); Audiovisual Answering
Machine Function described in paragraphs [5009.14514]
through [5009.14546] (FIGS. 12588 through 12611);
Answering Machine Message Forwarding Function
described in paragraphs [5009.14547] through [5009.14607]
(FIGS. 12612 through 12657); Area Map Displaying Func-
tion described in paragraphs [5009.14608] through
[5009.14679] (FIGS. 12658 through 12721b); Road Map
Displaying Function described in paragraphs [5009.14680]
through [5009.14752] (FIGS. 12722 through 12785b); Email
Reading Function described in paragraphs [5009.14753]
through [5009.14781] (FIGS. 12786 through 12805¢); Stand
Alone Email Function described in paragraphs [5009.14782]
through [5009.14850] (FIGS. 12806 through 12857b); TV
Seamless Viewing Function described in paragraphs
[5009.14851] through [5009.14896] (FIGS. 12858 through
12895); Multiple Movable Tab Web Browsing Function
described in paragraphs [5009.14897] through [5009.14975]
(FIGS. 12896 through 12966); Multiple Movable Tab Visual
Data Viewing Function described in paragraphs
[5009.14976] through [5009.15054] (FIGS. 12967 through
13037); Multiple Movable Tab Document Data Viewing
Function described in paragraphs [5009.15055] through
[5009.15133] (FIGS. 13038 through 13108); Multiple Mov-
able Tab Email Data Viewing Function described in para-
graphs [5009.15134] through [5009.15212] (FIGS. 13109
through 13179); Lost Com Device Memory Erasing/Rescu-
ing Function described in paragraphs [5009.15213] through
[5009.15275] (FIGS. 13180 through 13231c); Lost Com
Device Beaconing Function described in paragraphs
[5009.15276] through [5009.15353] (FIGS. 13232 through
13296); Area&Country Name Displaying Function described
in paragraphs [5009.15354] through [5009.15437] (FIGS.
13297 through 13371); 3D Desktop Function described in
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paragraphs [5009.15438] through [5009.15536] (FIGS.
13372 through 13457); Carrier Auto Announcing Function
described in paragraphs [5009.15537] through [5009.15586]
(FIGS. 13458 through 13497b); Virtual Folder Displaying
Function described in paragraphs [5009.15587] through
[5009.15647] (FIGS. 13498 through 13548b); In-carrier
Location Notifying Function described in paragraphs
[5009.15648] through [5009.15703] (FIGS. 13549 through
13595¢); Address Map Auto Displaying Function described
in paragraphs [5009.15704] through [5009.15771] (FIGS.
13596 through 13650c¢); Brain Wave Device Controlling
Function described in paragraphs [5009.15772] through
[5009.15806] (FIGS. 13651 through 13679b); Brain Wave
Sentence Composing Function described in paragraphs
[5009.15807] through [5009.15829] (FIGS. 13680 through
13696); Wheel Standing Function described in paragraphs
[5009.15830] through [5009.15858] (FIGS. 13697 through
13719); Robot Body Balancing Function described in para-
graphs [5009.15859] through [5009.15905] (FIGS. 13720
through 13760); Robot Leg Balancing Function described in
paragraphs [5009.15906] through [5009.15952] (FIGS.
13761 through 13801); Robot Head Balancing Function
described in paragraphs [5009.15953] through [5009.15999]
(FIGS. 13802 through 13842); Robot Upper Body Balancing
Function described in paragraphs [5009.16000] through
[5009.16045] (FIGS. 13843 through 13883); Digital Televi-
sion Function described in paragraphs [ 5009.16046] through
[5009.16075] (FIGS. 13884 through 13906); Total Price Cal-
culating Function described in paragraphs [5009.16076]
through [5009.16166] (FIGS. 13907 through 13985c¢); Brain
Wave Carrier Controlling Function described in paragraphs
[5009.16167] through [5009.16202] (FIGS. 13986 through
14015b); Electronic Billboard Controlling Function
described in paragraphs [5009.16203] through [5009.16323]
(FIGS. 14016 through 14123e); Common Phone Number
Function described in paragraphs [5009.16324] through
[5009.16424] (FIGS. 14124 through 14212c¢); Hybrid Com-
mon Phone Number Function described in paragraphs
[5009.16425] through [5009.16525] (FIGS. 14213 through
14301c); Ringtone Volume Auto Adjusting Function
described in paragraphs [5009.16526] through [5009.16547]
(FIGS. 14302 through 14317b); Ringtone Type Auto Select-
ing Function described in paragraphs [5009.16548] through
[5009.16575] (FIGS. 14318 through 14339b); Television
Chatting Function described in paragraphs [5009.16576]
through [5009.16650] (FIGS. 14340 through 14405); Device
Battery Charging Function described in paragraphs
[5009.16651] through [5009.16726] (FIGS. 14406 through
14471b); Hybrid Battery Solar Operating Function described
in paragraphs [5009.16727] through [5009.16829] (FIGS.
14472 through 14561); Backup Solar Battery Operating
Function described in paragraphs [5009.16830] through
[5009.16932] (FIGS. 14562 through 14651); Hybrid Access
Point Function described in paragraphs [5009.16933]
through [5009.17169] (FIGS. 14652 through 14878g); Ear-
phone Location Identifying Function described in paragraphs
[5009.17170] through [5009.17266] (FIGS. 14879 through
14961); Microphone Location Identifying Function
described in paragraphs [5009.17267] through [5009.17355]
(FIGS. 14962 through 15036); Event Triggered Auto Audio-
visual Recording Function described in paragraphs
[5009.17356] through [5009.17402] (FIGS. 15037 through
15072b); Event Triggered Auto Audio Recording Function
described in paragraphs [5009.17403] through [5009.17449]
(FIGS. 15073 through 15108b); Audiovisual Message Bulk
Transferring Function described in paragraphs [5009.17450]
through [5009.17501] (FIGS. 15109 through 15150b); Mul-
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tiple Party Conversing Function described in paragraphs
[5009.17502] through [5009.17670] (FIGS. 15151 through
15299); Window Monitoring Function described in para-
graphs [5009.17671] through [5009.17700] (FIGS. 15300
through 15321b); Window Status Monitoring Function
described in paragraphs [5009.17701] through [5009.17730]
(FIGS. 15322 through 15343b); Door Monitoring Function
described in paragraphs [5009.17731] through [5009.17760]
(FIGS. 15344 through 15365b); Door Monitoring Function
described in paragraphs [5009.17761] through [5009.17790]
(FIGS. 15366 through 15387b); Push-To-Talk Function
described in paragraphs [5009.17791] through [5009.18008]
(FIGS. 15388 through 15586¢ Push-To-T); Door Open Moni-
toring Function described in paragraphs [5009.18009]
through [5009.18065] (FIGS. 15587 through 15633b); Win-
dow Open Monitoring Function described in paragraphs
[5009.18066] through [5009.18122] (FIGS. 15634 through
15680b); Lock Open Monitoring Function described in para-
graphs [5009.18123] through [5009.18179] (FIGS. 15681
through 15727b); Destination Proceeding Function described
in paragraphs [5009.18180] through [5009.18265] (FIGS.
15728 through 15803d); Driver’s Eye Monitoring Safety
Function described in paragraphs [5009.18266] through
[5009.18316] (FIGS. 15804 through 15845); Driver’s Head
Monitoring Safety Function described in paragraphs
[5009.18317] through [5009.18365] (FIGS. 15846 through
15885); Drawer Open Monitoring Function described in
paragraphs [5009.18366] through [5009.18422] (FIGS.
15886 through 15932b); Curtain Open Monitoring Function
described in paragraphs [5009.18423] through [5009.18479]
(FIGS. 15933 through 15979b); Gate Open Monitoring Func-
tion described in paragraphs [5009.18480] through
[5009.18536] (FIGS. 15980 through 16026b); Faucet Open
Monitoring Function described in paragraphs [5009.18537]
through [5009.18593] (FIGS. 16027 through 16073b);
Hybrid Refrigerator Function described in paragraphs
[5009.18594] through [5009.18695] (FIGS. 16074 through
16159b); Multiple Purpose Chamber Function described in
paragraphs [5009.18696] through [5009.18869] (FIGS.
16160 through 16312¢); Audiovisual Quality Auto Adjusting
Function described in paragraphs [5009.18870] through
[5009.18930] (FIGS. 16313 through 16363b); Audio Quality
Auto Adjusting Function described in paragraphs
[5009.18931] through [5009.18991] (FIGS. 16364 through
16414b); TV Phone Quality Auto Adjusting Function
described in paragraphs [5009.18992] through [5009.19100]
(FIGS. 16415 through 16512); Voice Phone Quality Auto
Adjusting Function described in paragraphs [5009.19101]
through [5009.19209] (FIGS. 16513 through 16610); Televi-
sion Related Audiovisual Downloading Function described
in paragraphs [5009.19210] through [5009.19299] (FIGS.
16611 through 16687); Radio Related Audio Downloading
Function described in paragraphs [5009.19300] through
[5009.19389] (FIGS. 16688 through 16764); Header Dis-
playing Function described in paragraphs [5009.19390]
through [5009.19464] (FIG. 16765 through FIG. 16826b);
Footer Displaying Function described in paragraphs
[5009.19465] through [5009.19539] (FIG. 16827 through
FIG. 16888b); Location Scheduled Notifying Function
described in paragraphs [5009.19540] through [5009.19602]
(FIG. 16889 through FIG. 16941e); Zone Leaving Notifying
Function described in paragraphs [5009.19603] through
[5009.19675] (FIG. 16942 through FIG. 17005d); Zone
Entering Notifying Function described in paragraphs
[5009.19676] through [5009.19748] (FIG. 17006 through
FIG. 17069d); Power Off Notifying Function described in
paragraphs [5009.19749] through [5009.19794] (FIG. 17070
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through FIG. 17106d); Power On Notifying Function
described in paragraphs [5009.19795] through [5009.19840]
(FIG. 17107 through FIG. 17143d); Security Alarm On Noti-
fying Function described in paragraphs [5009.19841]
through [5009.19886] (FIG. 17144 through FIG. 17180d);
Security Alarm Off Notifying Function described in para-
graphs [5009.19887] through [5009.19932] (FIG. 17181
through FIG. 17217d); Email Transfer Notifying Function
described in paragraphs [5009.19933] through [5009.19978]
(FIG. 17218 through FIG. 17254d); Email Reception Noti-
fying Function described in paragraphs [5009.19979]
through [5009.20024] (FIG. 17255 through FIG. 17291d);
Making Phone Call Notifying Function described in para-
graphs [5009.20025] through [5009.20070] (FIG. 17292
through FIG. 17328d); Phone Call Reception Notitying
Function described in paragraphs [5009.20071] through
[5009.20116] (FIG. 17329 through FIG. 17365d); Key
Pressed Notifying Function described in paragraphs
[5009.20117] through [5009.20162] (FIG. 17366 through
FIG. 17402d); Software Activation Notifying Function
described in paragraphs [5009.20163] through [5009.20208]
(FIG. 17403 through FIG. 17439d); Document Opening
Notifying Function described in paragraphs [5009.20209]
through [5009.20254] (FIG. 17440 through FIG. 17476d);
Specified Event Notifying Function described in paragraphs
[5009.20255] through [5009.20315] (FIG. 17477 through
FIG. 17527d); Television Phone Auto Backup Function
described in paragraphs [5009.20316] through [5009.20447]
(FIG. 17528 through FIG. 17645b); File Auto Saving Func-
tion described in paragraphs [5009.20448] through
[5009.20495] (FIG. 17646 through FIG. 17678b); File Com-
pressing Function described in paragraphs [5009.20496]
through [5009.20559] (FIG. 17679 through FIG. 17727¢);
Multiple Phone Number Billing Function described in para-
graphs [5009.20560] through [5009.20609](FIG. 17728
through FIG. 17771); Multiple Device Door Unlocking Func-
tion described in paragraphs [5009.20610] through
[5009.20685] (FI1G. 17772 through FIG. 17832¢); Multiple
Device Door Locking Function described in paragraphs
[5009.20686] through [5009.20761] (FIG. 17833 through
FIG. 17893c); Phone Call Making [L.og Recording Function
described in paragraphs [5009.20762] through [5009.20815]
(FIG. 17894 through FIG. 17938d); Phone Call Receiving
Log Recording Function described in paragraphs
[5009.20816] through [5009.20867] (FIG. 17939 through
FIG. 17981d); Phone Call Making Log Exporting Function
described in paragraphs [5009.20868] through [5009.20917]
(FIG. 17982 through FIG. 18022d); Phone Call Receiving
Log Exporting Function described in paragraphs
[5009.20918] through [5009.20967] (FIG. 18023 through
FIG. 18063d); Phone Call Making [.og Synchronizing Func-
tion described in paragraphs [5009.20968] through
[5009.21021] (FIG. 18064 through FIG. 18106f); Phone Call
Receiving Log Synchronizing Function described in para-
graphs [5009.21022] through [5009.21075] (FIG. 18107
through FIG. 18149f); 3D Advertisement Displaying Func-
tion described in paragraphs [5009.21076] through
[5009.21217] (FI1G. 18150 through FIG. 18277); Audiovisual
Location Capability Function described in paragraphs
[5009.21218] through [5009.21276](FIG. 18278 through
FIG. 18325¢); Location Audio Notifying Function described
in paragraphs [5009.21277] through [5009.21319] (FIG.
18326 through FIG. 18359b); Answering Machine Location
Recording Function described in paragraphs [5009.21320]
through [5009.21388] (FIG. 18360 through FIG. 18417¢);
Visual Phone File Sharing Function described in paragraphs
[5009.21389] through [5009.21526] (FIG. 18418 through
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FIG. 18540b); Visual Phone Magnifying Function described
in paragraphs [5009.21527] through [5009.21629] (FIG.
18541 through FIG. 18631); Multiple Home Page Displaying
Function described in paragraphs [5009.21630] through
[5009.21700] (FIG. 18632 through FIG. 18693b FIG. 18632
through FIG. 18693b); Multiple Visual Phone Party Location
Identifying Function described in paragraphs [5009.21701]
through [5009.21796] (FIG. 18694 through FIG. 18778g);
Individual Party Conversation Replaying Function described
in paragraphs [5009.21797] through [5009.21962] (FIG.
18779 through FIG. 18929d); Multiple Phone Notifying
Function described in paragraphs [5009.21963] through
[5009.22050] (FIG. 18930 through FIG. 19004i); Multiple
Phone Dial Tone Function described in paragraphs
[5009.22051] through [5009.22160] (FIG. 19005 through
FIG. 19101f); Multiple Phone New Party Joining Function
described in paragraphs [5009.22161] through [5009.22276]
(FIG. 19102 through FIG. 19206j); Music Property Setting
Function described in paragraphs [5009.22277] through
[5009.22302] (FIG. 19207 through FIG. 19226b); Fore/
Background Audio Recording Function described in para-
graphs [5009.22303] through [5009.22334] (FIGS. 19227
through 19248); Email Address Phone Calling Function
described in paragraphs [5009.22335] through [5009.22392]
(FIGS. 19249 through 19295¢); Night Vision Displaying Car-
rier Function described in paragraphs [5009.22393] through
[5009.22501] (FIGS. 19296 through 19386b); Phone Num-
ber Email Function described in paragraphs [5009.22502]
through [5009.22561] (FIGS. 19387 through 19436¢); No-
Answer Auto Emailing Function described in paragraphs
[5009.22562] through [5009.22634] (FIGS. 19437 through
19499e); Linked Page Auto Downloading Function described
in paragraphs [5009.22635] through [5009.22662] (FIGS.
19500 through 19519); Folder Auto Hiding Function
described in paragraphs [5009.22663] through [5009.22692]
(FIGS. 19520 through 19543); Folder Time Defined Hiding
Function described in paragraphs [5009.22693] through
[5009.22746] (FIGS. 19544 through 19591); Folder Time
Defined Revealing Function described in paragraphs
[5009.22747] through [5009.22800] (FIGS. 19592 through
19639); Common Phone Number Changing Function
described in paragraphs [5009.22801] through [5009.22829]
(FIGS. 19640 through 19658¢c); Common Email Address
Changing Function described in paragraphs [5009.22830]
through [5009.22858] (FIGS. 19659 through 19677¢); Mul-
tiple Incrementing Counter Function described in paragraphs
[5009.22859] through [5009.22896] (FIGS. 19678 through
19709); Multiple Decrementing Counter Function described
in paragraphs [5009.22897] through [5009.22934] (FIGS.
19710 through 19741); Multiple Alarm Clock Function
described in paragraphs [5009.22935] through [5009.22984]
(FIGS. 19742 through 19783); Alarm Clock Current Loca-
tion Notifying Function described in paragraphs
[5009.22985] through [5009.23022] (FIG. 19784 through
FIG. 19815b); Camcorder Auto Time Adjusting Function
described in paragraphs [5009.23023] through [5009.23047]
(FIG. 19816 through FIG. 19833b); Location Identified
Device Information Displaying Function described in para-
graphs [5009.23048] through [5009.23098] (FIG. 19834
through FIG. 19875b); Folder Message Displaying Function
described in paragraphs [5009.23099] through [5009.23126]
(FI1G. 19876 through FIG. 19897); Folder Audiovisual Out-
putting Function described in paragraphs [5009.23127]
through [5009.23154](FIG. 19898 through FIG. 19919); Pis-
tol Monitoring Function described in paragraphs
[5009.23155] through [5009.23226] (FIG. 19920 through
FIG. 19983b); Earthquake Auto Locking Function described
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in paragraphs [5009.23227] through [5009.23264] (FIG.
19984 through FIG. 20013); Television Resolution Auto
Changing Function described in paragraphs [5009.23265]
through [5009.23290] (FIG. 20014 through FIG. 20033);
Shortcut Auto Creating Function described in paragraphs
[5009.23291] through [5009.23312] (FIG. 20034 through
FIG. 20049); Auto Zooming Function described in para-
graphs [5009.23313] through [5009.23332] (FIG. 20050
through FIG. 20063b); Oxygen Tank Function described in
paragraphs [5009.23333] through [5009.23384] (FIG. 20064
through FIG. 20107); In Carrier Server Function described in
paragraphs [5009.23385] through [5009.23430] (FIG. 20108
through FIG. 20146); Silent Mode Auto Subtitle Displaying
Function described in paragraphs [5009.23431] through
[5009.23454] (FIG. 20147 through FIG. 20164b); Silent
Mode Auto Answerphone Message Displaying Function
described in paragraphs [5009.23455] through [5009.23476]
(FIG. 20165 through FIG. 20180b); Midnight Auto Down-
loading Function described in paragraphs [5009.23477]
through [5009.23498] (FIG. 20181 through FIG. 20196);
Shortcut Link Auto Updating Function described in para-
graphs [5009.23499] through [5009.23522] (FIG. 20197
through FIG. 20214); Web Page Auto Refreshing Function
described in paragraphs [5009.23523] through [5009.23560]
(FIG. 20215 through FIG. 20246); Vibrator Remote Activa-
tion Function described in paragraphs [5009.23561] through
[5009.23584] (FIG. 20247 through FIG. 20263b); Scenario
Accordance Vibrating Function described in paragraphs
[5009.23585] through [5009.23608] (FIG. 20264 through
FIG. 20281); Location Dependent Message Outputting Func-
tion described in paragraphs [5009.23609] through
[5009.23640] (FIG. 20282 through FIG. 20307c¢); Location
Dependent Program Activating Function described in para-
graphs [5009.23641] through [5009.23670] (FIG. 20308
through FIG. 20333¢); Multiple Answering Machine Func-
tion described in paragraphs [5009.23671] through
[5009.23716](FIG. 20334 through FIG. 20373b); Time
Dependent Answering Machine Function described in para-
graphs [5009.23717] through [5009.23750] (FIG. 20374
through FIG. 20401b); Television Program Data Storage
Area Selecting Function described in paragraphs
[5009.23751] through [5009.23799] (FIG. 20402 through
FIG. 20444c); Street Address Icon Displaying Function
described in paragraphs [5009.23800] through [5009.23829]
(FIG. 20445 through FIG. 20468c); Audiovisual Multiple
Recording/Replaying Function described in paragraphs
[5009.23830] through [5009.23867] (FIG. 20469 through
FIG. 20500d); Map Editing Function described in paragraphs
[5009.23868] through [5009.23901] (FIG. 20501 through
FIG. 20528); Enhanced Television Tuner Remote Controlling
Function described in paragraphs [5009.23902] through
[5009.23940] (FIG. 20529 through FIG. 20560b); Enhanced
DVD Player Remote Controlling Function described in para-
graphs [5009.23941] through [5009.24002] (FIG. 20561
through FIG. 20615b); Monetary Value Data Auto Charging
Function described in paragraphs [5009.24003] through
[5009.24030] (FIG. 20616 through FIG. 20637¢); Site View-
ing Remotely Prohibiting Function described in paragraphs
[5009.24031] through [5009.24062](FIG. 20638 through
FIG. 20662d); Remotely Controlled Device Auto Selecting
Function described in paragraphs [5009.24063] through
[5009.24110] (FIG. 20663 through FIG. 20702d); Driver
Alerting Function described in paragraphs [5009.24111]
through [5009.24150] (FIG. 20703 through FIG. 20735b);
Robot Controlling Macro Function described in paragraphs
[5009.24151] through [5009.24224] (FIG. 20736 through
FIG. 20799b); Robot Predetermined Location Proceeding
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Function described in paragraphs [5009.24225] through
[5009.24290] (FIG. 20800 through FIG. 20858); Message
Leaving Function described in paragraphs [5009.24291]
through [5009.24350] (FIG. 20859 through FIG. 20911c¢);
Unique Folder Icon Attaching Function described in para-
graphs [5009.24351] through [5009.24380] (FIG. 20912
through FIG. 20935d); Unique File Icon Attaching Function
described in paragraphs [5009.24381] through [5009.24410]
(FIG. 20936 through FIG. 20959d); Unique Email Icon
Attaching Function described in paragraphs [5009.24411]
through [5009.24440] (FIG. 20960 through FIG. 20983d);
Device Current Condition Notifying Function described in
paragraphs [5009.24441] through [5009.24536] (FIG. 20984
through FIG. 21072d); Device Bulk Duplicating Function
described in paragraphs [5009.24537] through [5009.24613]
(FIG. 21073 through FIG. 21142¢); Program Related Audio-
visual Data Auto Downloading Function described in para-
graphs [5009.24614] through [5009.24643] (FIG. 21143
through FIG. 21166¢); Weather Dependent Program Execut-
ing Function described in paragraphs [5009.24644] through
[5009.24702] (FIG. 21167 through FIG. 21218d); Audiovi-
sual Outputting Function described in paragraphs
[5009.24703] through [5009.24745] (FIG. 21219 through
FIG. 21254e); Email Outputting Function described in para-
graphs [5009.24746] through [5009.24788] (FIG. 21255
through FIG. 21290e); Document Outputting Function
described in paragraphs [5009.24789] through [5009.24831]
(FIG. 21291 through FIG. 21326e); Program Executing
Function described in paragraphs [5009.24832] through
[5009.24874] (FIG. 21327 through FIG. 21362¢); Multiple
Mode Implementing Function described in paragraphs
[5011] through [5018] (FIGS. 395 through 400); Multiple
Software Download Function described in paragraphs [5019]
through [5028] (FIGS. 401 through 407); Selected Software
Distributing Function described in paragraphs [5029]
through [5048] (FIGS. 1376 through 1393d); Multiple Soft-
ware Download And Mode Implementation Function
described in paragraphs [5049] through [5056] (FIGS. 408
through 412); and the last sentence described in paragraph
[5058] (no drawings).

The invention claimed is:

1. A communication device comprising:

a microphone;

a speaker;

an input device;

a display;

an antenna,

a voice communication implementer, wherein voice com-
munication is implemented by sending and receiving
audio data via said antenna;

a stereo audio data output implementer, wherein a stereo
audio data is processed to be output in a stereo fashion;
and

a location dependent program executing implementer,
wherein when said communication device is identified
to be located at a first location, a first software program
is executed, and when said communication device is
identified to be located at a second location, a second
software program is executed;

wherein said first software program is a software program
operable to be executed independently from said second
software program;

wherein said second software program is a software pro-
gram operable to be executed independently from said
first software program;
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wherein said first software program is the software pro-
gram selected by the user to be executed when said
communication device is identified to be located at said
first location; and

wherein said second software program is the software pro-
gram selected by the user to be executed when said
communication device is identified to be located at said
second location.

2. A system comprising:

a communication device comprising a microphone, a
speaker, an input device, a display, and an antenna;

a voice communication implementer, wherein voice com-
munication is implemented by sending and receiving
audio data via said antenna;

a stereo audio data output implementer, wherein a stereo
audio data is processed to be output in a stereo fashion;
and

a location dependent program executing implementer,
wherein when said communication device is identified
to be located at a first location, a first software program
is executed, and when said communication device is
identified to be located at a second location, a second
software program is executed;

wherein said first software program is a software program
operable to be executed independently from said second
software program;

wherein said second software program is a software pro-
gram operable to be executed independently from said
first software program;

wherein said first software program is the software pro-
gram selected by the user to be executed when said
communication device is identified to be located at said
first location; and

wherein said second software program is the software pro-
gram selected by the user to be executed when said
communication device is identified to be located at said
second location.

3. A method for a communication device comprising a
microphone, a speaker, an input device, a display, and an
antenna, said method comprising:

a voice communication implementing step, wherein voice
communication is implemented by sending and receiv-
ing audio data via said antenna;

a stereo audio data output implementing step, wherein a
stereo audio data is processed to be output in a stereo
fashion; and

a location dependent program executing implementing
step, wherein when said communication device is iden-
tified to be located at a first location, a first software
program is executed, and when said communication
device is identified to be located at a second location, a
second software program is executed;
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wherein said first software program is a software program
operable to be executed independently from said second
software program;

wherein said second software program is a software pro-

gram operable to be executed independently from said
first software program;

wherein said first software program is the software pro-

gram selected by the user to be executed when said
communication device is identified to be located at said
first location; and

wherein said second software program is the software pro-

gram selected by the user to be executed when said
communication device is identified to be located at said
second location.

4. The communication device of claim 1, wherein said
communication device is a handheld device.

5. The communication device of claim 1, wherein said
input device is a key pad.

6. The communication device of claim 1, wherein said
communication device further comprises a camera.

7. The communication device of claim 1, wherein said
communication device further comprises an infra red signal
sending/receiving device.

8. The communication device of claim 1, wherein said
communication device further comprises a wireless signal
sending/receiving device which is different from said
antenna.

9. The system of claim 2, wherein said communication
device is a handheld device.

10. The system of claim 2, wherein said input device is a
key pad.

11. The system of claim 2, wherein said communication
device further comprises a camera.

12. The system of claim 2, wherein said communication
device further comprises an infra red signal sending/receiving
device.

13. The system of claim 2, wherein said communication
device further comprises a wireless signal sending/receiving
device which is different from said antenna.

14. The method of claim 3, wherein said communication
device is a handheld device.

15. The method of claim 3, wherein said input device is a
key pad.

16. The method of claim 3, wherein said communication
device further comprises a camera.

17. The method of claim 3, wherein said communication
device further comprises an infra red signal sending/receiving
device.

18. The method of claim 3, wherein said communication
device further comprises a wireless signal sending/receiving
device which is different from said antenna.
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